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A.1.2
Files with audio but no visual content

<… cut text …>

Optional parameters: 

codecs: 
is a single value or a comma-separated list that identifies the codec(s) needed for rendering the content contained (in tracks) of a file. The codecs parameter is defined in RFC 4281 [32]. The ISO file format name space and ISO syntax in clauses 3.2 and 3.3 of RFC 4281, respectively, shall be used together with additions defined in clause A.2.2 of the present document. 

types:
is a single value or a comma-separated list that identifies the MIME media types of the content contained (in items) in a file. It is defined in clause A.2.3 of the present document.


<… cut text …>

Restrictions on usage: Note that this MIME type is used only for files; separate types are used for real-time transfer, such as for the RTP payload format for AMR audio (RFC 4867 [15]).
<… cut text …>

A.1.3
Any files

<… cut text …>

Optional parameters: 

codecs: 
is a single value or a comma-separated list that identifies the codec(s) needed for rendering the content contained (in tracks) of a file. The codecs parameter is defined in RFC 4281 [32]. The ISO file format name space and ISO syntax in clauses 3.2 and 3.3 of RFC 4281, respectively, shall be used together with additions defined in clause A.2.2 of the present document. 

types:
is a single value or a comma-separated list that identifies the MIME media types of the content contained (in items) in a file. It is defined in clause A.2.3 of the present document.


<… cut text …>

Restrictions on usage: Note that this MIME type is used only for files; separate types are used for real-time transfer, such as for the RTP payload format for AMR audio (RFC 4867 [15]).
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