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-------------------------------------------        First Change        ------------------------------------------------
11.2.1
Definition of the MBMS User Service Bundle Description 

The root element of the MBMS User Service Bundle description is the bundleDescription element. The element is of the bundleDescriptionType. The bundleDescription contains one or several userServiceDescription elements and optionally a reference to the FEC repair stream description. 

Each userServiceDescription element shall have a unique identifier. The unique identifier shall be offered as serviceId attribute within the userServiceDescription element and shall be of URN format. 

The userServiceDescription element may contain one or more name elements. The intention of a name element is to offer a title of the user service. For each name elements, the language shall be specified according to XML datatypes (XML Schema Part 2 [22]).

The userServiceDescription element may contain one or more serviceLanguage elements. Each serviceLanguage element represents the available languages of the user services. The language shall be specified according to XML datatypes (XML Schema Part 2 [22]).

Each userServiceDescription element shall contain at least one deliveryMethod element. The deliveryMethod element contains the description of one delivery method. The element shall contain one reference to a session description and may contain references to one associated delivery procedure and/or one service protection descriptions. The session description is further specified in sub-clause 5.2.2.2.

The deliveryMethod element may contain a reference to an associated delivery procedure description. The description and configuration of associated delivery procedures is specified in sub-clause 5.2.2.3.

The deliveryMethod element may contain a reference to a service protection description. The service protection description is specified in sub-clause 5.2.2.4.

A userServiceDescription element contains zero or more accessGroup elements. An accessGroup element defines a list of access networks and is uniquely identified by its id attribute. An accessGroup element describes whether separate access systems for the same MBMS user service are used (see sub-clause 5.1.5.2 of [4]) by including one or more accessBearer elements, each describing one of those access systems and no two describing the same. Possible accessBearer values are “3GPP.R6.UTRAN” and “3GPP.R6.GERAN” which indicate transport by 3GPP release 6 MBMS bearers according to specification [4]. For forward compatibility, other values are allowed but their definition and use are out of scope of this specification and a 3GPP release 6 UE may silently ignore other values.
A requiredCapabilities element gives a list of features, which are required for the consumption of the related MBMS user service. The list of features that are currently defined is included in section 11.9. The value of the feature element indicates the required feature.
Each deliveryMethod element contains zero or one accessGroupId attributes. One specific accessGroupId value maps to one specific accessGroup element id value. For each unique accessGroupId attribute value presented in a deliveryMethod element of a userServiceDescription instance, exactly one associated accessGroup element shall be present and the id attribute of the accessGroup element and the accessGroupId attribute shall have the same value. For each deliveryMethod element without an accessGroupId attribute, the UE should assume that the delivery method is offered through all available MBMS access systems.

<?xml version="1.0" encoding="UTF-8"?>

<xs:schema xmlns="urn:3GPP:metadata:2005:MBMS:userServiceDescription" xmlns:xs="http://www.w3.org/2001/XMLSchema" targetNamespace="urn:3GPP:metadata:2005:MBMS:userServiceDescription" elementFormDefault="qualified">


<xs:element name="bundleDescription" type="bundleDescriptionType"/>


<xs:complexType name="bundleDescriptionType">



<xs:sequence>




<xs:element name="userServiceDescription" type="userServiceDescriptionType" maxOccurs="unbounded"/>




<xs:any namespace="##other" minOccurs="0" maxOccurs="unbounded" processContents="lax"/>



</xs:sequence>



<xs:attribute name="fecDescriptionURI" type="xs:anyURI" use="optional"/>



<xs:anyAttribute processContents="skip"/>


</xs:complexType>


<xs:complexType name="userServiceDescriptionType">



<xs:sequence>




<xs:element name="name" type="nameType" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="serviceLanguage" type="xs:language" minOccurs="0" maxOccurs="unbounded"/>



<xs:element name="requiredCapabilities" type="requirementsType" minOccurs="0" maxOccurs="1"/>



<xs:element name="deliveryMethod" type="deliveryMethodType" maxOccurs="unbounded"/>




<xs:element name="accessGroup" type="accessGroupType" minOccurs="0" maxOccurs="unbounded"/>




<xs:any namespace="##other" minOccurs="0" maxOccurs="unbounded" processContents="lax"/>



</xs:sequence>



<xs:attribute name="serviceId" type="xs:anyURI" use="required"/>



<xs:anyAttribute processContents="skip"/>


</xs:complexType>


<xs:complexType name="accessGroupType">



<xs:sequence>




<xs:element name="accessBearer" type="xs:string" maxOccurs="unbounded"/>



</xs:sequence>



<xs:attribute name="id" type="accessGroupIdType" use="required"/>


</xs:complexType>


<xs:complexType name="deliveryMethodType">



<xs:sequence>




<xs:any namespace="##other" minOccurs="0" maxOccurs="unbounded" processContents="lax"/>



</xs:sequence>





<xs:attribute name="accessGroupId" type="accessGroupIdType" use="optional"/>



<xs:attribute name="associatedProcedureDescriptionURI" type="xs:anyURI" use="optional"/>



<xs:attribute name="protectionDescriptionURI" type="xs:anyURI" use="optional"/>



<xs:attribute name="sessionDescriptionURI" type="xs:anyURI" use="required"/>



<xs:anyAttribute processContents="skip"/>


</xs:complexType>


<xs:complexType name="nameType">



<xs:simpleContent>




<xs:extension base="xs:string">





<xs:attribute name="lang" type="xs:language" use="optional"/>




</xs:extension>



</xs:simpleContent>


</xs:complexType>


<xs:simpleType name="accessGroupIdType">



<xs:restriction base="xs:nonNegativeInteger">



</xs:restriction>


</xs:simpleType>

<xs:complexType name="requirementsType">



<xs:sequence>




<xs:element name="feature" type="xs:string" minOccurs="1" maxOccurs="unbounded"/>



</xs:sequences>


</xs:complexType>
</xs:schema>

-------------------------------------------        Second Change        ---------------------------------------------
11.2.2
Example MBMS User Service Description Instances

The following User Service Bundle Description instance is an example of a simple fragment. This fragment includes only the mandatory elements.

<?xml version="1.0" encoding="UTF-8"?>

<bundleDescription



xmlns="urn:3GPP:metadata:2005:MBMS:userServiceDescription"


xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance">


<userServiceDescription serviceId="urn:3gpp:0010120123hotdog">



<deliveryMethod
sessionDescriptionURI="http://www.example.com/3gpp/mbms/session1.sdp"/>


</userServiceDescription>

</bundleDescription>

The following User Service Description instance is an example of a fuller fragment.

<?xml version="1.0" encoding="UTF-8"?>

<bundleDescription 


xmlns="urn:3GPP:metadata:2005:MBMS:userServiceDescription" 


xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" 


fecDescriptionURI="http://www.example.com/3gpp/mbms/session1-fec.sdp">


<userServiceDescription serviceId="urn:3gpp:1234567890coolcat">



<name lang="EN">Welcome</name>



<name lang="DE">Willkommen</name>



<name lang="FR">Bienvenue</name>



<name lang="FI">Tervetuloa</name>



<serviceLanguage>EN</serviceLanguage>



<serviceLanguage>DE</serviceLanguage>


<requiredCapabilities>




<feature >video=H.264__1b"</feature>




</requiredCapabilities>


<deliveryMethod accessGroupId="1" 




sessionDescriptionURI="http://www.example.com/3gpp/mbms/session1.sdp"/>



<deliveryMethod sessionDescriptionURI="http://www.example.com/3gpp/mbms/session2.sdp" 




associatedProcedureDescriptionURI="http://www.example.com/3gpp/mbms/procedureX.xml"/>



<deliveryMethod sessionDescriptionURI="http://www.example.com/3gpp/mbms/session3.sdp" 




associatedProcedureDescriptionURI="http://www.example.com/3gpp/mbms/procedureY.xml"/>



<deliveryMethod accessGroupId="2" 




sessionDescriptionURI="http://www.example.com/3gpp/mbms/session4.sdp"/>



<accessGroup id="1">




<accessBearer>3GPP.R6.GERAN</accessBearer>




<accessBearer>3GPP.R6.UTRAN</accessBearer>



</accessGroup>



<accessGroup id="2">




<accessBearer>3GPP.R6.UTRAN</accessBearer>



</accessGroup>


</userServiceDescription>

</bundleDescription>

-------------------------------------------        Last Change        ------------------------------------------------
11.9
MBMS Feature Requirements

MBMS features enable the BM-SC to signal to the UE the set of capabilities that are required for the consumption of the MBMS user service. The required capability list is indicated in the MBMS User Service Description of the corresponding MBMS user service as defined in section 11.2.1.

The MBMS UE shall not attempt to receive the service if it detects that at least one required capabilities, indicated in the USD, is not supported or not understood. The introduction of new features is possible and assumes that unidentified features shall be interpreted by the UE as a requirement that cannot be fulfilled.

The following list of features is currently identified:

	Feature Name
	Recognized Feature Values
	

	Video Codec
	· “video=H.263”                       


	as mentioned in clause 10.5



	
	· “video=H.264_1b”                
	as defined in clause 10.5

	Audio Codec
	· “audio=EnhAAC+”               


	Enhanced aacPlus as defined in clause 10.2

	
	· “audio=ExtAMR-WB”   
	Extended AMR-WB as defined in clause 10.2


Table 1 MBMS Feature Requirement List
The list of values of a feature may be extended in the future. The feature values are not case sensitive. New features may be added in the future.
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