TSG-SA4#48 meeting
Tdoc S4 (08)0155
7 – 11 April, 2008, Jeju island, Korea
Agenda Item : 4.2

3GPP TSG-SA WG1 Meeting #39 








S1-080315
Puerto Vallarta, Mexico, 28th January - 1st February  2008

Title:
Progress of eCall requirements

Response to:


Release:
Release 8

Work Item:
EData

Source:
3GPP SA WG1

To:
3GPP CT WG1

Cc:
ETSI MSG, 3GPP SA WG4
Contact Person:


Name:
Michele Zarri

Tel. Number:
+44 79 3200 2114

E-mail Address:
michele (dot) zarri (at) t-mobile (dot) co (dot) uk

Attachments:
S1-080314, S1-080266
1. Overall Description:

SA1 has approved the two attached change requests on transfer of data during an emergency call. TSG SA has committed to complete the specification of a technical solution within the timeframe of Release 8 in order to meet the request from European Commission to deploy the eCall service starting in 2010. 

SA1 believe that with these change requests the requirements phase has been completed and would like to invite CT1 to consider as a matter of urgency the creation of a work item aimed to complete the stage 3 for this feature. 

In particular SA1 would like to highlight the following requirements and provide additional information that CT1 may find useful to scope out their work:

Requirements from section 10.7 of TS 22.101

-
The UE shall indicate at call setup if the emergency call will carry supplementary data.

The intention of this requirement is to allow a PLMN operator to decide whether the emergency call should be routed as a normal emergency call or if instead it should be routed differently. 

-
The UE  shall not perform mobility management procedures, including registration on a PLMN, except when attempting to initiate and during an emergency call.

The intention of this requirement is to minimize the use of the signalling network of the mobile operator generated from mobile phones which can only generate emergency calls. This requirement therefore applies only to specially designed UEs. SA1 will be happy to rephrase the requirement as appropriate if CT1 believe that other solutions to minimize signalling exist.

Requirements from section A.27 of TS 22.101

-
An IVS, or other UE designed to support eCall functionality, shall include in the emergency call set-up an indication that the present call is either a Manually Initiated eCall (MIeC) or an Automatically Initiated eCall (AIeC).

-
Optionally, PLMNs may make use of eCall indicators, received in the emergency call set-up, to differentiate eCalls from other TS12 emergency calls.

These requirements has been added upon request from the ETSI MSG group. The intention of SA1 is to be able to categorize manually initiated emergency calls with data, automatically initiated emergency calls with data as well as emergency calls without data. These calls may need to be routed differently according to the regional requirements, PSAPs capabilities and so on. SA1 will be happy to rephrase the requirement as appropriate if CT1 believe that other solutions to differentiate the three call types exist. 

-
To reduce the time taken to establish an eCall an IVS whilst in eCall only mode, may receive network availability information whilst not registered on a PLMN. 

As SA1 requires that mobility management procedures are not performed for UEs that are only allowed to initiate an eCall, SA1 has introduced this requirement in order to try to speed up the set up of an emergency call with data.

2. Actions:

To CT1 group.

ACTION: 
CT1 is kindly asked to review sections 10.7 and sections A.27 of TS 22.101 and start any necessary stage 3 modifications for the support of transfer of emergency calls with data in the R8 timeframe
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