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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
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3GPP TS 22.146: "Multimedia Broadcast/Multicast Service; Stage 1".

[3]
3GPP TS 22.246: "Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1".

[4]
3GPP TS 23.246: "Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description".

[5]
3GPP TS 33.246: "3G Security; Security of Multimedia Broadcast/Multicast Service (MBMS)".

[6]
3GPP TS 23.228: "IP multimedia subsystem; Stage 2".

[7]
3GPP TS 24.229: “”IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3”

[8]
3GPP TS 26.234: "Transparent end-to-end streaming service; Protocols and codecs".

[9]
3GPP TS 22.233: "Transparent End-to-End Packet-switched Streaming Service; Stage 1".

[10]
3GPP TS 26.233: "Transparent end-to-end packet switched streaming service (PSS); General description".

[11]
3GPP TS 26.346: " Multimedia Broadcast/Multicast Service (MBMS); Protocols and codecs".

[12]
3GPP TS 23.203: "Policy and charging control architecture".

Editor’s note: this clause is incomplete. These items should be maintained by the editor and finally reviewed for consistency before approval of the specification.
SECOND CHANGE

5.6
Policy and charging control

5.6.1
General

For the purpose of the present specification, the policy and charging control is according to [12].

Service/subscription control is performed by the SCF at registration and PSS and /or MBMS session initiation. 

QoS control is different for PSS and MBMS User Services. See Clause 5.6.2.

5.6.2
QoS control
The P-CSCF is used as the Application Function in the PCC architecture. The PCRF decides how policy control of the QoS is performed for IMS initiated and controlled PSS and MBMS User Service.

In case of PSS, the PCRF shall use the SDP received from the P-CSCF during session establishment to calculate the proper QoS authorization and establish the relevant bearer. The way the QoS is enforced in this architecture is defined in [12].

In case of MBMS, the PCRF shall not establish a specific bearer. In this case the SDP in the SIP 200 OK Body only contains mandatory elements and the multicast address.
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Figure 1 PSS QoS Policy Control
NOTE: The sequence shown on Figure 1 is simplified and does not e.g. show session progress messages and the ACK message from the UE in response to the reception of 200 OK.
In Figure 1, the PSS case of QoS control is shown. The appropriate bearer for is allocated by the PCRF. Network initiated bearer control is shown in the sequence, but a UE initiated is also possible.










































































































































�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





3GPP


_1279959212.vsd
UE

PSS Server

S-CSCF

SIP INVITE


RTSP DESCRIBE


RTSP 200 OK(s)


RTSP SDP


RTSP SETUP(s)


SIP 200 OK (SDP, Session ID, URI)


SIP INVITE (Request-URI, SDP)


SCF

PSS Adapter


SIP INVITE


RTSP PLAY


RTSP 200 OK


RTP


Diameter AAR


Diameter CCR


Diameter CCR


SIP 200 OK (SDP)


SIP 200 OK (SDP)


2nd PDP Ctx. Req.


2nd PDP Ctx. Res.


2nd PDP Ctx. Req.


2nd PDP Ctx. Req.


2nd PDP Ctx. Res.


2nd PDP Ctx. Res.


RTSP PLAY


RTSP 200 OK


P-CSCF

GGSN

PCRF

RAN

SIP INVITE


SIP 200 OK (SDP)


Diameter AAR



