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	The wideband requirements and test methods are currently being revised within the work item “Requirements and test methods for wideband terminals” (RETEM_WB_T). When updating the wideband (WB) requirements, care has to be taken to keep the parts of the TS 26.131 specification related to narrowband coherent. Since the terminals will typically use the same transducer system for both NB and WB, it makes sense that the masks are harmonized so that the portion 300-3400 Hz is the same for both NB and WB.
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	As this CR aims for aligning the NB receive characteristics with the wideband characteristics currently being revised in work item RETEM_WB_T, its is conditional on the acceptance of the changes to be made within this work item. Specifically, this CR depends on the acceptance of CR 0031 to TS 26.131.


Start of Change 

5.4.2
Handset and headset UE receiving

The sensitivity/frequency characteristics shall be as follows:

The receiving sensitivity frequency response, measured either from the digital interface to the ERP or from the SS audio input (analogue or digital input of the reference speech encoder of the SS) to the ERP, shall be within a mask, which can be drawn with straight lines between the breaking points in table 2 on a logarithmic (frequency) - linear (dB sensitivity) scale. The values in table 2 are provisional and are for further study.

Table 2: Receiving sensitivity/frequency mask

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	


	Frequency (Hz)
	Upper limit
	Lower limit

	100
	6
	-

	200
	6
	-

	300
	6
	-6

	1000
	6
	-6

	2000
	8
	-6

	3400
	8
	-6

	4 000
	8
	-

	NOTE 1: 
All sensitivity values are expressed in dB on an arbitrary scale.

NOTE 2: 
The limit at intermediate frequencies lies on a straight line drawn between the given values on a log (frequency) - linear (dB) scale.


Compliance shall be checked by the relevant test described in TS 26.132.
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