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Introduction
In this contribution, we discuss on the formats of this WI’s results. According to [1], the agreed results of WI “Managing MTSI Media Adaptation” will consist of four major elements.

	Result
	Description

	1
	A set of parameters for speech and video adaptation algorithms

	2
	Explanations on how a subset of the parameters can be used to control the adaptation algorithms and their effects on the service quality

	3
	Object tree of 3GPP MTSIMA MO and definition of each node

	4
	Device Description Framework (DDF) for 3GPP MTSIMA MO


Table 1: Expected results of WI “Managing MTSI Media Adaptation”
Formats of WI’s Results
One of the key results of this WI will be an OMA DM MO, tentatively named 3GPP MTSIMA, which will enable the management, i.e., initialization and update, of some parameters in speech and video adaptation algorithms of MTSI. There already exist two MOs in [2] as two chapters, 15 Network preference management object and 16 Quality of Experience, and two Annexes, H and I.

DDF for MOs defined by 3GPP are registered in [3] but their XML specifications are included in each 3GPP TS using the MOs. If these traditions are to be followed for this WI, a new chapter, 17 Management of Adaptation, can be created for the first three elements of Table 1 and a new Annex, J, can contain the last element.
Notes for OMA DM
· XML specifications of MO DDF in Annex H and I of [2] are written in two different fonts and sizes: Times New Roman at 8 pt for MTSINP MO and Courier New at 10 pt for MTSIQOE MO. SA4 is requested to discuss and decide on the text format of DDF and drawing formats for MO trees.
· MTSINP MO requires modifications to reflect the new video session setup procedures when “imageattr” is present in SDP offer/answer and might require further explanation on its usage with Annex A. Note that the negotiated image size is likely to be related to video adaptation algorithms.
· Location of document type declaration (DTD) in OMA has changed since the introduction of MTSINP and MTSIQOE. If the location of DTD is expected to change further, SA4 might consider including DTD in [2].
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