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**** FIRST CHANGE ****
x
UGC procedures
x.1
Overview
There are two types of UGC procedures:

Creation of the User Generated Content: this type of procedure allows a user to declare and upload/upstream his/her own content to the network. See section x.1.1.

· Watching of User Generated Content: this type of procedure allows a user to select and watch User Generated Content. See section x.1.2.
x.1.1
UGC creation procedure
Figure 1 depicts the typical steps that occur when the UE creates UGC.

[image: image1]
Figure 1: UGC creation Procerdure
Step 1: Declaration of User Generated Content.
1A)  The UE sends a UGC Declaration Request through the IM CN Subsystem to the SCF. 
1B)  The SCF responds a SIP 200 OK message to UE. 
1C)  The SCF records the UGC information, generates an associated UGC content ID and sends a UGC Declaration Response (i.e. a SIP MESSAGE) including the content ID via IM CN Subsystem to the UE. 
1D) The UE responds a SIP 200 OK message to SCF. 
Step 2: Publication of User Generated Content information by the UE 
2A)  The UE sends a UGC Description Request (i.e. SIP MESSAGE) through the IM CN Subsystem to the SCF. The request contains a description of the User Generated Content (name, type, restriction, textual description, special group users etc …).
2B)  The SCF records the UGC description, establishes the relationship between UGC ID and UGC description and sends a UGC Description Response through to IM CN Subsystem to the UE.

Step 1 is always the first step. Step 2 may happen at any time during the UGC creation and can be repeated during the lifetime of the content.
NOTE: In a particular protocol realization, the messages supporting steps 1 and 2 may be embedded in the messages supporting UGC session initiation. 

Step 3: Creation of User Generated Content

3) The UE initiates a UGC creation session, including a content upload/upstream channel to the PSS Adapter and PSS Server via SCF, to create the User Generated Content (i.e. upload/upstream (unicast) the content to the PSS Server). The MF provides the SCF with the location at which the UGC becomes available.
The content upstream procedure is similar to the one defined in section 8.2.3 for PSS Streaming Session initiation. The content control channel may not be required. 
Contributor’s Note: The content upload procedure is FFS. It may be similar to the progressive download procedure to be defined.    
Step 4: Publication of User Generated Content information by the SCF
4) 
The SCF establishes the relationship between UGC ID, UGC description and optionally UGC location (address), and publishes this UGC information.

Step 4 may take place before, during or after step 3.
The UE can modify or terminate the established UGC creation session later on.

NOTE: 
Updating the SSF for UGC information from the SCF is required, but the method for achieving this is out scope of this specification. 

x.1.2
UGC watching procedure
The UGC watching procedure comprises two major steps:

Step 1: Selection of UGC
The selection of the UGC may be done through the SSF, as defined in section 7.
Step 2: Watching of UGC 

Session initiation can be performed by the UE or the SCF in order to watch the selected UGC.  The UGC watching session is equivalent to the PSS session, as defined in section 8.2.3. 
When the UE wishes to modify or to terminate the UGC session, it follows session modification/termination procedures as specified in clauses 8.2.5.1 and 8.2.6.
Contributor's note: UGC session established through a MBMS session for multicasted content is FFS.
**** END FIRST CHANGE ****
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