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Introduction
In this contribution, we outline the first draft CR for WI “Managing MTSI Media Adaptation (M3A),” which consists of a new chapter, 17 Management of media adaptation, and a new Annex, Annex J (informative): Media Adaptation Management Object Device Description Framework. In addition to fulfilling the objectives of this WI [1], we maintained the traditions for 3GPP MTSINP and MTSIQOE MOs as much as possible.

Structure of Chapter 17
The new chapter, 17 Management of media adaptation, has the following structure:

17
Management of media adaptation



17.1
General



17.2 
Media adaptation management object



17.3
Management procedures




17.3.1
Management of speech adaptation




17.3.2
Management of video adaptation.
In clause 17.1, basic information on 3GPP MTSIMA MO is provided, followed in clause 17.2 by description of each node, in terms of Occurrence, Format, Minimum Access Types. The nodes were selected in [2]. For some nodes, allowed values are also introduced. In clause 17.3, how to manage the media adaptation of MTSI with 3GPP MTSIMA MO and OMA-DM protocol is explained for speech and video respectively. In clauses 17.3.1 and 17.3.2, recommended usage of each parameter in the management of adaptation is explained.
DDF for 3GPP MTSIMA MO
The new Annex J includes the DDF, specifications of MO in XML, for 3GPP MTSIMA MO. 3GPP MTSINP and MTSIQOE MOs contain as the format of nodes, node, int, chr, and bool. 3GPP MTSIMA MO contains node, int, and float. Since the document type definition (DTD) for MTSINP and MTSIQOE, SYNCML-DMDDF 1.2, does not support float, DTD-DM-DDF 1.2, is used as the DTD for 3GPP MTSIMA MO.
Suggestions
· SA4 is requested to review the list of video adaptation parameters left for further study in [2] and select additional parameters if further benefits are expected.
· SA4 is requested to review the draft CR for this WI and modify it if necessary.
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