Page 1



3GPP TSG-SA4 Meeting #56 
(
S4-090823
Sophia Antipolis, France, November 9 – 13, 2009
Revision of S4-090790
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	 DRAFT26.114
	CR
	0082
	(

rev
	
	(

Current version:
	9.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Adding Support for Explicit Congestion Notification

	
	

	Source to WG:
(

	Qualcomm Europe S.A.R.L.

	Source to TSG:
(

	S4

	
	

	Work item code:
(

	LTEimp-Vocoder
	
	Date: (

	03/11/2009

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	Changes are made with respect to S4-090790 to clarify that for this release of the specification ECN is limited in scope to E-UTRAN 

	
	

	Summary of change:
(

	ECN support is limited for E-UTRAN

	
	

	Consequences if 
(

not approved:
	Not consistent with the Work Item and specifications in RAN2 and SA2.  Can cause improper operation over non-E-UTRAN access technologies.

	
	

	Clauses affected:
(

	

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


*** Start change 4 ***

6
Media configuration 

6.1
General

MTSI uses SIP, SDP and SDPCapNeg for media negotiation and configuration. General SIP signalling and session setup for IMS are defined in 3GPP TS 24.229 [7], whereas this clause specifies SDP and SDPCapNeg usage and media handling specifically for MTSI, including offer/answer considerations in the capability negotiation. The MTSI client in the terminal may use the OMA-DM solution specified in Clause 15 for enhancing SDP negotiation and PDP context activation process.
MTSI uses Explicit Congestion Notification (ECN) to perform rate adaptation in certain cases. When the MTSI client in terminal supports speech media encoding at multiple bit rates and the radio access bearer technology is known to the client to be E-UTRAN, the client may negotiate use of ECN [x1] to perform ECN-based rate adaptation for speech. The MGW must also perform the appropriate ECN functions as described in clauses 12.3.3 and 12.7.3.


NOTE:
To support the operation of the ECN feature it is assumed that the network is ECN-transparent as described in [x2].
6.2
Session setup procedures

6.2.1
General

The session setup for RTP transported media shall determine for each media: IP address(es), RTP profile, UDP port number(s); codec(s); RTP Payload Type number(s), RTP Payload Format(s), [and any additional session parameters.

An MTSI client shall only offer a single RTP profile per media stream. This profile shall be the most suitable for the media, see below for further recommendations for each media type. The MTSI client shall accept both AVP and AVPF offers in order to support interworking. If an MTSI client gets a media or the complete session rejected when using AVPF, it should re-invite replacing all AVPF with AVP on all media lines where it did not receive explicit indication that AVPF was accepted.

The general requirements on Explicit Congestion Notification (ECN) support are defined in [x4] and [x3]. If an MTSI client in terminal uses ECN for media transported with RTP the MTSI client in terminal shall support ECN according to [x1] and a subset of the procedures defined in [x2], see clause 6.2.2. The negotiation of ECN at session setup is described in clause 6.2.8. The adaptation response to congestion events, i.e. when ECN Congestion Experienced (ECN-CE) marked IP packets are received, is described in clause 10.

NOTE:
The support for ECN is limited to speech
*** End change 4 ***
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[This whole Annex is FFS]Annex A (informative):
Examples of SDP offers and answers

A.1
SDP offers for speech sessions initiated by MTSI client in terminal

This Annex includes several SDP examples for session setup for speech. SDP examples for sessions with speech and DTMF are shown in Annex G. These SDP offer and answer examples are designed to highlight the respective area that is being described and should therefore not be considered as complete SDP offers and answers. See TS 24.229 [7] for a complete description of the SDPs.

Some of the SDP examples contain a=fmtp lines that are too long to meet the column width constraints of this document and are therefore folded into several lines using the backslash (“\”) character. In a real SDP, long lines would appear as one single line and not as such folded lines.

Some of the examples included in this Annex outline configurations that have been optimized for HSPA. These configurations are equally applicable to E-UTRAN access since the packetization recommendations for HSPA and E-UTRAN in Clauses 7.4.2 and 7.5.2.1 for MTSI clients and Clause 12.3.2 for MTSI media gateways are identical.

A.1.1
HSPA or unknown access technology

When the access technology is unknown to the MTSI client in terminal, the client uses the encapsulation parameters of default operation as defined in clause 7.5.2.1.2. The SDP examples below apply to HSPA as well as the default operation since the encapsulation parameters are the same .  
When the access technology is not E-UTRAN or unknown to the MTSI client in terminal the ECN capability is not negotiated.
A.1.1.1
Only AMR-NB supported by MTSI client in terminal

In this example one RTP Payload Type (97) is defined for the bandwidth-efficient payload format and another RTP payload type (98) for the octet-aligned payload format. In this case, the MTSI client in terminal supports mode changes at any time, mode changes to any mode and mode change restrictions.

Table A.1.1: SDP example

	SDP offer

	m=audio 49152 RTP/AVP 97 98

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240


Comments:

The UDP port number (49152) and the payload type numbers (97 and 98) are examples and the offerer is free to select other numbers within the restrictions of the UDP and RTP specifications. It is recommended to use the dynamic port numbers in the 49152 to 65535 range. RTP should use even numbers for RTP media and the next higher odd number for RTCP. It is however allowed to use any number within the registered port range 1 024 to 49 151. The receiver must be capable of using any combination of even and odd numbers for RTP and RTCP.

The SDP Capabilities Negotiation framework (SDPCapNeg) [69] is used to negotiate what RTP profile to use. The offer includes RTP/AVP in the conventional SDP part by including it in the media (m=) line, while RTP/AVPF is given as a transport capability using the SDPCapNeg framework “a=tcap:1 RTP/AVPF”. A potential configuration gives RTP/AVPF as an alternative “a=pcfg:1 t=1”. Given by the rules in SDPCapNeg, the RTP/AVPF profile has higher preference than RTP/AVP.

It is important that the MTSI client in terminal does not define any mode-set because then the answerer is free to respond with any mode-set that it can support. If the MTSI client in terminal would define mode-set to any value, then the answer only has the option to either accept it or reject it. The latter case might require several ping-pong between the MTSI clients before they can reach an agreement on what mode set to use in the session. This would increase the setup time significantly. This is also one important reason for why the MTSI clients in terminals must support the complete codec mode set of the AMR and AMR-WB codecs, because then a media gateway interfacing GERAN or UTRAN can immediately define the mode-set that it supports on the GERAN or UTRAN circuit switched access.

Since the MTSI client in terminal is required to support mode changes at any frame border and also to any mode in the received media stream, it does not set the mode-change-period and mode-change-neighbor parameters.

The mode-change-capability and max-red parameter are new in the updated AMR payload format [28]. With mode-change-capability=2, the MTSI client in terminal shows that it does support aligning mode changes every other frame and the answerer then knows that requesting mode-change-period=2 in the SDP answer will work properly. The max-red parameter indicates the maximum interval between a non-redundant frame and a redundant frame. Note that the maxptime and max-red parameters do not need to be synchronized.

The payload type for the bandwidth-efficient payload format (97) is listed before the payload type for the octet-aligned payload format (98) because it is the preferred one.
This example shows an MTSI client in terminal that supports ECN and Reduced-Size RTCP, knows that it is on E-UTRAN access tehcnology, and offers to use both ECN and Reduced-Size RTCP.
With the combination of ptime:20 and maxptime:240, the MTSI client in terminal shows that it desires to receive one speech frame per packet but can handle up to 12 speech frames per packet. However, no more than 4 original speech frames can be encapsulated in one packet.

A suitable SDP answer from another MTSI client in terminal is shown in Table A.3.0.

A.1.1.2
AMR and AMR-WB are supported by MTSI client in terminal

A.1.1.2.1
One-phase approach

The size of the SDP may become quite big, depending on how many configurations the MTSI client in terminal supports for different media. Therefore, the session setup may be divided into phases where the most desirable configurations are offered in the first phase. If the first phase fails, then the remaining configurations can be offered in a second phase.

In table A.1.2 an example is shown where a one-phase approach is used and where the SDP includes both AMR and AMR-WB and both the bandwidth-efficient and octet-aligned payload formats.

Table A.1.2: SDP example: one-phase approach

	SDP offer

	m=audio 49152 RTP/AVP 97 98 99 100

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR-WB/16000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR-WB/16000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=rtpmap:99 AMR/8000/1

a=fmtp:99 mode-change-capability=2; max-red=220

a=rtpmap:100 AMR/8000/1

a=fmtp:100 mode-change-capability=2; max-red=220; octet-align=1

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240


Comments:

This example shows an MTSI client in terminal that supports ECN and Reduced Size RTCP, knows that it is on E-UTRAN access technology, and offers to use both ECN and Reduced-Size RTCP.
It is easy to imagine that the SDP offer can become quite large if the client supports many different configurations for one or several media. A solution to this problem is shown in Clause A.1.1.2.2.

A few possible SDP answers are outlined in Tables A.3.1, A.3.1a, A.3.2, A.3.3 and A.3.4.

A.1.1.2.2
Two-phase approach

Tables A.1.3 and A.1.4 show the same configurations as in table A.1.2 but when the SDP has been divided into 2 phases.

Table A.1.3: SDP example: 1st phase SDP offer

	SDP offer

	m=audio 49152 RTP/AVP 97 98

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR-WB/16000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=220

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240


Table A.1.4: SDP example: 2nd phase SDP offer

	SDP offer

	m=audio 49152 RTP/AVPF 97 98

a=rtpmap:97 AMR-WB/16000/1

a=fmtp:97 mode-change-capability=2; max-red=220; octet-align=1

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240


Comments:

This example shows an MTSI client in terminal that supports ECN and Reduced-Size RTCP, knows that it is on E-UTRAN access technology, and offers to use both ECN and Reduced-Size RTCP.
Many types of media and maybe even many different configurations for some or all media types, may give quite large SIP messages. When constructing the offer, the access type and the radio bearer(s) for the answerer are not yet known. To maintain a reasonable setup time, a 2-phase approach may be useful where the most desirable configurations are included in the 1st phase and the 2nd phase is entered only if all payload types for one media type are rejected.

There is however a drawback with the two-phase approach. If the 2nd phase is not entered, then a cell change that would require configurations from the 2nd phase SDP is likely to give long interruption times, several seconds, while the session parameters are re-negotiated.

The SDPCapNeg framework is only used in the 1st SDP offer because when generating the 2nd SDP offer the profile is already agreed. In this example, it is assumed that AVPF was accepted in the first round.

If the 1st SDP offer, shown in Table A.1.3, is accepted by the answerer then a few possible example SDP answers are shown in: Table A.3.1 if the answerer is an MTSI client in terminal and supports AMR-WB; Table A.3.2 if the answerer is an MTSI client in terminal but does not support AMR-WB; Table A.3.3 if the answerer is an MTSI client in terminal, supports AMR-WB and is using EGPRS access; Table A.3.4 if the answerer is a CS terminal, supports AMR-WB and an MTSI MGW is therefore needed.

A.1.2
EGPRS

In this example one RTP Payload Type (97) is defined for the bandwidth-efficient payload format and another RTP Payload Type (98) is defined for the octet-aligned payload format.

Table A.1.5: SDP example

	SDP offer

	m=audio 49152 RTP/AVP 97 98

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=200

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=200; octet-align=1



a=ptime:40

a=maxptime:240


Comments:

The only difference compared with the SDP offer for HSPA is ptime: 40. This definition is used to optimize capacity by reducing the amount of overhead that lower layers introduce. Defining ptime:20 will also work, but will be less optimal. Thus, when performing a cell change from HSPA to EGPRS, it is not an absolute necessity to update the session parameters immediately. It can be done after a while, which would also reduce the amount of SIP signalling if a MTSI client in terminal is switching frequently between HSPA and EGPRS or some other access type.

The MTSI client in terminal on EGPRS does not support ECN nor Reduced-Size RTCP and therefore does not offer these attributes when creating the offer.

It is recommended to set the max-red parameter to an integer multiple of the ptime.

An example of a suitable SDP answer to this SDP offer is shown in Table A.3.3a.

A.1.3
Generic Access

In this example one RTP Payload Type (97) is defined for the bandwidth-efficient payload format and another RTP Payload Type (98) is defined for the octet-aligned payload format.

Table A.1.6: SDP example

	SDP offer

	m=audio 49152 RTP/AVP 97 98

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=160

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=160; octet-align=1



a=ptime:80

a=maxptime:240


Comments:

In this case the MTSI client in terminal has detected that the load on the WLAN network is quite high and therefore ptime is set to 80. For other operating conditions, it could set ptime to 20, 40 or 60. This parameter may be updated during the session if the load of the WLAN network changes.
The MTSI client in terminal on WLAN does not support ECN nor Reduced-Size RTCP and therefore does not offer these attributes when creating the offer.
An example of a suitable SDP answer to this SDP offer is shown in Table A.3.3b.

A.2
SDP offers for speech sessions initiated by media gateway

A.2.1
General

These examples show only SDP offers when the MTSI media gateway does not support the same configurations as for the MTSI terminal in clause A.1. A media gateway supporting the same configurations as for the examples in clause A.1 should create the same SDP offers.

A.2.2
MGW between GERAN UE and MTSI

This example shows the SDP offer when the call is initiated from GSM CS using the AMR with the {12.2, 7.4, 5.9 and 4.75} codec mode set. In this example, it is also assumed that only the bandwidth-efficient payload format is supported and that it will not send any redundant speech frames.

Table A.2.1: SDP example

	SDP offer

	m=audio 49152 RTP/AVP 97

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-set=0,2,4,7; mode-change-period=2, \

  mode-change-neighbor=1; mode-change-capability=2; max-red=0

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:80


Comments:

Since the MGW only supports a subset of the AMR codec modes, it needs to indicate this in the SDP. The same applies for the mode change restrictions.
This example shows an SDP offer from an MTSI MGW that supports both ECN Capable Transport (ECT) and Reduced-Size RTCP.
An example of a suitable SDP answer to this SDP offer is shown in Table A.3.5.

A.2.3
MGW between legacy UTRAN UE and MTSI

This example shows the SDP offer when the call is initiated from legacy UTRAN CS mobile that only the AMR 12.2 mode. In this example, it is also assumed that only the bandwidth-efficient payload format is supported.

Table A.2.2: SDP example

	SDP offer

	m=audio 49152 RTP/AVP 97

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-set=7; max-red=0

a=ptime:20

a=maxptime:20


Comments:

Since only one mode is supported, the mode-change-period, mode-change-neighbor and mode-change-capability parameters do not apply.

In this case it is advisable to not allow redundancy since the legacy UTRAN CS mobile does not support any lower rate codec modes and then redundancy would almost double the bitrate on the PS access side. Therefore, maxptime is set to 20 and max-red is set to 0.

If a mode-set with several codec modes was defined and if max-red and maxptime are set to larger values than what Table A.1.8 shows, then redundancy is possible on the PS access side but not together with TFO. 
ECN Capable Transport is not included in this SDP offer since only fixed-rate operation is offered.
An example of a suitable SDP answer to this SDP offer is shown in Table A.3.6.

A.2.4
MGW between CS UE and MTSI

This example shows the SDP offer when two mode sets are supported by the MGW.

Table A.2.3: SDP example 

	SDP offer

	m=audio 49152 RTP/AVP 97 98

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-set=0,2,4,7; mode-change-period=2, \

  mode-change-neighbor=1; mode-change-capability=2; max-red=20

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-set=0,3,5,6; mode-change-period=2, \

  mode-change-neighbor=1; mode-change-capability=2; max-red=20

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:80


Comments:

This example shows an SDP offer from an MTSI MGW that supports both ECN Capable Transport (ECT) and Reduced-Size RTCP.

Redundancy up to 100 % is supported in this case since max-red is set to 20.

An example of a suitable SDP answer to this SDP offer is shown in Table A.3.6.

A.2.5
MGW between GERAN UE and MTSI when wideband speech is supported

This example shows the SDP offer when the call is initiated from GSM CS when AMR is supported with the {12.2, 7.4, 5.9 and 4.75} codec mode set and when AMR-WB is supported with the {12.65, 8.85 and 6.60} mode set. In this example, it is also assumed that only the bandwidth-efficient payload format is supported and that the MTSI MGW will not send any redundant speech frames.

Table A.2.4: SDP example

	SDP offer

	m=audio 49152 RTP/AVP 98 97

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-set=0,2,4,7; mode-change-period=2, \

  mode-change-neighbor=1; mode-change-capability=2; max-red=0

a=rtpmap:98 AMR-WB/16000/1

a=fmtp:98 mode-set=0,1,2; mode-change-period=2, \

  mode-change-neighbor=1; mode-change-capability=2; max-red=0

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:80


Comments:

This example shows an SDP offer from an MTSI MGW that supports both ECN Capable Transport (ECT) and Reduced-Size RTCP.

Since the MGW onl supports a subset of the AMR codec modes and of the AMR-WB codec modes, it needs to indicate this in the SDP. The same applies for the mode change restrictions.
A.3
SDP answers to SDP speech session offers

A.3.1
General

This clause gives a few examples of possible SDP answers. The likelihood that these SDP answers will be used may vary from case to case since the SDP answer depends on circumstances outside the scope of this specification for example: availability of resources, radio bearer assignment and policy control. It is impossible to cover all the possible variants and hence these examples should be regarded as just a few examples of many possible alternatives. They were however selected because they span the range of possible SDP answers quite well.

The SDP offers are included to clarify what is being answered.

A.3.1a
SDP answer from an MTSI client in terminal when only narrowband speech was offered

These SDP offers and answer are likely when the offering MTSI client in terminal (or other client) only supports narrowband speech (AMR).

The SDP offer included in this example is identical to the SDP offer shown in Table A.1.1.

Table A.3.0: SDP example

	SDP offer

	m=audio 49152 RTP/AVP 97 98

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240

	SDP answer

	m=audio 49152 RTP/AVPF 99

a=acfg:1 t=1

a=rtpmap:99 AMR/8000/1

a=fmtp:99 mode-change-capability=2; max-red=220

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240


Comments:

The SDP answer contains only one encoding format since 3GPP TS 24.229 [7] requires that the answerer shall select exactly one codec for the answer. Since both MTSI clients in terminals support the same configurations for narrowband speech, it is likely that the selected configuration included in the answer is identical to the configuration in the offer and that no mode-set is defined by the terminating client.

The conclusion from this offer-answer procedure is that the offerer can only send AMR encoded speech to the answerer using the bandwidth-efficient payload type with RTP Payload Type 99, since this was the only configuration included in the answer. The answerer sends AMR encoded speech to the offerer using the bandwidth-efficient payload format, in this case RTP Payload Type 97.

Even though both MTSI clients in terminals support all codec modes, it is desirable to mainly use the codec modes from the AMR {12.2, 7.4, 5.9 and 4.75} mode set because the transport layer functions are optimized for these codec modes.

For similar reasons it is also desirable to encapsulate only 1 speech frame per packet, even though both MTSI clients in terminals support receiving several frames per packet.

In the above example it is assumed that AVPF will be accepted since the MTSI client is required to support this RTP profile.
This example shows an MTSI client in terminal that supports ECN and Reduced-Size RTP, knows that it is on E-UTRAN access technology, and accepts the offer for ECN Capable Transport (ECT) and Reduced-Size RTCP.
A.3.2
SDP answer from an MTSI client in terminal

These SDP offers and answers are likely when both MTSI clients in terminals support AMR and AMR-WB and also both the bandwidth-efficient and the octet-aligned payload formats.

The SDP offer included in this example is identical to the SDP offer shown in Table A.1.2.

Table A.3.1: SDP example

	SDP offer

	m=audio 49152 RTP/AVP 97 98 99 100

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR-WB/16000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR-WB/16000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=rtpmap:99 AMR/8000/1

a=fmtp:99 mode-change-capability=2; max-red=220

a=rtpmap:100 AMR/8000/1

a=fmtp:100 mode-change-capability=2; max-red=220; octet-align=1

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240

	SDP answer if AVPF is accepted

	m=audio 49152 RTP/AVPF 97

a=acfg:1 t=1

a=rtpmap:97 AMR-WB/16000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240


Comments:

The SDP answer contains only one encoding format since 3GPP TS 24.229 [7] requires that the answerer shall select exactly one codec for the answer. Since both MTSI clients in terminals support the same configurations, it is likely that the selected configuration included in the answer is identical to the configuration in the offer and that no mode-set is defined by the terminating client. The conclusion from this offer-answer process is that AMR-WB will be used during the session with RTP Payload Type 97.

Even though both MTSI clients in terminals support all codec modes, it is desirable to mainly use the codec modes from the AMR-WB {12.65, 8.85 and 6.60} mode set because the transport layer functions are optimized for these modes.

For similar reasons it is also desirable to encapsulate only 1 speech frame per packet, even though both MTSI clients in terminals support receiving several frames per packet.

In the above example it is assumed that AVPF will be accepted since the MTSI client is required to support this RTP profile.

This SDP answer is also a possible answer to the SDP offer shown in Table A.1.3.
This example shows an MTSI client in terminal that supports ECN and Reduced-Size RTCP, knows that it is on E-UTRAN access technology, and accepts the offer for ECN Capable Transport (ECT) and Reduced-Size RTCP.

A.3.2a
SDP answer from a non-MTSI UE with AVP

The MTSI client must be prepared to receive an SDP answer with AVP. This is likely to occur for legacy clients that do not support AVPF or SDPCapNeg. The example in Table A.3.1a shows a possible SDP answer with AVP to an SDP offer as shown in Table A.1.2.

Table A.3.1a: SDP answer example with AVP

	SDP answer with AVP

	m=audio 49152 RTP/AVP 97

a=rtpmap:97 AMR-WB/16000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240


Comments:

A client that does not support SDPCapNeg would not understand the attributes defined by the SDPCapNeg framework and would therefore ignore the lines with ‘a=tcap’ and ‘a=pcfg’.
In this case, it is assumed that the non-MTSI UE supports neither ECN nor Reduced-Size RTCP and therefore removes those attributes when creating the answer.
A.3.3
SDP answer from an MTSI client in terminal supporting only AMR

These SDP offers and answers are likely when the answering MTSI client in terminal supports only AMR.

The SDP offer included in this example is identical to the SDP offer shown in Table A.1.2.

Table A.3.2: SDP example

	SDP offer

	m=audio 49152 RTP/AVP 97 98 99 100

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR-WB/16000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR-WB/16000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=rtpmap:99 AMR/8000/1

a=fmtp:99 mode-change-capability=2; max-red=220

a=rtpmap:100 AMR/8000/1

a=fmtp:100 mode-change-capability=2; max-red=220; octet-align=1

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240

	SDP answer

	m=audio 49152 RTP/AVPF 99

a=acfg:1 t=1

a=rtpmap:99 AMR/8000/1

a=fmtp:99 mode-change-capability=2; max-red=220

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240


Comments:

In the answer, RTP Payload Types 97 and 98 have been removed since AMR-WB is not supported and RTP Payload Type 100 is removed since the answerer is required to answer with only one encoding format.

Even though both MTSI clients in terminals support all codec modes, it is desirable to mainly use the codec modes from the AMR [12.2, 7.4 5.9 and 4.75] mode set because the transport layer functions are optimized for these modes.

This SDP answer is also a possible answer to the SDP offer shown in Table A.1.3.
This example shows an MTSI client in terminal that supports ECN and Reduced-Size RTCP, knows that it is on E-UTRAN access technology, and accepts the offer for ECN Capable Transport (ECT) and Reduced-Size RTCP.
A.3.4
SDP answer from an MTSI client in terminal using EGPRS access when both AMR and AMR-WB are supported

In this case the answering MTSI client in terminal is using EGPRS access and supports both narrowband and wideband speech, i.e. both AMR and AMR-WB.

The SDP offer is identical to the SDP offer shown in Table A.1.2.

Table A.3.3: SDP example

	SDP offer

	m=audio 49152 RTP/AVP 97 98 99 100

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR-WB/16000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR-WB/16000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=rtpmap:99 AMR/8000/1

a=fmtp:99 mode-change-capability=2; max-red=220

a=rtpmap:100 AMR/8000/1

a=fmtp:100 mode-change-capability=2; max-red=220; octet-align=1

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240

	SDP answer

	m=audio 49152 RTP/AVPF 97

a=acfg:1 t=1

a=rtpmap:97 AMR-WB/16000/1

a=fmtp:97 mode-change-capability=2; max-red=200



a=ptime:40

a=maxptime:240


Comments:

The answering MTSI client in terminal responds that it desires to receive 2 frames encapsulated in each packet. It will however send with 1 frame per packet since the offering MTSI client in terminal desires to receive this format. A future SIP UPDATE may change this so that 2 frames per packet are used in both directions.

The answering MTSI client in terminal also responds with max-red defined to 200 ms since this is the closes multiple of the desired frame aggregation. It should however be noted that it is not a requirement to define max-red  to be a multiple of ptime, but it is recommended to do so.
The MTSI client in terminal on EGPRS does not support ECN nor Reduced-Size RTCP and therefore removes those attributes when creating the answer.
This SDP answer is also a possible answer to the SDP offer shown in Table A.1.3.

A.3.4a
SDP answer from an MTSI client in terminal using EGPRS access when only AMR is supported

In this case the answering MTSI client in terminal is using EGPRS access but supports only narroband speech, i.e. only AMR.

The SDP offer is identical to the SDP offer shown in Table A.1.2 although the SDP answer here would also work nicely as a response to the SDP offer shown in Table A.1.5.

Table A.3.3a: SDP example

	SDP offer

	m=audio 49152 RTP/AVP 97 98 99 100

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR-WB/16000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR-WB/16000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=rtpmap:99 AMR/8000/1

a=fmtp:99 mode-change-capability=2; max-red=220

a=rtpmap:100 AMR/8000/1

a=fmtp:100 mode-change-capability=2; max-red=220; octet-align=1

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240

	SDP answer

	m=audio 49152 RTP/AVPF 97

a=acfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=200



a=ptime:40

a=maxptime:240


Comments:

The answering MTSI client in terminal responds that it desires to receive 2 frames encapsulated in each packet. It will however send with 1 frame per packet since the offering MTSI client in terminal desires to receive this format. A future SIP UPDATE may change this so that 2 frames per packet are used in both directions.

The answering MTSI client in terminal also responds with max-red defined to 200 ms since this is the closes multiple of the desired frame aggregation. It should however be noted that it is not a requirement to define max-red  to be a multiple of ptime, but it is recommended to do so.
The MTSI client in terminal on EGPRS does not support ECN nor Reduced-Size RTCP and therefore removes those attributes when creating the answer.
This SDP answer is also a suitable response to an SDP offer as shown in Table A.1.5, even if the answering MTSI client in a terminal is using HSPA access. This is because it is wise to harmonize the packetization, and the ptime in the SDP answer, with the ptime in the SDP offer so that 2 frames per packet will be used in both directions when one of the end-points is using EGPRS access.
A.3.4b
SDP answer from an MTSI client in terminal using WLAN

In this example, the MTSI client in terminal is using a WLAN network.

The SDP offer shown here is identical to the SDP offer shown in Table A.1.1.

Table A.3.3b: SDP example

	SDP offer

	m=audio 49152 RTP/AVP 97 98

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240

	SDP answer

	m=audio 49152 RTP/AVPF 97

a=acfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=160



a=ptime:80

a=maxptime:240


Comments:

This SDP answer, with ptime=80, is suitable if the MTSI client in terminal can measure the load in the WLAN network and has detected that the load is high. If, on the other hand, the load is low then the MTSI client in terminal may very well choose to use a lower value for the ptime attribute, for example 20 or 40.
The MTSI client in terminal on WLAN does not support ECN nor Reduced-Size RTCP and therefore removes those attributes when creating the answer.
This SDP answer is also suitable when the answering MTSI client in terminal is using HSPA access but when the offerer is using WLAN and indicates ptime=80, e.g. as shown in the SDP offer in Table A.1.6. In such a case, it is wise to harmonize the ptime values in both directions to increase the likelihood that several frames will be encapsulated in the RTP packets.
This SDP answer is also a possible answer to the SDP offer shown in Table A.1.3.

A.3.5
SDP answer from MTSI MGW supporting only one codec mode set for AMR and AMR-WB each

In this case the MTSI MGW supports only one codec mode set for AMR, {12.2, 7.4, 5.9 and 4.75}, and one codec mode set for AMR-WB, {12.65, 8.85 and 6.60}, since the CS terminal only supports these mode sets. The MTSI MGW also only supports the bandwidth-efficient payload format.

The SDP offer included in this example is identical to the SDP offer shown in Table A.1.2.

Table A.3.4: SDP example 

	SDP offer (from MTSI client in terminal on HSPA)

	m=audio 49152 RTP/AVP 97 98 99 100

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR-WB/16000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR-WB/16000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=rtpmap:99 AMR/8000/1

a=fmtp:99 mode-change-capability=2; max-red=220

a=rtpmap:100 AMR/8000/1

a=fmtp:100 mode-change-capability=2; max-red=220; octet-align=1



a=ptime:20

a=maxptime:240

	SDP answer (from MTSI MGW)

	m=audio 49152 RTP/AVPF 97

a=acfg:1 t=1

a=rtpmap:97 AMR-WB/16000/1

a=fmtp:97 mode-set=0,1,2; mode-change-period=2, mode-change-neighbor=1; \

  mode-change-capability=2; max-red=0



a=ptime:20

a=maxptime:80


Comments:

The MTSI MGW is allowed to define the mode-set parameter since the MTSI client in terminal did not define it. Thereby, it is possible to avoid several SDP offers and answers.

The SDP answer contains only one encoding format since 3GPP TS 24.229 [7] requires that the answerer shall select exactly one codec for the answer. In this case, the CS terminal supports wideband speech and the MTSI MGW therefore chooses to establish a wideband speech session.

Since the MTSI client in terminal has defined that it does support restrictions in mode changes, the MTSI MGW can safely set the mode-change-period and mode-change-neighbor parameters.

In this example, the MTSI MGW also does not support redundancy so it sets max-red to zero.
The SDP offer does not include any offer for ‘ecn-capable-rtp’ nor Reduced-Size RTCP since the MTSI client in terminal is on HSPA.
This SDP answer is also a possible answer to the SDP offer shown in Table A.1.3.

A.3.5a
SDP answer from MTSI MGW supporting only one codec mode set for AMR

In this case the MTSI MGW supports only one codec mode set for AMR, {12.2, 7.4, 5.9 and 4.75}, since the CS terminal supports only this mode set. The MTSI MGW also only supports the bandwidth-efficient payload format.

Table A.3.4a: SDP example 

	SDP offer (from MTSI client in terminal on HSPA)

	m=audio 49152 RTP/AVP 97 98 99 100

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR-WB/16000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR-WB/16000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=rtpmap:99 AMR/8000/1

a=fmtp:99 mode-change-capability=2; max-red=220

a=rtpmap:100 AMR/8000/1

a=fmtp:100 mode-change-capability=2; max-red=220; octet-align=1



a=ptime:20

a=maxptime:240

	SDP answer (from MTSI MGW)

	m=audio 49152 RTP/AVPF 97

a=acfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-set=0,2,4,7; mode-change-period=2, mode-change-neighbor=1; \

  mode-change-capability=2; max-red=0



a=ptime:20

a=maxptime:80


Comments:

The MTSI MGW is allowed to define the mode-set parameter since the MTSI client in terminal did not define it. Thereby, it is possible to avoid several SDP offers and answers.

The SDP answer contains only one encoding format since 3GPP TS 24.229 [7] requires that the answerer shall select exactly one codec for the answer. In this case, the CS terminal does not supports wideband speech and the MTSI MGW therefore selects to establish a narrowband speech session.

Since the MTSI client in terminal has defined that it does support restrictions in mode changes, the MTSI MGW can safely set the mode-change-period and mode-change-neighbor parameters.
The SDP offer does not include any offer for ‘ecn-capable-rtp’ nor Reduced-Size RTCP since the MTSI client in terminal is on HSPA.
In this example, the MTSI MGW also does not support redundancy so it sets max-red to zero.

A.3.6
SDP answer from MTSI client in terminal on HSPA for session initiated from MTSI MGW interfacing UE on GERAN

This example shows the offers and answers for a session between a GERAN CS UE, through a MTSI media gateway, and a MTSI client in terminal.

The SDP offer shown here is very similar to the SDP offer shown in Table A.2.1. The only difference is that maxptime is set to 20.

Table A.3.5: SDP example 

	SDP offer (from MTSI MGW)

	m=audio 49152 RTP/AVP 97

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-set=0,2,4,7; mode-change-period=2, \

  mode-change-neighbor=1; mode-change-capability=2; max-red=0

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:20

	SDP answer (from MTSI client in terminal)

	m=audio 49152 RTP/AVPF 97

a=acfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-set=0,2,4,7; mode-change-period=2, \

  mode-change-neighbor=1; mode-change-capability=2; max-red=0



a=ptime:20

a=maxptime:240


Comments:

The MTSI media gateway offers only a restricted mode set sincethe CS terminal does not support anything else. The MTSI client in terminal has to accept this, if it wants to continue with the session setup.

This example also shows that the MTSI media gateway want to receive only 1 frame per packet. The maxptime parameter is therefore set to 20. With max-red set to 0 the MTSI media gateway also shows that it will not send redundancy. The MTSI terminal can support receiving up to 12 frames per packet. It therefore set the maxptime parameter to 240.

The MTSI client in terminal detects that the MTSI media gateway does not want to receive redundancy and therefore sets max-red to 0.

The SDP answer shown in this example is also a suitable answer to the SDP offer shown in Table A.2.1. This SDP answer is also suitable for the SDP offer shown Table A.2.3 since the transport layer functions are optimized for the AMR {12.2, 7.4, 5.9 and 4.7} codec modes.
The MTSI client in terminal on HSPA does not support ECN nor Reduced-Size RTCP and therefore removes those attributes when creating the answer.
A.3.7
SDP answer from MTSI client in terminal on HSPA for session initiated from MTSI MGW interfacing legacy UE on UTRAN

This example shows the offers and answers for a session between a legacy UTRAN CS UE that only supports AMR 12.2, through a MTSI media gateway, and a MTSI client in terminal.

The SDP offer shown here is identical to the SDP offer shown in Table A.2.2.

Table A.3.6: SDP example 

	SDP offer (from MTSI MGW)

	m=audio 49152 RTP/AVP 97

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-set=7; max-red=0

a=ptime:20

a=maxptime:20

	SDP answer (from MTSI client in terminal)

	m=audio 49152 RTP/AVPF 97

a=acfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-set=7; max-red=0

a=ptime:20

a=maxptime:240


Comments:

The MTSI media gateway offers only one codec mode set since the CS terminal does not support anything else. The MTSI client in terminal has to accept this, if it wants to continue with the session setup.

This example also shows that the MTSI media gateway want to receive only 1 frame per packet. The maxptime parameter is therefore set to 20. With max-red set to 0 the MTSI media gateway also shows that it will not send redundancy. The MTSI terminal can support receiving up to 12 frames per packet. It therefore set the maxptime parameter to 240.

The MTSI client in terminal detects that the MTSI media gateway does not want to receive redundancy and therefore sets max-red to 0. 
The SDP offer does not include any offer for ‘ecn-capable-rtp’ since the MTSI MGW offers only a single AMR codec mode, and therefore does not support bit-rate adaptation.
*** End change 14 ***

*** Start change 15 ***

A.6
SDP example with bandwidth information

This clause gives an example where the bandwidth modifiers have been included in the SDP offer.

Table A.6.1: SDP example with bandwidth information

	SDP offer

	v=0

o=Example_SERVER 3413526809 0 IN IP4 server.example.com

s=Example of AS, TIAS and maxprate in MTSI

c=IN IP4 aaa.bbb.ccc.ddd

t=0 0

b=AS:78

a=tcap:1 RTP/AVPF

m=audio 49152 RTP/AVP 97 98

a=pcfg:1 t=1

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=160

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=160; octet-align=1

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240

m=video 49154 RTP/AVP 99

a=pcfg:1 t=1

b=AS:48

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F


This example shows an MTSI client in terminal that supports ECN and Reduced-Size RTCP, knows that it is on E-UTRAN access technology, and offers the ECN Capable Transport (ECT) and Reduced-Size RTCP.

The b=AS value indicates the media bandwidth, excluding RTCP, see RFC 3550, section 6.2. On session level, the b=AS value indicates the sum of the media bandwidths, excluding RTCP.

In this example, the bandwidth for RTCP is allocated such that it allows for sending at least 2 compound RTCP packets per second. The size of a RTCP Sender Report is estimated to 110 bytes, given IPv4 and point-to-point sessions. The corresponding bandwidth then becomes 1760 bps which means that compound RTCP packets can be sent a little more frequently than twice per second.

For speech sessions, the RTCP bandwidth is set to 2000 bps to give room for adaptation requests with APP packets according to clause 10.2 in at least some of the RTCP messages. This adds 16 bytes to the RTCP packet.

For video, the RTCP bandwidth is set to 2500 bps to give room for slightly more frequent reporting and also to give room for codec-control messages (CCM) [43].

Setting the RS value to 0 does not mean that senders are not allowed to send RTCP packets. It instead means that sending clients are treated in the same way as receive-only clients, see also RFC 3556 [42].

The tcap attribute is in this example given on the session level to avoid repeating it for each media type.

*** End change 15 ***

*** Start change 16 ***

A.8
SDP example with QoS negotiation

This clause gives an example of an SDP interchange with negotiated QoS parameters.

Table A.8.1: SDP example with QoS negotiation

	SDP offer from MTSI client in terminal A to B in SIP INVITE message

	v=0

o=Example_SERVER 3413526809 0 IN IP4 server.example.com

s=Example of using AS to indicate negotiated QoS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd

t=0 0
b=AS:78

a=tcap:1 RTP/AVPF

m=audio 49152 RTP/AVP 97 98

a=pcfg:1 t=1
b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240

m=video 49154 RTP/AVP 99

a=pcfg:1 t=1
b=AS:48

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F

	SDP answer from UE B to A in 200/OK message

	v=0

o=Example_SERVER2 34135268010 IN IP4 server2.example.com

s=Example of using AS to indicate negotiated QoS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd

t=0 0

b=AS:78

m=audio 49152 RTP/AVPF 97

a=pcfg:1 t=1
b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240

m=video 49154 RTP/AVPF 99

a=acfg:1 t=1

b=AS:48

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F

	SDP offer from MTSI client in terminal B to A in SIP UPDATE message

	v=0

o=Example_SERVER2 34135268010 IN IP4 server2.example.com

s=Example of using AS to indicate negotiated QoS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd

t=0 0
b=AS:60

m=audio 49252 RTP/AVPF 97

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240

m=video 49254 RTP/AVPF 99

b=AS:30

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F

	SDP answer from MTSI client in terminal A to B in 200/OK RESPONSE to UPDATE message

	v=0

o=Example_SERVER 3413526809 0 IN IP4 server.example.com

s=Example of using AS to indicate negotiated QoS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd

t=0 0
b=AS:78

m=audio 49152 RTP/AVPF 97

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240

m=video 49154 RTP/AVPF 99

b=AS:48

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F


The example in table A.8.1 shows an SDP exchange that reflects the signalling of negotiated QoS during initial session setup when there is only one PDP context for the whole session. The first offer-answer procedure is initiated by the MTSI client in terminal A at session setup. The second offer-answer procedure is initiated by the MTSI client in terminal B when it receives a different negotiated QoS, only 30 kbps for video, than what was indicated in the first SDP offer from A. To notify A, B sends a new SDP offer, in this case embedded in an UPDATE message, to A indicating the lower negotiated QoS bit rate. The MTSI client in terminal A responds with its negotiated QoS value to B.

NOTE:
The bit rate in the second SDP answer, 48 kbps, was deliberately chosen to show that this is a fully valid SDP answer even though the second SDP offer only defines 30 kbps. It is however recommended that the UEs choose the same bandwidths whenever possible.

The SDP offer in the SIP UPDATE message contains only one encoding format since the answerer has already removed all but one encoding format in the SDP answer to the initial SDP offer.

In this example it is assumed that the SDPCapNeg framework is not needed in the UPDATE since the RTP profile has already been chosen in the initial invitation.
This example shows MTSI client in terminals that support ECN and Reduced-Size RTCP, know that they are on E-UTRAN access technologies, and offer and accept the ECN Capable Transport (ECT) and Reduced-Size RTCP.
*** End change 17 ***

*** Start change 18 ***

A.10
Examples of SDP offers and answers for inter-working with other IMS or non-IMS IP networks

A.10.1
General

The session between an MTSI client in a terminal and a client in a remote (IMS or non-IMS) network can be established in many ways, especially when the session is initiated by the remote network and when the remote network does not use the MTSI service.

The SDP will also depend on how and when the MTSI MGW chooses to add information about what formats (other than AMR and AMR-WB) that can be used for inter-working. There are, in general, two methods for MTSI MGWs to add information about the alternative formats. The first method is to add the alternative formats to the original SDP offer from the initiating client as a pre-emptive action. The second method is to leave the original SDP offer unchanged, forward it to the remote network and wait for the answerer to respond and only add the alternative formats if/when the SDP offer was rejected. A further complication is that there might be multiple MGWs in the path for this kind of inter-working and different MGWs might work differently.

The SDP examples included below should therefore be regarded as a few samples of possible SDPs and should not be regarded as a complete description of what might occur in a real implementation.

A.10.2
Session initiated by MTSI client in terminal

A.10.2.1
SDP offers from an MTSI client in terminal

The MTSI client in terminal could send an SDP offer as shown in Table A.10.1 (narrow-band speech only) or Table A.10.2 (wide-band and narrow-band speech).

Table A.10.1: Original SDP offer from an MTSI client in terminal for narrow-band speech

	SDP offer

	m=audio 49152 RTP/AVP 97 98

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240


Comments:

This example shows an MTSI client in terminal that supports ECN and Reduced-Size RTCP, knows that it is on E-UTRAN access technology, and offers the ECN Capable Transport (ECT) and Reduced-Size RTCP.

This SDP offer is identical to the SDP offer in Table A.1.1.
Table A.10.2: Original SDP offer from an MTSI client in terminal for narrow-band and wide-band speech

	SDP offer

	m=audio 49152 RTP/AVP 97 98 99 100

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

a=rtpmap:97 AMR-WB/16000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR-WB/16000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=rtpmap:99 AMR/8000/1

a=fmtp:99 mode-change-capability=2; max-red=220

a=rtpmap:100 AMR/8000/1

a=fmtp:100 mode-change-capability=2; max-red=220; octet-align=1

a=ecn-capable-rtp

a=rtcp-rsize

a=ptime:20

a=maxptime:240


Comments:

This example shows an MTSI client in terminal that supports ECN and Reduced-Size RTCP, knows that it is on E-UTRAN access technology, and offers the ECN Capable Transport (ECT) and Reduced-Size RTCP.

This SDP offer is identical to the SDP offer in Table A.1.2
A.10.2.2
SDP offers modified by MTSI MGW when pre-emptively adding inter-working formats

In this example, the MTSI MGW intercepts the SIP INVITE with the original SDP offer from the MTSI client in terminal and adds the codecs and formats that are supported for inter-working before forwarding the SDP offer to the remote network.

When an MTSI MGW pre-emptively adds codecs and formats for inter-working it will also remove lines that it does not support. These examples show an MTSI MGW that does not support AVPF nor SDPCapNeg and it will therefore remove the corresponding lines. Also the MTSI MGW is unable to confirm that the network which it is inter-working with is ECN transparent and therefore removes the lines for ECN Capable Transport (ECT) and Reduced-Size RTCP.  The SDP offers could look like the examples included in Table A.10.3 (narrow-band speech only) and Table A.10.4 (wide-band and narrow-band speech).

Table A.10.3: SDP offer for narrow-band speech which has been modified by the MTSI MGW before it is sent to the remote network

	Modified SDP offer

	m=audio 49152 RTP/AVP 97 98 99 100 101

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=rtpmap:99 PCMA/8000/1

a=rtpmap:100 PCMU/8000/1

a=rtpmap:101 L16/8000/1



a=ptime:20

a=maxptime:240


Comments:

The SDP offer from Table A.10.1 has been modified by adding RTP Payload Types 99 (A-law PCM), 100 (-law PCM) and 101 (linear 16 bit PCM with 8 kHz sampling frequency).

The lines ”a=tcap:1 RTP/AVPF“ and ”a=pcfg:1 t=1“ are removed because the MTSI MGW does not support AVPF nor SDPCapNeg in this example.

To allow for end-to-end adaptation for AMR and AMR-WB, the MTSI MGW keeps a=maxptime:240.

If the remote network supports AMR, then the received SDP answer should contain at least one RTP Payload Type for AMR but there may also be one or more RTP Payload types for non-AMR codecs. In this case, the MTSI MGW does not need to perform transcoding and may forward the SDP offer to the MTSI client in terminal unchanged.

If the SDP answer contains no AMR RTP Payload Type then the MTSI MGW needs to perform transcoding to and from the format indicated by the remote network. In this case, the MTSI MGW needs to add AMR to the SDP answer that is sent back to the MTSI client in terminal.

Table A.10.4: SDP offer for wide-band and narrow-band speech which has been modified by the MTSI MGW before it is sent to the remote network

	Modified SDP offer

	m=audio 49152 RTP/AVP 97 98 101 102 99 100 103 104 105

a=rtpmap:97 AMR-WB/16000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR-WB/16000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=rtpmap:101 G722/8000/1

a=rtpmap:102 L16/16000/1

a=rtpmap:99 AMR/8000/1

a=fmtp:99 mode-change-capability=2; max-red=220

a=rtpmap:100 AMR/8000/1

a=fmtp:100 mode-change-capability=2; max-red=220; octet-align=1

a=rtpmap:103 PCMA/8000/1

a=rtpmap:104 PCMU/8000/1

a=rtpmap:105 L16/8000/1



a=ptime:20

a=maxptime:240


Comments:

The SDP offer from Table A.10.2 has been modified by adding RTP Payload Types 101 (G.722), 102 (linear 16 bit PCM with 16 kHz sampling frequency), 103 (A-law PCM), 104 (-law PCM) and 105 (linear 16 bit PCM with 8 kHz sampling frequency).

NOTE:
The sampling frequency for G.722 is 16 kHz but has been set to 8 kHz in the SDP because G.722 was (erroneously) assigned this value in the original version of the RTP A/V profile. Hence, one need to use “8000” for backwards compatibility reasons, see also [10].

The lines ”a=tcap:1 RTP/AVPF“ and ”a=pcfg:1 t=1“ are removed because the MTSI MGW does not support SDPCapNeg (in this example).

To allow for end-to-end adaptation for AMR and AMR-WB, the MTSI MGW keeps a=maxptime:240.

If the remote network supports AMR-WB or AMR, then the received SDP answer should contain at least one RTP Payload Type for AMR-WB or AMR but there may also be one or more RTP Payload Types for non-AMR codecs. In this case, the MTSI MGW does not need to perform transcoding and can remove the non-AMR RTP Payload Types before forwarding the SDP answer to the MTSI client in terminal.

If the SDP answer contains no AMR-WB or AMR RTP Payload Type then the MTSI MGW needs to perform transcoding to and from the format indicated by the remote network.

A.10.2.3
SDP modified by MGW when adding inter-working formats only when the original SDP offer was rejected

In this example, the MTSI MGW either forwards the original SDP offer that was received from the MTSI client in terminal to the remote network or it is not involved in the session setup at all until it is concluded that the same codecs are not supported in the different networks. In this latter case, the MTSI MGW is invoked only if the remote network rejects the SDP offer.

In this case, when the MTSI MGW sends the (new) SDP offer to the remote network it knows that the AMR (and AMR-WB) codecs are not supported by the remote network because the original SDP offer was rejected. It is therefore unnecessary to include these codecs in the (new) SDP offer. The SDP offers could look like the examples included in Table A.10.5 (narrow-band speech only) and Table A.10.6 (wide-band and narrow-band speech).

The remote client may also suggest codecs and configurations when it rejects the SDP offer. Existence of such information can, of course, be used to increase the likelihood that the session setup will be successful. These SDP examples are however designed for the case when no such information is available from the remote network.

Table A.10.5: New SDP offer for narrow-band speech sent by the MTSI MGW to the remote network

	New SDP offer

	m=audio 49152 RTP/AVP 99 100 101

a=rtpmap:99 PCMA/8000/1

a=rtpmap:100 PCMU/8000/1

a=rtpmap:101 L16/8000/1

a=ptime:20

a=maxptime:80


Comments:

The new SDP offer includes RTP Payload Types 99 (A-law PCM), 100 (-law PCM) and 101 (linear 16 bit PCM with 8 kHz sampling frequency).

In this case, the maxptime is set to 80, if the MTSI MGW does not support redundancy. 
The offer for ECN Capable Transport is removed since neither of the codecs supports bit-rate adaptation.
Table A.10.6: New SDP offer for narrow-band and wide-band speech sent by the MTSI MGW to the remote network

	New SDP offer

	m=audio 49152 RTP/AVP 101 102 103 104 105

a=rtpmap:101 G722/8000/1

a=rtpmap:102 L16/16000/1

a=rtpmap:103 PCMA/8000/1

a=rtpmap:104 PCMU/8000/1

a=rtpmap:105 L16/8000/1

a=ptime:20

a=maxptime:80


Comments:

The new SDP offer includes RTP Payload Types 101 (G.722), 102 (linear 16 bit PCM with 16 kHz sampling frequency), 103 (A-law PCM), 104 (-law PCM) and 105 (linear 16 bit PCM with 8 kHz sampling frequency).

NOTE:
The sampling frequency for G.722 is 16 kHz but has been set to 8 kHz in the SDP because G.722 was (erroneously) assigned this value in the original version of the RTP A/V profile. Hence, one need to use “8000” for backwards compatibility reasons, see also [10].

In this case, the maxptime is set to 80, if the MTSI MGW does not support redundancy.
A.11
Adding a video component to an on-going video call session

The MTSI client in a terminal can add, remove and modify the media components during an ongoing MTSI session. This clause describes the SDP offer in the initial SIP INVITE message, see Table A.11.1, and the SDP in the subsequent re-INVITE or UPDATE message for adding a video stream to the ongoing MTSI video call session, see Table A.11.2. Corresponding SDP answers in the SIP 200/OK responses are also described.

The initial video call session contains one video component and one speech component. During the session, the MTSI client in terminal A adds a uni-directional video component (such as one video clip) to the ongoing video call session. The SDP content attribute “a=content:main” and “a=content:alt” are used to label the main and alternative video components respectively [81].

This example does not show how to use the content attribute in combination with the grouping attribute, nor does it show how to use the content attribute in combination with the synchronization attribute defined in Clause 6.2.6.

Table A.11.1: SDP offer/answer for setting up a video telephony session
	SDP offer from MTSI client in terminal A to B in SIP INVITE message

	a=tcap:1 RTP/AVPF

m=audio 49150 RTP/AVP 96

a=pcfg:1 t=1

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:96 AMR/8000/1

a=fmtp:96 mode-change-capability=2; max-red=220

a=ecn-capable-rtp 

a=rtcp-rsize

a=ptime:20

a=maxptime:240

m=video 54320 RTP/AVP 99

a=pcfg:1 t=1

b=AS:57

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F

	SDP answer from MTSI client in terminal B to A in 200/OK RESPONSE message

	m=audio 49152 RTP/AVPF 96

a=acfg:1 t=1

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:96 AMR/8000/1

a=fmtp:96 mode-change-capability=2; max-red=220

a=ecn-capable-rtp 

a=rtcp-rsize

a=ptime:20

a=maxptime:240

m=video 54320 RTP/AVPF 99

a=acfg:1 t=1

b=AS:57

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F


Table A.11.2: Second SDP offer/answer for adding one more video component
	SDP offer from MTSI client in terminal A to B in SIP UPDATE/Re-INVITE message

	a=tcap:1 RTP/AVPF

m=audio 49150 RTP/AVP 96

a=pcfg:1 t=1

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:96 AMR/8000/1

a=fmtp:96 mode-change-capability=2; max-red=220

a=ecn-capable-rtp 

a=rtcp-rsize

a=ptime:20

a=maxptime:240

m=video 54320 RTP/AVP 99

i=Main video

a=pcfg:1 t=1

b=AS:57

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F

a=content:main

m=video 43200 RTP/AVP 100

i=Alternative video

a=pcfg:1 t=1

b=AS:128

b=RS:0

b=RR:2500

a=rtpmap:100 H263-2000/90000

a=fmtp:100 profile=0;level=45;

a=content:alt

a=sendonly

	SDP answer from MTSI client in terminal B to A in 200/OK RESPONSE to UPDATE/Re-INVITE message

	m=audio 49152 RTP/AVPF 96

a=acfg:1 t=1

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:96 AMR/8000/1

a=fmtp:96 mode-change-capability=2; max-red=220

a=ecn-capable-rtp 

a=rtcp-rsize

a=ptime:20

a=maxptime:240

m=video 54320 RTP/AVPF 99

a=acfg:1 t=1

b=AS:57

b=RS:0

b=RR:2500

a=rtpmap:99 MP4V-ES/90000

a=fmtp:99 profile-level-id=8; \

   config=000001B008000001B509000001010000012000884006682C2090A21F

a=content:main

m=video 43200 RTP/AVPF 100

a=acfg:1 t=1

b=AS:128

b=RS:0

b=RR:2500

a=rtpmap:100 H263-2000/90000

a=fmtp:100 profile=0;level=45;

a=content:alt

a=recvonly


This example shows MTSI client in terminals that support ECN and Reduced-Size RTCP, know that they are on E-UTRAN access technologies, and offer and accept the ECN Capable Transport (ECT) and Reduced-Size RTCP.

*** End change 18 ***
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