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	Reason for change:
(

	MPD-XML is not valid and has some inconsistencies, specifically:

· implement extensibility

· attributeFormDefault=”qualified” requires definition of global definition of prefix -> “unqualified”, see below some explanation.

· MIMEType for MPD is added

· annotation syntax wrong

· baseURL of type string -> anyURI

Added example for clarification

	
	

	Summary of change:
(

	Provides updates in TS 26.234 to have valid and extensible MPD XML-schema.

	Other comments:
(

	The markups are a difference to the CR26-234-0169 rev1 submitted in S4-100316.

The following principles are applied for the schema

· The schema is extensible with attributes and elements for 3GPP within the same namespace

· The schema is extensible with attributes and elements for third party organisations under a different namespace

· Schema compatibility is directly related to the Must Ignore rule. The solution chosen is to define a form of Schema validation that permits an open content model that is used when schemas are versioned. It works by ignoring, rather than rejecting, component names that appear in a message that are not explicitly defined by the schema.



	Change 1


12.2.5
Media Presentation Description

12.2.5.1
Introduction

The Media Presentation Description (MPD) contains metadata required by the client to construct appropriate URLs to access Segments and to provide the streaming service to the user. 

The Media Presentation may be available in different Representations (different bitrates, languages, resolutions, etc.). The service may be on-demand or live. The MPD contains information that enables the client to build the URLs to access any available Segment (or parts thereof) of the Media Presentation. 

The MPD is an XML-document that is formatted according to the XML schema provided in clause 12.2.5.3. The MIME type of the MPD shall be “video/vnd.3gpp.mpd”. The delivery of the MPD is not in scope of this specification.

If the MPD is delivered over HTTP, then the MPD may be content encoded for transport, as described in [17] using the generic GZip algorithm RFC 1952 [59]. HTTP Streaming clients shall support GZip content decoding of the MPD when delivered over HTTP (GZIP RFC 1952 [59], clause 9).
An adaptive HTTP streaming client shall ignore any XML attributes or elements in a valid XML document formatted according to the XML schema provided in clause 12.2.5.3 that they do not recognize.
	End of Change 1
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12.2.5.3
Media Presentation Description Schema

The XML schema for the MPD in section 12.2.5.2 is as follows:
	<?xml version="1.0" encoding="UTF-8"?>





<xs:schema targetNamespace="urn:3GPP:ns:PSS:AdaptiveHTTPStreamingMPD:2009"


attributeFormDefault="unqualified" 


elementFormDefault="qualified"  


xmlns:xs=http://www.w3.org/2001/XMLSchema

 
xmlns="urn:3GPP:metadata:2009:PSS:HTTPStreaming">


<xs:annotation>



<xs:appinfo>Media Presentation Description</xs:appinfo>



<xs:documentation xml:lang="en">




This Schema defines 3GPP Media Presentation Description!



</xs:documentation>


</xs:annotation>
<!-- MPD: main element -->


<xs:element name="MPD" type="MPDtype"/>

</xs:schema>

<!—- MPD Type -->

<xs:complexType name="MPDtype">


<xs:sequence>



<xs:element minOccurs="0" name="ProgramInformation" type="ProgramInformationType"/>


<xs:element maxOccurs="unbounded" name="Period" type="PeriodType"/>


<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


<xs:attribute default="OnDemand" name="type" type="PresentationType"/>


<xs:attribute name="availabilityStartTime" type="xs:dateTime"/>


<xs:attribute name="availabilityEndTime" type="xs:dateTime"/>


<xs:attribute name="mediaPresentationDuration" type="xs:duration"/>


<xs:attribute name="minimumUpdatePeriodMPD" type="xs:duration"/>


<xs:attribute name="minBufferTime" type="xs:duration" use="required"/>


<xs:attribute name="timeShiftBufferDepth" type="xs:duration"/>


<xs:attribute name="baseUrl" type="xs:anyURI"/>

<xs:anyAttribute namespace="##other" processContents="lax"/>

</xs:complexType>

<!-- Type of presentation - live or on-demand -->

<xs:simpleType name="PresentationType">


<xs:restriction base="xs:string">



<xs:enumeration value="OnDemand"/>



<xs:enumeration value="Live"/>


</xs:restriction>

</xs:simpleType>

<!-- Period of a presentation -->

<xs:complexType name="PeriodType">


<xs:sequence>



<xs:element minOccurs="0" name="SegmentInfoDefault" type="SegmentInfoDefaultType"/>



<xs:element maxOccurs="unbounded" name="Representation" type="RepresentationType"/>



<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


<xs:attribute name="start" type="xs:duration"/>


<xs:attribute default="FALSE" name="segmentAlignmentFlag" type="xs:boolean"/>


<xs:attribute default="FALSE" name="bitStreamSwitchingFlag" type="xs:boolean"/>


<xs:anyAttribute namespace="##other" processContents="lax"/>

</xs:complexType>

<!-- Program information for a presentation -->

<xs:complexType name="ProgramInformationType">


<xs:sequence>



<xs:element  minOccurs="0" name="Title" type="xs:string"/>



<xs:element  minOccurs="0" name="Source" type="xs:string"/>



<xs:element  minOccurs="0" name="Copyright" type="xs:string"/>



<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>


</xs:sequence>


<xs:attribute name="moreInformationURL" type="xs:anyURI"/>


<xs:anyAttribute namespace="##other" processContents="lax"/>

</xs:complexType>

<!-- Default Segment access information -->

<xs:complexType name="SegmentInfoDefaultType">


<xs:sequence>



<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>


</xs:sequence>


<xs:attribute name="baseURL" type="xs:anyURI"/>


<xs:attribute name="duration" type="xs:duration"/>


<xs:attribute name="sourceUrlTemplatePeriod" type="xs:string"/>


<xs:anyAttribute namespace="##other" processContents="lax"/>

</xs:complexType>

<!-- A Representation of the presentation content for a specific Period -->

<xs:complexType name="RepresentationType">


<xs:sequence>



<xs:element name="SegmentInfo" type="SegmentInfoType"/>



<xs:element minOccurs="0" name="ContentProtection" type="ContentProtectionType"/>



<xs:element minOccurs="0" name="TrickMode" type="TrickModeType"/>



<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>


</xs:sequence>


<xs:attribute name="bandwidth" type="xs:unsignedInt" use="required"/>


<xs:attribute name="width" type="xs:unsignedInt"/>


<xs:attribute name="height" type="xs:unsignedInt"/>


<xs:attribute name="lang" type="xs:string"/>


<xs:attribute name="mimeType" type="xs:string" use="required"/>


<xs:attribute default="FALSE" name="startWithRAP" type="xs:boolean"/>


<xs:attribute name="qualityRanking" type="xs:unsignedInt"/>


<xs:anyAttribute namespace="##other" processContents="lax"/>

</xs:complexType>

<!-- Segment access information -->

<xs:complexType name="SegmentInfoType">


<xs:sequence>


<xs:element minOccurs="0" name="InitialisationSegmentURL" type="UrlType"/>



<xs:choice>




<xs:element minOccurs="0" name="UrlTemplate" type="UrlTemplateType"/>




<xs:sequence>





<xs:element maxOccurs="unbounded" name="Url" type="UrlType"/>





<xs:any namespace="##other" processContents="lax" minOccurs="0"






maxOccurs="unbounded"/>




</xs:sequence>




<xs:any namespace="##other" processContents="lax" minOccurs="0"




 maxOccurs="unbounded"/>



</xs:choice>

</xs:sequence>

<xs:attribute name="baseURL" type="xs:anyURI"/>

<xs:attribute name="duration" type="xs:duration"/>


<xs:anyAttribute namespace="##other" processContents="lax"/>

</xs:complexType>

<!-- A Segment URL  -->

<xs:complexType name="UrlType">


<xs:sequence>



<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>


</xs:sequence>


<xs:attribute name="sourceURL" type="xs:anyURI" use="required"/>


<xs:attribute name="range" type="xs:string"/>


<xs:anyAttribute namespace="##other" processContents="lax"/>

</xs:complexType>

<!-- A URL template  -->

<xs:complexType name="UrlTemplateType">


<xs:sequence>



<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>


</xs:sequence>


<xs:attribute name="sourceURL" type="xs:anyURI"/>


<xs:attribute name="id" type="xs:string"/>


<xs:attribute default="1" name="startIndex" type="xs:unsignedInt"/>


<xs:attribute name="endIndex" type="xs:unsignedInt"/>


<xs:anyAttribute namespace="##other" processContents="lax"/>

</xs:complexType>

<!-- Gives information about the content protection -->

<xs:complexType name="ContentProtectionType">


<xs:sequence>



<xs:element minOccurs="0" name="SchemeInformation" type="xs:string"/>



<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>


</xs:sequence>


<xs:attribute name="schemeIdUri" type="xs:anyURI"/>


<xs:anyAttribute namespace="##other" processContents="lax"/>

</xs:complexType>

<!-- Gives information about trick mode -->

<xs:complexType name="TrickModeType">


<xs:sequence>



<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>


</xs:sequence>


<xs:attribute name="alternatePlayoutRate" type="xs:string"/>


<xs:anyAttribute namespace="##other" processContents="lax"/>

</xs:complexType>


An example for a valid MPD is as follows:
	<?xml version="1.0" encoding="UTF-8"?>

<MPD 

type="Live" 

baseUrl="http://www.example.com" 

minimumUpdatePeriodMPD="PT20S" 

minBufferTime="PT10S" 

mediaPresentationDuration="PT2H" 

availabilityStartTime="2010-04-01T09:30:47Z" 

availabilityEndTime="2010-04-07T09:30:47Z" 

timeShiftBufferDepth="PT30M" 
xsi:schemaLocation="urn:3GPP:ns:PSS:AdaptiveHTTPStreamingMPD:2009 3GPP-MPD-r1.xsd" 
xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" 
xmlns="urn:3GPP:ns:PSS:AdaptiveHTTPStreamingMPD:2009">


<ProgramInformation moreInformationURL="http://www.example.com">



<Title>Example</Title>


</ProgramInformation>


<Period start="PT0S">



<Representation 



mimeType="Content-Type: video/3gpp; codecs=s263, samr" 



bandwidth="256000">




<SegmentInfo duration="PT10S" baseURL="rep1/">





<InitialisationSegmentURL sourceURL="seg-init.3gp"/>





<Url sourceURL="seg-1.3gp"/>





<Url sourceURL="seg-2.3gp"/>





<Url sourceURL="seg-3.3gp"/>




</SegmentInfo>






</Representation>



<Representation 



mimeType="Content-Type: video/3gpp; codecs=mp4v.20.9, mp4a.E1" 



bandwidth="128000">




<SegmentInfo duration="PT10S" baseURL="rep2/">





<InitialisationSegmentURL sourceURL="seg-init.3gp"/>





<Url sourceURL="seg-1.3gp"/>





<Url sourceURL="seg-2.3gp"/>





<Url sourceURL="seg-3.3gp"/>




</SegmentInfo>



</Representation>


</Period>


<Period start="PT30S">



<SegmentInfoDefault 



duration="PT10S"




sourceUrlTemplatePeriod="http://example.com/$RepresentationId$/$Index$.3gp"/>



<Representation 



mimeType=" Content-Type: video/3gpp; codecs=mp4v.20.9, mp4a.E1" 



bandwidth="256000">




<SegmentInfo>





<UrlTemplate id="1"/>




</SegmentInfo>



</Representation>



<Representation 



mimeType=" Content-Type: video/3gpp; codecs=mp4v.20.9, mp4a.E1" 



bandwidth="128000">




<SegmentInfo>





<UrlTemplate id="2"/>




</SegmentInfo>



</Representation>


</Period>

</MPD>


	End of Change 2
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