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	First Change


12.6.7

Reaction to Error Codes


The HTTP Streaming client provides a streaming service to the user by issuing HTTP requests to Segments at appropriate time. The HTTP Streaming client may also update the MPD by using HTTP requests. In regular operation mode, the server typically responds to such requests with status code 200 OK (for regular GET) or status code 206 Partial Content (for partial GET) and the entity corresponding to the requested resource. Other Successful 2xx or Redirection 3xx status codes may be returned.

However, any of such HTTP requests may also result in a Client Error 4xx or Server Error 5xx status code. Some guidelines are provided in the following how an HTTP client may react to such error codes.

If the HTTP Client receives a repeated HTTP client error (i.e. messages with 4xx error code) for the request of an MPD, the client should terminate the streaming service.

If the HTTP Client receives an HTTP client error (i.e. messages with 4xx error code) for the request of an Initialisation Segment, the Period containing the Initialisation Segment may not be available yet or any longer. In this case the client should check if the precision of the time synchronization to a globally accurate time standard is sufficiently accurate. In case of repeated errors, the client should check for an update of the MPD.

If the HTTP Client receives an HTTP client error (i.e. messages with 4xx error code) for the request of a Media Segment, the requested Media Segment may not be available anymore or may not be available yet. In this case the client should check if the precision of the time synchronization to a globally accurate time standard is sufficiently accurate. In case of repeated errors, the client should check for an update of the MPD, for example by adjusting its tolerance for the client-server wall clock skew.

Upon receiving server errors (i.e. messages with 5xx error code), the client should check for an update of the MPD. The client may also check for alternative representations that are hosted on a different server.
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