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1. Introduction

At the last 3GPP SA4 #58 meeting, the proposals for EVS Design Constraints were discussed to complete EVS Permanent Document #4 (EVS-P4).  Following those discussions, this contribution proposes draft Design Constraints for the EVS codec.

2. EVS Design Constraints

	Parameter
	Design Constraint
	TR 22.813 V10.0.0
	status
	note

	Audio Bandwidth
	Narrowband codec modes will operate on 8 kHz sampled signals with an audio bandwidth of 100 – 3500 Hz.
Wideband codec modes will operate on 16 kHz sampled signals with an audio bandwidth of 50 – 7000 Hz 

Super-wideband codec modes will operate on 32 kHz sampled signals with an audio bandwidth of 50 – 14000 Hz
	6.1.1.
	tbd
	

	Number of audio channels
	mono
	6.1.2
	tbd
	

	Bit Rates
	1. Narrowband mode available from 6kbps up to 12kbps
2. Wideband modes available from 8kbps up to 24kbps
3. Super-wideband modes from 24kbps up to 48kbps

	6.1.3
	tbd
	

	Algorithmic Delay
	≤ 50 ms
	6.1.4
	tbd
	

	Frame length
	20 ms
	
	tbd
	

	Complexity
	≤ 55 WMOPS
	6.1.5
	tbd
	

	Backward Interoperability
	Support all AMR-WB modes
	6.1.6
	tbd
	

	Jitter Buffer Management
	Support jitter buffer management
	
	tbd
	tbd
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