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1． Introduction

At the last 3GPP SA4 #58 meeting, the EVS SWG discussed the proposals for EVS Codec Performance Requirements to complete EVS Permanent Document #3 (EVS-P3).  To make progress on this work, we propose in this contribution EVS Performance Requirements focusing on Super-wideband (SWB) Mode.

2． EVS Performance Requirements

	Category
	Bandwidth
	bitrate
	FER
jitter
	Requirements
	Objectives
	status
	Notes (TR 22.813 10.0.0)

	Clean Speech
	NB


	6-12kbps
	tbd
	
	
	
	

	
	WB


	8-24kbps
	tbd
	
	
	
	

	
	SWB
	24kbps
32kbps
48kbps
	tbd
	NWT G.722.1C @24kbps
NWT G.722.1C @32kbps
NWT G.718SWB @48kbps

	
	
	

	Noisy Speech
	NB


	6-12kbps
	tbd
	
	
	
	

	
	WB


	8-24kbps
	tbd
	
	
	
	

	
	SWB
	24kbps
32kbps
48kbps
	tbd
	NWT G.722.1C @24kbps
NWT G.722.1C @32kbps
NWT G.718SWB @48kbps


	
	
	

	Mixed content and Music
	NB


	6-12kbps
	tbd
	
	
	
	

	
	WB


	8-24kbps
	tbd
	
	
	
	

	
	SWB
	24kbps
32kbps
48kbps
	tbd
	BT G.722.1C @24kbps
NWT G.722.1C @32kbps
BT G.718SWB @48kbps


	
	
	

	Trans-coding performance
	NB
	
	
	
	
	
	Transcoding can be avoided through negotiating the use of existing 3GPP codecs previously defined for voice services. In case transcoding cannot be avoided, it is recommended that the quality degradation due to transcoding and the additional delay implied by it shall be as limited as possible. Possible transcoding configurations are self-tandemings and tandemings with existing 3GPP codecs as e.g. AMR-WB and AMR.
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