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1. Introduction
This contribution proposes a solution for content reporting configuration. 

Content reporting mechanism is based on SIP Info-package. The rationale of this contribution is to make use of SIP Info-Package to deliver the content reporting configuration information. The total solution including several aspects as following:

- define a new info-package for content reporting configuration information;


- make use of SIP Info-Package mechanism to send the new info-package from SCF to UE.

2. 
2.1 Call flows
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Step 1: the same as normal PSS session initialization procedure. Especially, when issuing the SIP INVITE request, the UE shall indicate his willing to accept Content Reporting Configuration Info-Package.
Step 2: the SCF check whether the Content Reporting Configuration Information needs to be updated, if yes, then

Step 3-4: the SCF issue a SIP INFO request to the UE. In the message body, the updated Content Reporting Configuration Info-Package should be included. 

Step 5-6: the UE update its content report configuration and then feedback to the SCF with 200 OK.
2.2 Info-Package for Content Reporting Configuration

The Content Reporting Configuration Info-package shall contain an XML document complies with the following schema.

<?xml version="1.0" encoding="UTF-8"?>

<xs:schema xmlns:xs="http://www.w3.org/2001/XMLSchema" xmlns="urn:org:etsi:ngn:params:xml:ns:ContentReportingConfiguration" targetNamespace="urn:org:etsi:ngn:params:xml:ns:ContentReportingConfiguration" elementFormDefault="qualified" attributeFormDefault="unqualified">

</xs:schema>


<xs:annotation>



<xs:documentation xml:lang="en">Indicates configuration information of content report function.</xs:documentation>


</xs:annotation>


<xs:element name="ReportTimer" type="xs:restriction"/>



<xs:restriction base="xs:integer">




<xs:minLength value="0"/>




<xs:maxLength value="3600"/>



</xs:restriction>


<xs:simpleType name="SendSwitchingInfo">



<xs:restriction base="xs:boolean"/>


</xs:simpleType>

</xs:schema>

3. Proposals

We propose the group to accept the above solution. Once agreed, a CR based on the agreed solution will be submitted.
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