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*** End change 1 ***

*** Start change 2 ***

6.1
General

MTSI uses SIP, SDP and SDPCapNeg for media negotiation and configuration. General SIP signalling and session setup for IMS are defined in 3GPP TS 24.229 [7], whereas this clause specifies SDP and SDPCapNeg usage and media handling specifically for MTSI, including offer/answer considerations in the capability negotiation. The MTSI client in the terminal may use the OMA-DM solution specified in Clause 15 for enhancing SDP negotiation and PDP context activation process.

The support for ECN in E-UTRAN is specified in [86] and [85]. The support for ECN in UTRA/HSPA is specified in [x1] and [x2]. MTSI may use Explicit Congestion Notification (ECN) to perform rate adaptation. When the MTSI client in terminal supports, and the session allows, adapting the media encoding at multiple bit rates and the radio access bearer technology is known to the MTSI client to be E-UTRAN or UTRA/HSPA, the MTSI client may negotiate the use of ECN [83] to perform ECN triggered media bit-rate adaptation. An MTSI MGW supporting ECN supports ECN in the same way as the MTSI client in terminal as described in clauses 12.3.3 and 12.7.3.

Editor’s note: The text above needs to be updated when SA2 and RAN2 have update their specifications (23.401, 23.060, 23.228, 23.203, …).
The support of ECN is optional for both MTSI client in terminal and MTSI MGW.

It is assumed that the network properly handles ECN-marked packets as described in [84] end-to-end between the MTSI clients in terminals. 

An MTSI MGW can be used for inter-working with:

· a client that does not use ECN;

· a client that supports ECN in different way than what is specified for MTSI clients;

· a CS network;

· a network which does not handle ECN-marked packets properly.

In such cases, the ECN protocol, as specified for MTSI clients, is terminated in the MTSI MGW.

*** End change 2 ***

*** Start change 3 ***

6.2.1
General

The session setup for RTP transported media shall determine for each media: IP address(es), RTP profile, UDP port number(s); codec(s); RTP Payload Type number(s), RTP Payload Format(s). The session setup may also determine: ECN usage and any additional session parameters.

An MTSI client shall offer at least one RTP profile for each RTP media stream. Multiple RTP profiles may be offered using SDPCapNeg as described in Clause 6.2.1a. The first SDP offer for a media type shall include at least the AVP profile. Subsequent SDP offers may include only other RTP profiles if it is known from a preceding offer that this RTP profile is supported by the answerer. The MTSI client shall accept both AVP and AVPF offers in order to support interworking.

The configuration of ECN for speech transported with RTP is described in clause 6.2.2 for speech and in clause 6.2.3 for video. The negotiation of ECN at session setup is described in [84]. The adaptation response to congestion events is described in clause 10.
*** End change 3 ***

*** Start change 4 ***

6.2.2.1
General

For AMR or AMR-WB encoded media, the session setup shall determine what RTP profile to use; if all codec modes can be used or if the operation needs to be restricted to a subset; if the bandwidth-efficient payload format can be used or if the octet-aligned payload format must be used; if codec mode changes shall be restricted to be aligned to only every other frame border or if codec mode changes can occur at any frame border; if codec mode changes must be restricted to only neighbouring modes within the negotiated codec mode set or if codec mode changes can be performed to any mode within the codec mode set; the number of speech frames that should be encapsulated in each RTP packet and the maximum number of speech frames that may be encapsulated in each RTP packet.

If the session setup negotiation concludes that multiple configuration variants are possible in the session then the default operation should be used as far as the agreed parameters allow, see clause 7.5.2.1. It should be noted that the default configurations are slightly different for different access types.

An MTSI client offering a speech media session for narrow-band speech and/or wide-band speech should offer SDP according to the examples in clauses A.1 to A.3.

An MTSI client shall offer AVPF for speech media streams. An MTSI client may offer AVP if RTCP is not used or if RTCP-APP based adaptation is not used. RTP profile negotiation shall be done as described in clause 6.2.1a.

If an MTSI client in terminal offers to use ECN for speech in RTP streams then the MTSI client in terminal shall offer ECN Capable Transport as defined below. If an MTSI client in terminal accepts an offer for ECN for speech then the MTSI client in terminal shall declare ECN Capable Transport in the SDP answer as defined below. The SDP negotiation of ECN Capable Transport is described in [84].

ECN shall not be used when the codec negotiation concludes that only fixed-rate operation is used.

The use of ECN for a speech stream in RTP is negotiated with the ‘ecn-capable-rtp’ SDP attribute, [84]. ECN is enabled when both clients agree to use ECN as configured below. The SDP attribute uses a set of parameters to further configure the usage of ECN within the RTP media stream, as described in Clause 7.5.4. An MTSI client in terminal using ECN shall therefore also include the following parameters and parameter values for the ECN attribute:

· ‘leap’, to indicate that the leap-of-faith initiation method shall be used;

· ‘nonce=0’, to indicate that ECN nonce shall not be used; and:

· ‘ect=0’, to indicate that ECT(0) shall be set for every packet.

The use of ECN is disabled when a client sends an SDP without the ‘ecn-capable-rtp’ SDP attribute.

SDP examples for offering and accepting ECT are shown in Annex A.12.1.

Session setup for sessions including speech and DTMF events is described in Annex G.

*** End change 4 ***

*** Start change 5 ***

6.2.3
Video

If video is used in a session, the session setup shall determine the bandwidth, RTP profile, video codec, profile and level. The "imageattr" attribute as specified in [76] should be supported.

An MTSI client shall offer AVPF for all media streams containing video. RTP profile negotiation shall be done as described in clause 6.2.1a.

If an MTSI client in terminal offers to use ECN for video in RTP streams then the MTSI client in terminal shall offer ECN Capable Transport as defined below. If an MTSI client in terminal accepts an offer for ECN for video then the MTSI client in terminal shall declare ECN Capable Transport in the SDP answer as defined below. The SDP negotiation of ECN Capable Transport is described in [84].

The use of ECN for a video stream in RTP is negotiated with the ‘ecn-capable-rtp’ SDP attribute, [84]. ECN is enabled when both clients agree to use ECN as configured below. The SDP attribute uses a set of parameters to further configure the usage of ECN within the RTP media stream, as described in Clause 7.5.4. An MTSI client in terminal using ECN shall therefore also include the following parameters and parameter values for the ECN attribute:

· ‘leap’, to indicate that the leap-of-faith initiation method shall be used;

· ‘nonce=0’, to indicate that ECN nonce shall not be used; and:

· ‘ect=0’, to indicate that ECT(0) shall be set for every packet.

The use of ECN is disabled when a client sends an SDP without the ‘ecn-capable-rtp’ SDP attribute.

Examples of SDP offers and answers for video can be found in clause A.4. SDP examples for offering and accepting ECT are shown in Annex A.12.2.
NOTE:
For H.264 / MPEG-4 (Part 10) AVC, the optional max-rcmd-nalu-size receiver-capability parameter of RFC 3984 [25] should be set to the smaller of the MTU size (if known) minus header size or 1 400 bytes (otherwise).

*** End change 5 ***

*** Start change 6 ***

7.3.3
Video

MTSI clients offering video shall support AVPF (RFC 4585 [40]) configured to operate in early mode. The behaviour can be controlled by allocating enough RTCP bandwidth using "b=RR:" and "b=RS:" (see section 7.3.1) and setting the value of "trr-int".

MTSI clients offering video shall support transmission and reception of AVPF NACK messages, as an indication of non-received media packets. MTSI terminals offering video shall also support reception of AVPF Picture Loss Indication (PLI). An MTSI client receiving NACK or PLI should take appropriate action to improve the situation for the MTSI client that sent NACK or PLI, although no action is mandated nor specified. Note that by setting the bitmask of following lost packets (BLP) the frequency of transmitting NACK can be reduced, but the repairing action by the MTSI client receiving the message can be delayed correspondingly.
The Temporary Maximum Media Bit-rate Request (TMMBR) and Temporary Maximum Media Bit-rate Notification (TMMBN) messages of Codec-Control Messages (CCM) [43] shall be supported by MTSI clients in terminals supporting video. The TMMBR notification messages along with RTCP sender reports and receiver reports are used for dynamic video rate adaptation. See clause 10.3 for usage and Annexes  B and C for examples of bitrate adaptation.

MTSI clients supporting video shall support Full Intra Request of CCM [43].

An MTSI client in terminal using ECN for video in RTP sessions shall support RTCP in accordance with [84]. The receiver may initiate a session re-negotiation to disable ECN to resolve ECN-related error cases. An ECN-related error case may, for example, be detecting non-ECT in the received packets when ECT(0) was expected or detecting a very high packet loss rate when ECN is used.

*** End change 6 ***

*** Start change 7 ***

10.2.0
General
To reduce the risk for confusion in the sender, it is beneficial if the signaling for the media adaptation is the same regardless of which triggers are used in the adaptation. The adaptation for AMR and AMR-WB includes adapting the media bit-rate, the frame aggregation and the redundancy level.

The boundaries of the adaptation may be controlled by a set of parameters. These parameters may be configured into the MTSI client based on operator policy, for example using OMA-DM.

Table 10.1 defines a mandatory set of parameters that are used by the ECN triggered adaptation. The default values for the parameters are also specified. Alternate values for these parameters may be configured into the MTSI client based on operator policy, for example using OMA-DM.

Table 10.1: Configuration parameters when ECN is used as a trigger

	Parameter
	Description

	ECN_min_rate
	Lower boundary for the media bit-rate adaptation in response to ECN-CE marking. The media bit-rate shall not be reduced below this value as a reaction to the received ECN-CE.

The ECN_min_rate should be selected to maintain an acceptable service quality while reducing the resource utilization.

Default value: For AMR and AMR-WB, the default value shall be the rate of the recommended Initial Codec Mode, see Clause 7.5.2.1.6.

	ECN_congestion_wait
	The waiting time after an ECN-CE marking for which an up-switch shall not be attempted.

A negative value indicates an infinite waiting time, i.e. to prevent up-switch for the whole remaining session.

Default value: 5 seconds


The configuration of adaptation parameters, and the actions taken during the adaptation, are specific to the particular triggers. For example, the adaptation may be configured to reduce the media bit-rate to AMR5.9 when ECN-CE is detected, while it may reduce the media bit-rate to AMR4.75 for bad radio conditions when high PLR is detected.

Multiple ECN-CE markings within one RTP-level round-trip time is considered as the same congestion event. Each time an MTSI client detects a congestion event it shall send an adaptation request to reduce the media bit-rate unless already operating at the ECN_min_rate or below. An MTSI client detecting a congestion event shall not send an adaptation request to increase the media bit-rate for a time period ECN_congestion_wait after the end of the congestion event.

Multiple adaptation algorithms can be used in parallel, for example both ECN-triggered adaptation and PLR-triggered adaptation. When multiple adaptation algorithms are used for the rate adaptation, the rate that the MTSI client is allowed to use should be no higher than any of the rates determined by each adaptation algorithm.

NOTE:
For example, if the ECN-triggered adaptation indicates that AMR5.9 should be used and if the PLR-triggered adaptation indicates that AMR4.75 should be used then the rate that the MTSI client uses should be no higher than min(AMR5.9, AMR4.75) = AMR4.75. An example adaptation scheme is described in Annex C.
*** End change 7 ***

*** Start change 8 ***

10.3
Video

MTSI clients receiving RTCP Receiver Reports (RR) indicating nonzero packet loss should adjust their outgoing bitrate accordingly (see RFC 3550 [9]). Note that for IMS networks, which normally have nonzero packet loss and fairly long round-trip delay, the amount of bitrate reduction specified in RFC 3448 [56] is generally too restrictive for video and may, if used as specified, result in very low video bitrates already at (for IMS) moderate packet loss rates.

It is recommended that a video sender adapts its video output rate based on RTCP reports and TMMBR messages. This adaptation should be performed while maintaining a balance between spatial quality and temporal resolution, which matches the bitrate and image size. Some examples are given in clause B. For the handling of packet loss signaled through AVPF NACK and PLI, or for rate adaptation with RTCP reports and TMMBR messages, it is recommended that video sender is able to dynamically adapt to the reported conditions, in particular to facilitate the operation of quality-recovery techniques pertinent to the situations. Quality-recovery techniques include, but may not be limited to, adapted intra frame periods, adaptation of random intra macroblock refresh ratios, and adaptation of the bit rates.
If the receiving MTSI client in terminal is made aware of a reduction in downlink bandwidth allocation through an explicit indication of the available bandwidth from the network (e.g. due to QoS renegotiation or handoff to another radio access technology), or from measurements such as increased delay at the receiver it shall notify the sender of the new current maximum bitrate using TMMBR. In this context the TMMBR message is used to quickly signal to the other party a reduction in available bitrate. The sending MTSI client, receiving TMMBR, shall respond by sending TMMBN, as described in CCM [43]. To determine TMMBR and TMMBN content, both sending MTSI client and receiving MTSI client in terminal shall use their best estimates of packet measured overhead size when measured overhead values are not available. If the TMMBR message was sent due to an explicit indication of available bandwidth, the MTSI client in terminal that sent the TMMBR message shall, after receiving the TMMBN, send a SIP UPDATE to the other party to establish the new rate as specified in clause 6.2.7. 

If the receiving MTSI client in terminal is made aware of an increase in downlink bandwidth allocation (determined via separate negotiation) through an explicit indication from the network (e.g. due to QoS renegotiation or handoff to another radio access technology) then, if this has not yet occurred, it shall send a SIP UPDATE to the other party to establish the new rate as specified in clause 6.2.7.

Table 10.2 defines a mandatory set of parameters that are used by the ECN triggered adaptation. The default values for the parameters are also specified. Alternate values for these parameters may be configured into the MTSI client based on operator policy, for example using OMA-DM.

Table 10.2: Configuration parameters when ECN is used as a trigger

	Parameter
	Description

	ECN_min_rate
	Lower boundary for the media bit-rate adaptation in response to ECN-CE marking. The media bit-rate shall not be reduced below this value as a reaction to the received ECN-CE.

The ECN_min_rate should be selected to maintain an acceptable service quality while reducing the resource utilization.

Default value: <TBD>

	ECN_congestion_wait
	The waiting time after an ECN-CE marking for which an up-switch shall not be attempted.

A negative value indicates an infinite waiting time, i.e. to prevent up-switch for the whole remaining session.

Default value: 5 seconds


Editor’s note: The default value for ECN_min_rate needs to be defined.

The configuration of adaptation parameters, and the actions taken during the adaptation, are specific to the particular triggers. For example, the adaptation may be configured to reduce the media bit-rate to ECN_min_rate when ECN-CE is detected, while it may reduce the media bit-rate even further for bad radio conditions when high PLR is detected.

Multiple ECN-CE markings within one RTP-level round-trip time is considered as the same congestion event. Each time an MTSI client detects a congestion event it shall send an adaptation request to reduce the media bit-rate unless already operating at the ECN_min_rate or below. An MTSI client detecting a congestion event shall not send an adaptation request to increase the media bit-rate for a time period ECN_congestion_wait after the end of the congestion event.

Multiple adaptation algorithms can be used in parallel, for example both ECN-triggered adaptation and PLR-triggered adaptation. When multiple adaptation algorithms are used for the rate adaptation, the rate that the MTSI client is allowed to use should be no higher than any of the rates determined by each adaptation algorithm.

NOTE:
For example, if the ECN-triggered adaptation indicates that 100kbps should be used and if the PLR-triggered adaptation indicates that 75kbps should be used then the rate that the MTSI client uses should be no higher than min(100, 75) = 75kbps.
*** End change 8 ***

*** Start change 9 ***

12.3.3
Explicit Congestion Notification

An MTSI MGW can be used to enable ECN between the MTSI client in terminal and the MTSI MGW when inter-working with CS GERAN/UTRAN.

If ECN is supported in the MTSI MGW, then the MTSI MGW shall also:

-
support ECN as described in this specification for the MTSI client in terminal, except that the MTSI MGW does not determine whether ECN can be used based on the Radio Access Technology that is used towards the MTSI client in terminal;

-
support RTP/AVPF and SDPCapNeg;

-
be capable of enabling end-to-end rate adaptation between the MTSI client in terminal and the CS terminal by performing the following:

-
negotiate the use of ECN with the MTSI client in terminal, if it can be confirmed that the network used towards the MTSI client in terminal properly handles ECN-marked packets;

-
inter-work adaptation requests between the MTSI client in terminal and the CS GERAN/UTRAN;

*** End change 9 ***

*** Start change 10 ***

12.4.2
Text

PSTN text telephony inter-working with PS environments is described in ITU-T Recommendation H.248.2 [50] and further elaborated in EG 202 320 [51].

Text telephony modem tones are sensitive to packet loss, jitter and echo canceller behaviour. Therefore, conversion of modem based transmission of real-time text is best done at the border of the PSTN. If PSTN text telephone tones need to be carried audio coded in a PS network, considerations must be taken to carry them reliably as for example specified in ITU-T Recommendations V.151 [54] and V.152 [55].

When inter-working with PSTN text telephones, it must be considered that in PSTN most text telephone communication methods do not allow simultaneous speech and text transmission. An MTSI client in terminal indicating text capability shall not automatically initiate text connection efforts on the PSTN circuit. Instead, either a requirement for text support should be required from the MTSI client in terminal, active transmission of text from the MTSI client in terminal, or active transmission of text telephone tones from the PSTN terminal. See clause 13 of EG 202 320 [51].

Note that the primary goal of real-time text support in MTSI is not to offer a replica of PSTN text telephony functionality. On the contrary, real-time text in MTSI is aiming at being a generally useful mainstream feature, complementing the general usability of the Multimedia Telephony Service for IMS.

*** End change 10 ***

*** Start change 11 ***

A.12
SDP examples when using ECN
A.12.1
SDP examples when using ECN for speech in RTP

The following SDP offer and SDP answer are likely when both MTSI clients in terminals use ECN for speech.

This SDP example is based on the SDP example found in Table A.3.0 although bandwidth information for the media and for RTCP has been added. The negotiation of Reduced-Size RTCP is added together with the ECN negotiation.

Table A.12.1: SDP example

	SDP offer

	m=audio 49152 RTP/AVP 97 98

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=ecn-capable-rtp: leap; nonce=0; ect=0
a=rtcp-rsize
a=ptime:20

a=maxptime:240

	SDP answer

	m=audio 49152 RTP/AVPF 99

a=acfg:1 t=1

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:99 AMR/8000/1

a=fmtp:99 mode-change-capability=2; max-red=220

a=ecn-capable-rtp: leap; nonce=0; ect=0
a=rtcp-rsize
a=ptime:20

a=maxptime:240


Comments:

The SDP offer includes the SDP attribute ‘ecn-capable-rtp’ to indicate that ECN is supported. The SDP offer further includes the parameters: ‘leap’ to indicate that the leap-of-faith initiation method is to be used; ‘nonce=0’ to indicate that nonce is not to be used; and ‘ect=0’ to request that the other endpoint sets the ECN bits to ECT(0).

The SDP offer also includes an offer for AVPF to enable sending adaptation requests without following the normal rules for RTCP transmission intervals. In addition, the MTSI client also offers to use Reduced-Size RTCP (‘a=rtcp-rsize’) to enable sending the adaptation requests without including the RTCP SR/RR and SDES packets.

The SDP answer is configured in the same way as in the offer to indicate that the ECN usage and its configuration is agreeable to be used in the session.

A.12.2
SDP examples when using ECN for video in RTP

The following SDP offer and SDP answer are likely when both MTSI clients in terminals use ECN for video.

This SDP example is based on the SDP example found in Tables A.4.3 and A.4.4, except that the offerend bandwidth is 128 kbps instead of 57 kbps. The negotiation for ECN has been added.
Table A.12.2: Example SDP offer for H.263 and MPEG-4 Part 2 video

	SDP offer

	m=video 49154 RTP/AVP 99 100

a=tcap:1 RTP/AVPF

a=pcfg:1 t=1

b=AS:128

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0;profile-level-id=42e00a; \

     sprop-parameter-sets=J0LgCpWgsToB/UA=,KM4Gag==

a=rtpmap:100 H263-2000/90000

a=fmtp:100 profile=0;level=10

	SDP answer

	m=video 49154 RTP/AVPF 99

a=acfg:1 t=1

b=AS:128

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0;profile-level-id=42e00a; \

     sprop-parameter-sets=J0LgCpWgsToB/UA=,KM4Gag==


Comments:

The SDP offer includes the SDP attribute ‘ecn-capable-rtp’ to indicate that ECN is supported. The SDP offer further includes the parameters: ‘leap’ to indicate that the leap-of-faith initiation method is to be used; ‘nonce=0’ to indicate that nonce is not to be used; and ‘ect=0’ to request that the other endpoint sets the ECN bits to ECT(0).

The SDP offer also includes an offer for AVPF to enable sending adaptation requests without following the normal rules for RTCP transmission intervals. In addition, the MTSI client also offers to use Reduced-Size RTCP (‘a=rtcp-rsize’) to enable sending the adaptation requests without including the RTCP SR/RR and SDES packets.

The SDP answer is configured in the same way as in the offer to indicate that the ECN usage and its configuration is agreeable to be used in the session.
*** End change 11 ***
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