Page 1



3GPP TSG-SA4 Meeting #63 
(
S4-110328
Sanya, P.R. China, 14 – 18 February, 2011








Revision of S4-110256
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	26.114
	CR
	0114
	(

rev
	5
	(

Current version:
	9.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	QoS profiles for MBR>GBR bearers

	
	

	Source to WG:
(

	Telefon AB LM Ericsson, ST-Ericsson SA

	Source to TSG:
(

	S4

	
	

	Work item code:
(

	ECSRA_LAA
	
	Date: (

	08/02/2011

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	QoS profiles have previously been defined for MBR=GBR bearers. The introduction of MBR>GBR bearers in Release 10 means that QoS profiles are needed also for these bearers.

	
	

	Summary of change:
(

	QoS profiles are added for MBR>GBR bearers, both for IPv4 and IPv6. The GBR rates are based on the minimum rates for different media types.

QoS profiles for MBR=GBR bearers and for IPv6 are also added.

Some inconsistencies in existing QoS profiles have also been solved.

	
	

	Consequences if 
(

not approved:
	Stage 3 specifications would not show how MBR>GBR bearers can be used.

	
	

	Clauses affected:
(

	Annex E.1, E.2, E.3, E.4, E.5 (new), E.6 (new), E.7 (new), E.8 (new), E.9 (new), E.10 (new), E.11 (new), E.12 (new), E.13 (new), E.14 (new), E.15 (new), E.16 (new), E.17 (new), E.18 (new)

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


*** Start change 1 ***

Annex E (informative):
QoS profiles

E.1
General

This annex contains examples with mappings of SDP parameters to UMTS QoS parameters [64] for MTSI. 
The bitrates used in these QoS examples for MBR and GBR for MBR=GBR bearers and for MBR for MBR>GBR bearers are based on the highest bitrates possible with the codecs, profiles and levels defined in Clause 5.2. The bitrates used for GBR for MBR>GBR bearers are chosen to still give usable quality levels.

The bearer setup also depends on the outcome of the SDP offer-answer negotiation. The QoS profiles shown below assume that both end-points agree on using the codecs and bitrates as described in each respective example.
E.2
Bi-directional speech (AMR12.2, IPv4, RTCP and MBR=GBR bearer)

The bitrate for AMR 12.2 including IP overhead (one AMR frame per RTP packet, using bandwidth efficient mode) is 28.8 kbps which is rounded up to 29 kbps. IPv4 is also assumed.
Table E.1: QoS mapping for bi-directional speech (AMR 12.2, IPv4, RTCP and MBR=GBR bearer)

	Traffic class
	Conversational  class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1 400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	7*10-3 
	A packet loss rate of 0.7 % per wireless link is in general sufficient for speech services

	Transfer delay (ms)
	130 ms


	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	31
	The total bit-rate of AMR12.2 including IP/UDP/RTP overhead and 5 % for RTCP.

	Maximum bitrate for uplink (kbps)
	31
	The same as the guaranteed bitrate.

	Guaranteed bitrate for downlink (kbps)
	31
	The total bit-rate of AMR12.2 including IP/UDP/RTP overhead and 5 % for RTCP.

	Maximum bitrate for downlink (kbps)
	31
	The same as the guaranteed bitrate

	Allocation/Retention priority
	subscribed value
	Indicates the relative importance to other UMTS bearers. It should be the next lower value to the priority of the signalling bearer.

	Source statistics descriptor
	‘speech'
	


E.3
Bi-directional video (H.263, 128 kbps, IPv4, RTCP and MBR=GBR bearer)

The video bandwidth is assumed to be 128 kbps and the IP overhead 5 kbps (15fps, 1 IP paket per frame), resulting in 133 kbps. The transfer delay for video is different from other media.

Table E.2: QoS mapping for bi-directional video (H.263, 128 kbps, IPv4, RTCP and MBR=GBR bearer)

	Traffic class
	Conversational class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1 400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	7*10-3 
	A packet loss rate of 0.7 % per wireless link is in general sufficient for video services

	Transfer delay (ms)
	170 ms
	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	144
	The total bit-rate of a video codec (running at 128 kbps) adding IP/UDP/RTP overhead (assumed to be 5 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest 8 kbps value.

	Maximum bitrate for uplink (kbps)
	144
	The same as the guaranteed bitrate.

	Guaranteed bitrate for downlink (kbps)
	144
	The total bit-rate of a video codec (running at 128 kbps) adding IP/UDP/RTP overhead (assumed to be 5 kbps) and RTCP (adds 5%). The value is then rounded up to nearest 8 kbps value.

	Maximum bitrate for downlink (kbps)
	144
	The same as the guaranteed bitrate.

	Allocation/Retention priority
	subscribed value
	Indicates the relative importance to other UMTS bearers. It should be the same or next lower value to the priority of a Conversational bearer with source statistics descriptor ‘speech'.

	Source statistics descriptor
	‘unknown'
	


E.4
Bi-directional real-time text (3 kbps, IPv4 or IPv6, RTCP and MBR=GBR bearer)

Bi-directional text at 3 kbps all inclusive (text, IP overhead, RTCP).

Table E.3: QoS mapping for bi-directional real-time text (3 kbps, IPv4, RTCP and MBR=GBR bearer) when using a conversational class bearer
	Traffic class
	Conversational class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1 400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	1*10-3 
	Text should have a higher level of protection than voice and video.

	Transfer delay (ms)
	130 ms
	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	3.0
	An assumed total bit-rate of a real-time text service including headers and RTCP.

	Maximum bitrate for uplink (kbps)
	3.0
	The same as the guaranteed bitrate. 

	Guaranteed bitrate for downlink (kbps)
	3.0
	An assumed total bit-rate of a real-time text service including headers and RTCP.

	Maximum bitrate for downlink (kbps)
	3.0
	The same as the guaranteed bitrate. 

	Allocation/Retention priority
	Subscribed value
	Indicates the relative importance to other UMTS bearers. It should be a lower value to the priority of a Conversational bearer with source statistics descriptor ‘speech'.

	Source statistics descriptor
	‘unknown'
	


Using a conversational class bearer means that resources are reserved throughout the session. Depending on the intended usage of real-time text, it might not be the most resource efficient choice to use a conversational class bearer, especially if it is foreseen that the sessions will be long-lived while the actual text conversations will be rare and bursty. Table E.4 therefore shows an example with QoS mapping for using an interactive class bearer.

Table E.4: QoS mapping for bi-directional real-time text (3 kbps, IPv4, RTCP) when using an interactive bearer

	Traffic class
	Interactive class
	Notes

	Delivery order
	No
	In sequence delivery is not required

	Maximum SDU size (octets)
	1 400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and voice transport delay and delay variation.

	SDU error ratio
	10-4
	Text should have a higher level of protection than voice and video.

	Maximum bitrate (kbps)
	[Depending on UE category]
	Should be set as high as the UE category can handle

	Allocation/Retention priority
	Subscribed value
	Indicates the relative importance to other UMTS bearers. It should be a lower value to the priority of a Conversational bearer with source statistics descriptor ‘speech'.

	Traffic handling priority
	3
	General purpose PDP context should use the lowest value.

	Signalling indication
	‘No’
	This is not a signalling PDP context.


Table E.5: QoS mapping for bi-directional real-time text (3 kbps, IPv6, RTCP and MBR=GBR bearer) when using a conversational class bearer

	Traffic class
	Conversational class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1 400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	1*10-3 
	Text should have a higher level of protection than voice and video.

	Transfer delay (ms)
	130 ms
	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	4.0
	An assumed total bit-rate of a real-time text service including headers and RTCP.

	Maximum bitrate for uplink (kbps)
	4.0
	The same as the guaranteed bitrate. 

	Guaranteed bitrate for downlink (kbps)
	4.0
	An assumed total bit-rate of a real-time text service including headers and RTCP.

	Maximum bitrate for downlink (kbps)
	4.0
	The same as the guaranteed bitrate. 

	Allocation/Retention priority
	Subscribed value
	Indicates the relative importance to other UMTS bearers. It should be a lower value to the priority of a Conversational bearer with source statistics descriptor ‘speech'.

	Source statistics descriptor
	‘unknown'
	


E.5
Bi-directional speech (AMR-WB23.85, IPv4, RTCP and MBR=GBR bearer)

The bitrate for AMR-WB 23.85 including IP overhead (one AMR-WB frame per RTP packet, using bandwidth efficient mode) is 40.4 kbps which is rounded up to 41 kbps.

Table E.6: QoS mapping for bi-directional speech (AMR-WB 23.85, IPv4, RTCP and MBR=GBR bearer)

	Traffic class
	Conversational  class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	7*10-3 
	A packet loss rate of 0.7 % per wireless link is in general sufficient for speech services

	Transfer delay (ms)
	130 ms


	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	43
	The total bit-rate of AMR-WB23.85 including IP/UDP/RTP overhead and 5 % for RTCP.

	Maximum bitrate for uplink (kbps)
	43
	The same as the guaranteed bitrate.

	Guaranteed bitrate for downlink (kbps)
	43
	The total bit-rate of AMR-WB23.85 including IP/UDP/RTP overhead and 5 % for RTCP.

	Maximum bitrate for downlink (kbps)
	43
	The same as the guaranteed bitrate.

	Allocation/Retention priority
	subscribed value
	Indicates the relative importance to other UMTS bearers. It should be the next lower value to the priority of the signalling bearer.

	Source statistics descriptor
	‘speech'
	


E.6
Bi-directional video (H.264, 192 kbps, IPv4, RTCP and MBR=GBR bearer)

The video bandwidth is assumed to be 192 kbps and the IPv4 overhead 10 kbps (15fps, 2 IP pakets per frame), resulting in 202 kbps. The transfer delay for video is different from other media.

Table E.7: QoS mapping for bi-directional video (H.264, 192 kbps, IPv4, RTCP and MBR=GBR bearer)

	Traffic class
	Conversational class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1 400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	7*10-3 
	A packet loss rate of 0.7 % per wireless link is in general sufficient for video services

	Transfer delay (ms)
	170 ms
	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	216
	The total bit-rate of a video codec (running at 192 kbps) adding IP/UDP/RTP overhead (assumed to be 10 kbps) and RTCP (adds 5 %) rounded up to nearest 8 kbps value.

	Maximum bitrate for uplink (kbps)
	216
	The same as the guaranteed bitrate.

	Guaranteed bitrate for downlink (kbps)
	216
	The total bit-rate of a video codec (running at 192 kbps) adding IP/UDP/RTP overhead (assumed to be 10 kbps) and RTCP (adds 5%) rounded up to nearest 8 kbps value.

	Maximum bitrate for downlink (kbps)
	216
	The same as the guaranteed bitrate.

	Allocation/Retention priority
	subscribed value
	Indicates the relative importance to other UMTS bearers. It should be the same or next lower value to the priority of a Conversational bearer with source statistics descriptor ‘speech'.

	Source statistics descriptor
	‘unknown'
	


E.7
Bi-directional speech (AMR12.2, IPv6, RTCP and MBR=GBR bearer)

The bitrate for AMR 12.2 including IP overhead (one AMR frame per RTP packet, using bandwidth efficient mode) is 36.8 kbps which is rounded up to 37 kbps. IPv6 is also assumed.

Table E.8: QoS mapping for bi-directional speech (AMR 12.2, IPv6, RTCP and MBR=GBR bearer)

	Traffic class
	Conversational  class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1 400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	7*10-3 
	A packet loss rate of 0.7 % per wireless link is in general sufficient for speech services

	Transfer delay (ms)
	130 ms
	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	39
	The total bit-rate of AMR12.2 including IP/UDP/RTP overhead and 5 % for RTCP.

	Maximum bitrate for uplink (kbps)
	39
	The same as the guaranteed bitrate.

	Guaranteed bitrate for downlink (kbps)
	39
	The total bit-rate of AMR12.2 including IP/UDP/RTP overhead and 5 % for RTCP.

	Maximum bitrate for downlink (kbps)
	39
	The same as the guaranteed bitrate

	Allocation/Retention priority
	subscribed value
	Indicates the relative importance to other UMTS bearers. It should be the next lower value to the priority of the signalling bearer.

	Source statistics descriptor
	‘speech'
	


E.8
Bi-directional speech (AMR-WB23.85, IPv6, RTCP and MBR=GBR bearer)

The bitrate for AMR-WB 23.85 including IP overhead (one AMR-WB frame per RTP packet, using bandwidth efficient mode) is 48.4 kbps which is rounded up to 49 kbps. IPv6 is also assumed.

Table E.9: QoS mapping for bi-directional speech (AMR-WB 23.85, IPv6, RTCP and MBR=GBR bearer)

	Traffic class
	Conversational  class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	7*10-3 
	A packet loss rate of 0.7 % per wireless link is in general sufficient for speech services

	Transfer delay (ms)
	130 ms
	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	51
	The total bit-rate of AMR-WB23.85 including IP/UDP/RTP overhead and 5 % for RTCP.

	Maximum bitrate for uplink (kbps)
	51
	The same as the guaranteed bitrate.

	Guaranteed bitrate for downlink (kbps)
	51
	The total bit-rate of AMR-WB23.85 including IP/UDP/RTP overhead and 5 % for RTCP.

	Maximum bitrate for downlink (kbps)
	51
	The same as the guaranteed bitrate.

	Allocation/Retention priority
	subscribed value
	Indicates the relative importance to other UMTS bearers. It should be the next lower value to the priority of the signalling bearer.

	Source statistics descriptor
	‘speech'
	


E.9
Bi-directional video (H.263, 128 kbps, IPv6, RTCP and MBR=GBR bearer)

The video bandwidth is assumed to be 128 kbps and the IP overhead 8 kbps (15fps, 1 IP paket per frame), resulting in 136 kbps. The transfer delay for video is different from other media. IPv6 is also assumed.

Table E.10: QoS mapping for bi-directional video (H.263, 128 kbps, IPv6, RTCP and MBR=GBR bearer)

	Traffic class
	Conversational class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1 400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	7*10-3 
	A packet loss rate of 0.7 % per wireless link is in general sufficient for video services

	Transfer delay (ms)
	170 ms
	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	144
	The total bit-rate of a video codec (running at 128 kbps) adding IP/UDP/RTP overhead (assumed to be 8 kbps) and RTCP (adds 5 %) rounded up to nearest 8 kbps value.

	Maximum bitrate for uplink (kbps)
	144
	The same as the guaranteed bitrate.

	Guaranteed bitrate for downlink (kbps)
	144
	The total bit-rate of a video codec (running at 128 kbps) adding IP/UDP/RTP overhead (assumed to be 8 kbps) and RTCP (adds 5%) rounded up to nearest 8 kbps value.

	Maximum bitrate for downlink (kbps)
	144
	The same as the guaranteed bitrate.

	Allocation/Retention priority
	subscribed value
	Indicates the relative importance to other UMTS bearers. It should be the same or next lower value to the priority of a Conversational bearer with source statistics descriptor ‘speech'.

	Source statistics descriptor
	‘unknown'
	


E.10
Bi-directional video (H.264, 192 kbps, IPv6, RTCP and MBR=GBR bearer)

The video bandwidth is assumed to be 192 kbps and the IPv6 overhead 16 kbps (15fps, 2 IP pakets per frame), resulting in 208 kbps. The transfer delay for video is different from other media. IPv6 is also assumed.

Table E.11: QoS mapping for bi-directional video (H.264, 192 kbps, IPv6, RTCP and MBR=GBR bearer)

	Traffic class
	Conversational class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1 400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	7*10-3 
	A packet loss rate of 0.7 % per wireless link is in general sufficient for video services

	Transfer delay (ms)
	170 ms
	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	224
	The total bit-rate of a video codec (running at 192 kbps) adding IP/UDP/RTP overhead (assumed to be 16 kbps) and RTCP (adds 5 %) rounded up to nearest 8 kbps value.

	Maximum bitrate for uplink (kbps)
	224
	The same as the guaranteed bitrate.

	Guaranteed bitrate for downlink (kbps)
	224
	The total bit-rate of a video codec (running at 192 kbps) adding IP/UDP/RTP overhead (assumed to be 16 kbps) and RTCP (adds 5%) rounded up to nearest 8 kbps value.

	Maximum bitrate for downlink (kbps)
	224
	The same as the guaranteed bitrate.

	Allocation/Retention priority
	subscribed value
	Indicates the relative importance to other UMTS bearers. It should be the same or next lower value to the priority of a Conversational bearer with source statistics descriptor ‘speech'.

	Source statistics descriptor
	‘unknown'
	


E.11
Bi-directional speech (AMR, IPv4, RTCP and MBR>GBR bearer)

This QoS profile is defined for AMR (one AMR frame per RTP packet, bandwidth efficient mode) when AMR12.2 and AMR5.9 are used to define MBR and GBR for MBR>GBR bearers. IPv4 is also assumed.

The bitrate for AMR 12.2 including IP overhead is 28.8 kbps and the bitrate for AMR 5.9 including IP overhead is 22.4 kbps.

Table E.12: QoS mapping for bi-directional speech (AMR, IPv4, RTCP and MBR>GBR bearer)

	Traffic class
	Conversational  class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	7*10-3 
	A packet loss rate of 0.7 % per wireless link is in general sufficient for speech services

	Transfer delay (ms)
	130 ms


	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	24
	The total bit-rate of AMR5.9 including IP/UDP/RTP overhead and 5 % for RTCP.

	Maximum bitrate for uplink (kbps)
	31
	The total bit-rate of AMR12.2 including IP/UDP/RTP overhead and 5 % for RTCP.

	Guaranteed bitrate for downlink (kbps)
	24
	The total bit-rate of AMR5.9 including IP/UDP/RTP overhead and 5 % for RTCP.

	Maximum bitrate for downlink (kbps)
	31
	The total bit-rate of AMR12.2 including IP/UDP/RTP overhead and 5 % for RTCP.

	Allocation/Retention priority
	subscribed value
	Indicates the relative importance to other UMTS bearers. It should be the next lower value to the priority of the signalling bearer.

	Source statistics descriptor
	‘speech'
	


E.12
Bi-directional speech (AMR-WB, IPv4, RTCP and MBR>GBR bearer)

This QoS profile is defined for AMR-WB (one AMR-WB frame per RTP packet, bandwidth efficient mode) when AMR-WB23.85 and AMR-WB8.85 are used to define MBR and GBR for MBR>GBR bearers. IPv4 is also assumed.

The bitrate for AMR-WB23.85 including IP overhead is 40.4 kbps and the bitrate for AMR-WB8.85 including IP overhead is 25.6 kbps.

Table E.13: QoS mapping for bi-directional speech (AMR-WB, IPv4, RTCP and MBR>GBR bearer)

	Traffic class
	Conversational  class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	7*10-3 
	A packet loss rate of 0.7 % per wireless link is in general sufficient for speech services

	Transfer delay (ms)
	130 ms


	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	27
	The total bit-rate of AMR-WB8.85 including IP/UDP/RTP overhead and 5 % for RTCP.

	Maximum bitrate for uplink (kbps)
	43
	The total bit-rate of AMRWB23.85 including IP/UDP/RTP overhead and 5 % for RTCP.

	Guaranteed bitrate for downlink (kbps)
	27
	The total bit-rate of AMR-WB8.85 including IP/UDP/RTP overhead and 5 % for RTCP.

	Maximum bitrate for downlink (kbps)
	43
	The total bit-rate of AMRWB23.85 including IP/UDP/RTP overhead and 5 % for RTCP.

	Allocation/Retention priority
	subscribed value
	Indicates the relative importance to other UMTS bearers. It should be the next lower value to the priority of the signalling bearer.

	Source statistics descriptor
	‘speech'
	


E.13
Bi-directional video (H.263, IPv4, RTCP and MBR>GBR bearer)

The video bandwidths used for defining MBR and GBR are assumed to be 128 kbps and 64 kbps, respectively. The IPv4 overhead is 5 kbps (15fps, 1 IP paket per frame) for both MBR and GBR, resulting in 133 kbps and 69 kbps, respectively. The transfer delay for video is different from other media.

Table E.14: QoS mapping for bi-directional video (H.263, IPv4, RTCP and MBR>GBR bearer)

	Traffic class
	Conversational class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	7*10-3 
	A packet loss rate of 0.7 % per wireless link is in general sufficient for video services

	Transfer delay (ms)
	170 ms
	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	80
	The total bit-rate of a video codec (running at 64 kbps) adding IP/UDP/RTP overhead (assumed to be 5 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest multiple of 8 kbps.

	Maximum bitrate for uplink (kbps)
	144
	The total bit-rate of a video codec (running at 128 kbps) adding IP/UDP/RTP overhead (assumed to be 5 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest multiple of 8 kbps.

	Guaranteed bitrate for downlink (kbps)
	80
	The total bit-rate of a video codec (running at 64 kbps) adding IP/UDP/RTP overhead (assumed to be 5 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest multiple of 8 kbps.

	Maximum bitrate for downlink (kbps)
	144
	The total bit-rate of a video codec (running at 128 kbps) adding IP/UDP/RTP overhead (assumed to be 5 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest multiple of 8 kbps.

	Allocation/Retention priority
	subscribed value
	Indicates the relative importance to other UMTS bearers. It should be the same or next lower value to the priority of a Conversational bearer with source statistics descriptor ‘speech'.

	Source statistics descriptor
	‘unknown'
	


E.14
Bi-directional video (H.264, IPv4, RTCP and MBR>GBR bearer)

The video bandwidths used for defining MBR and GBR are assumed to be 192 kbps and 64 kbps, respectively. The IPv4 overhead is 10 kbps (15fps, 2 IP packets per frame) for MBR and 5 kbps (15 fps, 1 IP packet per frame) for GBR, resulting in 202 kbps and 69 kbps, respectively. The transfer delay for video is different from other media.

Table E.15: QoS mapping for bi-directional video (H.264, IPv4, RTCP and MBR>GBR bearer)

	Traffic class
	Conversational class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1 400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	7*10-3 
	A packet loss rate of 0.7 % per wireless link is in general sufficient for video services

	Transfer delay (ms)
	170 ms
	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	80
	The total bit-rate of a video codec (running at 64 kbps) adding IP/UDP/RTP overhead (assumed to be 5 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest multiple of 8 kbps.

	Maximum bitrate for uplink (kbps)
	216
	The total bit-rate of a video codec (running at 192 kbps) adding IP/UDP/RTP overhead (assumed to be 10 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest multiple of 8 kbps.

	Guaranteed bitrate for downlink (kbps)
	80
	The total bit-rate of a video codec (running at 64 kbps) adding IP/UDP/RTP overhead (assumed to be 5 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest multiple of 8 kbps.

	Maximum bitrate for downlink (kbps)
	216
	The total bit-rate of a video codec (running at 192 kbps) adding IP/UDP/RTP overhead (assumed to be 10 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest multiple of 8 kbps.

	Allocation/Retention priority
	subscribed value
	Indicates the relative importance to other UMTS bearers. It should be the same or next lower value to the priority of a Conversational bearer with source statistics descriptor ‘speech'.

	Source statistics descriptor
	‘unknown'
	


E.15
Bi-directional speech (AMR, IPv6, RTCP and MBR>GBR bearer)

This QoS profile is defined for AMR (one AMR frame per RTP packet, bandwidth efficient mode) when AMR12.2 and AMR5.9 are used to define MBR and GBR for MBR>GBR bearers. IPv6 is also assumed.

The bitrate for AMR 12.2 including IP overhead is 36.8 kbps and the bitrate for AMR 5.9 including IP overhead is 30.4 kbps.

Table E.16: QoS mapping for bi-directional speech (AMR, IPv6, RTCP and MBR>GBR bearer)

	Traffic class
	Conversational  class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	7*10-3 
	A packet loss rate of 0.7 % per wireless link is in general sufficient for speech services

	Transfer delay (ms)
	130 ms


	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	32
	The total bit-rate of AMR5.9 including IP/UDP/RTP overhead and 5 % for RTCP.

	Maximum bitrate for uplink (kbps)
	39
	The total bit-rate of AMR12.2 including IP/UDP/RTP overhead and 5 % for RTCP.

	Guaranteed bitrate for downlink (kbps)
	32
	The total bit-rate of AMR5.9 including IP/UDP/RTP overhead and 5 % for RTCP.

	Maximum bitrate for downlink (kbps)
	39
	The total bit-rate of AMR12.2 including IP/UDP/RTP overhead and 5 % for RTCP.

	Allocation/Retention priority
	subscribed value
	Indicates the relative importance to other UMTS bearers. It should be the next lower value to the priority of the signalling bearer.

	Source statistics descriptor
	‘speech'
	


E.16
Bi-directional speech (AMR-WB, IPv6, RTCP and MBR>GBR bearer)

This QoS profile is defined for AMR-WB (one AMR-WB frame per RTP packet, bandwidth efficient mode) when AMR-WB23.85 and AMR-WB8.85 are used to define MBR and GBR for MBR>GBR bearers. IPv6 is also assumed.

The bitrate for AMR-WB 23.85 including IP overhead is 48.4 kbps and the bitrate for AMR-WB 8.85 including IP overhead is 33.6 kbps.

Table E.17: QoS mapping for bi-directional speech (AMR-WB, IPv6, RTCP and MBR>GBR bearer)

	Traffic class
	Conversational  class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	7*10-3 
	A packet loss rate of 0.7 % per wireless link is in general sufficient for speech services

	Transfer delay (ms)
	130 ms


	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	36
	The total bit-rate of AMR-WB8.85 including IP/UDP/RTP overhead + 5 % for RTCP.

	Maximum bitrate for uplink (kbps)
	51
	The total bit-rate of AMR-WB23.85 including IP/UDP/RTP overhead and 5 % for RTCP.

	Guaranteed bitrate for downlink (kbps)
	36
	The total bit-rate of AMR-WB8.85 including IP/UDP/RTP overhead and 5 % for RTCP.

	Maximum bitrate for downlink (kbps)
	51
	The total bit-rate of AMR-WB23.85 including IP/UDP/RTP overhead and 5 % for RTCP.

	Allocation/Retention priority
	subscribed value
	Indicates the relative importance to other UMTS bearers. It should be the next lower value to the priority of the signalling bearer.

	Source statistics descriptor
	‘speech'
	


E.17
Bi-directional video (H.263, IPv6, RTCP and MBR>GBR bearer)

The video bandwidths used for defining MBR and GBR are assumed to be 128 kbps and 64 kbps, respectively. The IPv6 overhead is 8 kbps (15fps, 1 IP packet per frame) for both MBR and GBR, resulting in 136 kbps and 72 kbps, respectively. The transfer delay for video is different from other media.

Table E.18: QoS mapping for bi-directional video (H.263, IPv6, RTCP and MBR>GBR bearer)

	Traffic class
	Conversational class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	7*10-3 
	A packet loss rate of 0.7 % per wireless link is in general sufficient for video services

	Transfer delay (ms)
	170 ms
	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	80
	The total bit-rate of a video codec (running at 64 kbps) adding IP/UDP/RTP overhead (assumed to be 8 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest multiple of 8 kbps.

	Maximum bitrate for uplink (kbps)
	144
	The total bit-rate of a video codec (running at 128 kbps) adding IP/UDP/RTP overhead (assumed to be 8 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest multiple of 8 kbps.

	Guaranteed bitrate for downlink (kbps)
	80
	The total bit-rate of a video codec (running at 64 kbps) adding IP/UDP/RTP overhead (assumed to be 8 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest multiple of 8 kbps.

	Maximum bitrate for downlink (kbps)
	144
	The total bit-rate of a video codec (running at 128 kbps) adding IP/UDP/RTP overhead (assumed to be 8 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest multiple of 8 kbps.

	Allocation/Retention priority
	subscribed value
	Indicates the relative importance to other UMTS bearers. It should be the same or next lower value to the priority of a Conversational bearer with source statistics descriptor ‘speech'.

	Source statistics descriptor
	‘unknown'
	


E.18
Bi-directional video (H.264, IPv6, RTCP and MBR>GBR bearer)

The video bandwidths used for defining MBR and GBR are assumed to be 192 kbps and 64 kbps, respectively. The IPv6 overhead is 16 kbps (15fps, 2 IP packets per frame) for MBR and 8 kbps (15fps, 1 IP packets per rame) for GBR, resulting in 208 kbps and 72 kbps, respectively. The transfer delay for video is different from other media.

Table E.19: QoS mapping for bi-directional video (H.264, IPv6, RTCP and MBR>GBR bearer)

	Traffic class
	Conversational class
	Notes

	Delivery order
	No
	The application should handle packet reordering.

	Maximum SDU size (octets)
	1400
	Maximum size of IP packets

	Delivery of erroneous SDUs
	No
	

	Residual BER
	10-5
	Reflects the desire to have a medium level of protection to achieve an acceptable compromise between packet loss rate and speech transport delay and delay variation.

	SDU error ratio
	7*10-3 
	A packet loss rate of 0.7 % per wireless link is in general sufficient for video services

	Transfer delay (ms)
	170 ms
	Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs between the UE and the GGSN during the lifetime of a bearer service. Permits the derivation of the RAN part of the total transfer delay for the UMTS bearer. This attribute allows RAN to set transport formats and H-ARQ/ARQ parameters such as the discard timer. 

	Guaranteed bitrate for uplink (kbps)
	80
	The total bit-rate of a video codec (running at 64 kbps) adding IP/UDP/RTP overhead (assumed to be 8 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest multiple of 8 kbps.

	Maximum bitrate for uplink (kbps)
	224
	The total bit-rate of a video codec (running at 192 kbps) adding IP/UDP/RTP overhead (assumed to be 16 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest multiple of 8 kbps.

	Guaranteed bitrate for downlink (kbps)
	80
	The total bit-rate of a video codec (running at 64 kbps) adding IP/UDP/RTP overhead (assumed to be 8 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest multiple of 8 kbps.

	Maximum bitrate for downlink (kbps)
	224
	The total bit-rate of a video codec (running at 192 kbps) adding IP/UDP/RTP overhead (assumed to be 16 kbps) and RTCP (adds 5 %). The value is then rounded up to nearest multiple of 8 kbps.

	Allocation/Retention priority
	subscribed value
	Indicates the relative importance to other UMTS bearers. It should be the same or next lower value to the priority of a Conversational bearer with source statistics descriptor ‘speech'.

	Source statistics descriptor
	‘unknown'
	


*** End change 1 ***
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