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1. Overall Description:

In their LS' GERAN3 and RAN5 mention that CT6 is required to clarify ways how to change the eCall modes dynamically, e.g. how an eCall capable UE which is set to eCall only mode can be reconfigured to permit access to additional subscribed to services.

According to TS 31.102, clause 5.3.40.1 (eCall Only Support) an eCall capable UE is set to eCall only mode if the following conditions are met:
1) Services n°2 (FDN) and n°89 (eCall Data) are available in the EFUST (TS 31.102, clause 4.2.8) and

2) Services n°1 (FDN) is enabled in EFEST (TS 31.102, clause 4.2.47) and 
3) EFFDN contains only two numbers, the eCall test and the eCall reconfiguration numbers
According to TS 31.102, clauses 5.3.40.1 and 5.3.40.2 (eCall and Normal call support) an eCall capable UE is set to eCall and normal call mode if the following conditions are met:

1) Services n°4 (SDN) and n°89 (eCall Data) are available in EFUST  and

2) Service n°2 (FDN) is not available in EFUST  and/or service n°1 (FDN) is not enabled in EFEST and 

3) The last two entries of EFSDN contain the eCall test and the eCall reconfiguration numbers
One way the eCall mode can be controlled is by enabling or disabling FDN in EFEST if the services SDN, FDN and eCall data are all indicated as available in EFUST.

As an update of EFEST is possible via PIN2 the enabling or disabling of FDN can be done via different means provided by the UE, e.g. an MMI (if available) or AT commands.  
Another alternative would be to update the eCall related EFs via Over The Air (OTA) updating (see TS 31.115 and TS 31.116) and a consecutive REFRESH command (see TS 31.111) which informs the UE about this update.
CT6 hopes to have met GERAN3's and RAN5's request for clarification and is looking forward to further fruitful cooperation.
2. Actions:

To RAN5 and GERAN3 groups.

ACTION: 
CT6 kindly asks to consider the above information and provide feedback in case further clarification or test requirement/test case definition by CT6 is required.
3. Date of next TSG CT6 Meetings:

TSG CT6 Meeting #61 
23rd – 26th August 2011
St Julians, Malta
TSG CT6 Meeting #62 
15th – 18th November 2011
San Francisco, US
