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	First Change


Annex X Content Reporting Configuration Info Package  
This annex contains the necessary information for the registration of Content Reporting Configuration Info Package into IANA.
X.1 Overall Description 

During service consumption (e.g. with a PSS/MBMS session), the centre server, e.g. Server Control Function, may request to re-config the content report behaviours. The configuration does not require user intervention 
The Content Reporting Configuration Info Package is used to transport the necessary configuration parameters regarding the content reporting function.
The Content Reporting Configuration Info Package is defined for any multimedia application that using content reporting. Any application, where sending content reporting configuration information, using the SIP INFO method is required, can use the Content Reporting Configuration Info Package. 

X.2 Applicability 

The Info Package mechanism for transporting content reporting configuration information has been chosen as an optional feature. The mechanism also allows content reporting configuration information to be sent inside an existing dialog, using the same signalling path as other SIP messages within the dialog, rather than having to establish a separate dialog.  

X.3 Info Package Name 

The name of the Info Package is: Content Reporting Configuration
X.4 Info Package Parameters 

No parameters are defined for the Content Reporting Configuration Info Package. 

X.5 SIP Option Tags 

No SIP option tags are defined for the Content Reporting Configuration Info Package. 

X.6 INFO Message Body Parts 

X.6.1 General 

Configuration information of Content Reporting function on a device is sent as part of the message body of the SIP INFO request. This subclause defines the information and syntax associated with the message body part used for transporting the information.  

X.6.2 SIP Content-Type header field value 

The value of the SIP Content-Type header field associated with the Content Reporting Configuration Info Package message body is:  

application/3gpp-ims-pss-mbms-contentReportConfig+xml” 

X.6.3 SIP Content-Disposition header field value 

The value of the SIP Content-Disposition header field associated with the Content Reporting Configuration Info Package message body is: Info-Package. 

X.6.4 Message body syntax 

The syntax of the Content Reporting Configuration Info Package message body is based on the rules defined in Annex K.
X.7 Info Package Usage Restrictions 

No usage restrictions are defined for the Content Reporting Configuration Info Package. 

X.8 Rate of INFO Requests 

No maximum rate or minimum rate is defined for sending INFO requests associated with the Content Reporting Configuration Info Package. 

X.9 Info Package Security Considerations 

No additional security mechanism is defined for the Content Reporting Configuration Info Package.  

The security of the Content Reporting Configuration Info Package is based on the generic security mechanism provided for the underlying SIP signalling. 

X.10 Implementation Details and Examples 

None

	End of First Change
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