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	Reason for change:
(

	According to RFC 4566, Clause 5, a particular order of SDP-lines is mandated. Some SDP examples in TS 26.114 do not follow the mandatory order.
From RFC 4566:

   Some lines in each description are REQUIRED and some are OPTIONAL,

   but all MUST appear in exactly the order given here (the fixed order

   greatly enhances error detection and allows for a simple parser).

   OPTIONAL items are marked with a "*".

      Session description

         v=  (protocol version)

         o=  (originator and session identifier)

         s=  (session name)

         i=* (session information)

         u=* (URI of description)

         e=* (email address)

         p=* (phone number)

         c=* (connection information -- not required if included in

              all media)

         b=* (zero or more bandwidth information lines)

         One or more time descriptions ("t=" and "r=" lines; see below)

         z=* (time zone adjustments)

         k=* (encryption key)

         a=* (zero or more session attribute lines)

         Zero or more media descriptions

      Time description

         t=  (time the session is active)

         r=* (zero or more repeat times)

      Media description, if present

         m=  (media name and transport address)

         i=* (media title)

         c=* (connection information -- optional if included at

              session level)

         b=* (zero or more bandwidth information lines)

         k=* (encryption key)

         a=* (zero or more media attribute lines)
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	SDP lines in examples are rearranged to comply with the mandatory order according to RFC 4566.
"TIAS" and "maxprate" are removed from the s= line since the SDP example does not use these attributes.
"max-red" is set to 220 to match the maxptime of 240, as done in all other examples where maxptime is set to 240.
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1st change

A.6
SDP example with bandwidth information

This clause gives an example where the bandwidth modifiers have been included in the SDP offer.

Table A.6.1: SDP example with bandwidth information

	SDP offer

	v=0

o=Example_SERVER 3413526809 0 IN IP4 server.example.com

s=Example of using AS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd


b=AS:345

t=0 0

a=tcap:1 RTP/AVPF

m=audio 49152 RTP/AVP 97 98

a=pcfg:1 t=1

b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220
a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=ptime:20

a=maxptime:240

m=video 49154 RTP/AVP 99

a=pcfg:1 t=1

b=AS:315

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0; profile-level-id=42e00c; \

     sprop-parameter-sets=J0LgDJWgUH6Af1A=,KM46gA==

a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr


The b=AS value indicates the media bandwidth, excluding RTCP, see RFC 3550, section 6.2. On session level, the b=AS value indicates the sum of the media bandwidths, excluding RTCP.

In this example, the bandwidth for RTCP is allocated such that it allows for sending at least 2 compound RTCP packets per second. The size of a RTCP Sender Report is estimated to 110 bytes, given IPv4 and point-to-point sessions. The corresponding bandwidth then becomes 1760 bps which means that compound RTCP packets can be sent a little more frequently than twice per second.

For speech sessions, the RTCP bandwidth is set to 2000 bps to give room for adaptation requests with APP packets according to clause 10.2 in at least some of the RTCP messages. This adds 16 bytes to the RTCP packet.

The b=AS of AMR, 30, is set in the media level as the larger of the b=AS for bandwidth-efficient payload format, 29, and the b=AS for octet-aligned payload format, 30, with IPv4.
For video, the RTCP bandwidth is set to 2500 bps to give room for slightly more frequent reporting and also to give room for codec-control messages (CCM) [43].

Setting the RS value to 0 does not mean that senders are not allowed to send RTCP packets. It instead means that sending clients are treated in the same way as receive-only clients, see also RFC 3556 [42].

The tcap attribute is in this example given on the session level to avoid repeating it for each media type.

2nd change

A.8
SDP example with QoS negotiation

This clause gives an example of an SDP interchange with negotiated QoS parameters.

Table A.8.1: SDP example with QoS negotiation

	SDP offer from MTSI client in terminal A to B in SIP INVITE message

	v=0

o=Example_SERVER 3413526809 0 IN IP4 server.example.com

s=Example of using AS to indicate negotiated QoS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd


b=AS:345

t=0 0
a=tcap:1 RTP/AVPF

m=audio 49152 RTP/AVP 97 98

a=pcfg:1 t=1
b=AS:30

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=rtpmap:98 AMR/8000/1

a=fmtp:98 mode-change-capability=2; max-red=220; octet-align=1

a=ptime:20

a=maxptime:240

m=video 49154 RTP/AVP 99

a=pcfg:1 t=1
b=AS:315

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0; profile-level-id=42e00c; \

     sprop-parameter-sets=J0LgDJWgUH6Af1A=,KM46gA==

a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr

	SDP answer from UE B to A in 200/OK message

	v=0

o=Example_SERVER2 34135268010 IN IP4 server2.example.com

s=Example of using AS to indicate negotiated QoS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd


b=AS:344

t=0 0

m=audio 49152 RTP/AVPF 97

a=pcfg:1 t=1
b=AS:29

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240

m=video 49154 RTP/AVPF 99

a=acfg:1 t=1

b=AS:315

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0; profile-level-id=42e00c; \

     sprop-parameter-sets=J0LgDJWgUH6Af1A=,KM46gA==

a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr

	SDP offer from MTSI client in terminal B to A in SIP UPDATE message

	v=0

o=Example_SERVER2 34135268010 IN IP4 server2.example.com

s=Example of using AS to indicate negotiated QoS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd


b=AS:59

t=0 0
m=audio 49252 RTP/AVPF 97

b=AS:29

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240

m=video 49254 RTP/AVPF 99

b=AS:30

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0; profile-level-id=42e00c; \

     sprop-parameter-sets=Z0LgC5ZUCg/I,aM4BrFSAa

a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr

	SDP answer from MTSI client in terminal A to B in 200/OK RESPONSE to UPDATE message

	v=0

o=Example_SERVER 3413526809 0 IN IP4 server.example.com

s=Example of using AS to indicate negotiated QoS in MTSI

c=IN IP4 aaa.bbb.ccc.ddd


b=AS:77

t=0 0
m=audio 49152 RTP/AVPF 97

b=AS:29

b=RS:0

b=RR:2000

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240

m=video 49154 RTP/AVPF 99

b=AS:48

b=RS:0

b=RR:2500

a=rtpmap:99 H264/90000

a=fmtp:99 packetization-mode=0; profile-level-id=42e00c; \

     sprop-parameter-sets=Z0LgC5ZUCg/I,aM4BrFSAa

a=rtcp-fb:* trr-int 5000

a=rtcp-fb:* nack

a=rtcp-fb:* nack pli

a=rtcp-fb:* ccm fir

a=rtcp-fb:* ccm tmmbr


The example in table A.8.1 shows an SDP exchange that reflects the signalling of negotiated QoS during initial session setup when there is only one PDP context for the whole session. The first offer-answer procedure is initiated by the MTSI client in terminal A at session setup. The responding MTSI client chose the bandwidth-efficient payload format, by excluding the octet-align parameter, and reduced the bandwidth in b=AS to 29. The second offer-answer procedure is initiated by the MTSI client in terminal B when it receives a different negotiated QoS, only 30 kbps for video, than what was indicated in the first SDP offer from A. To notify A, B sends a new SDP offer, in this case embedded in an UPDATE message, to A indicating the lower negotiated QoS bit rate. The MTSI client in terminal A responds with its negotiated QoS value to B.

NOTE:
The bit rate in the second SDP answer, 48 kbps, was deliberately chosen to show that this is a fully valid SDP answer even though the second SDP offer only defines 30 kbps. It is however recommended that the UEs choose the same bandwidths whenever possible.

The SDP offer in the SIP UPDATE message contains only one encoding format since the answerer has already removed all but one encoding format in the SDP answer to the initial SDP offer.

In this example it is assumed that the SDPCapNeg framework is not needed in the UPDATE since the RTP profile has already been chosen in the initial invitation.
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