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FIRST CHANGE: Changes to Clause 8.3.2.2.
8.3.2.2
OMA-DM Configuration of QoE Metrics

As an alternative to configure the QoE reporting for each session (as specified in 8.3.2.1), OMA-DM can be used to specify the default QoE configuration. If such a default QoE configuration has been specified, it should be used by the terminal for all subsequent MBMS sessions where no session-specific QoE configuration is received.

Any session-specific QoE configuration received shall always have higher priority, and will in such cases override any default OMA-DM QoE configuration for that session.

For OMA-DM QoE configuration the parameters are specified according to the following Managed Object (MO). Version numbering is included for possible extension of the MO.
The Management Object Identifier shall be: urn:oma:mo:ext-3gpp-mbmsqoe:1.0.
Protocol compatibility:  The MO is compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA-ERELD _DM-V1_2 [94].
The following nodes and leaf objects shall be contained under the 3GPP_MBMSQOE node if an MBMS client supports the feature described in this clause (information of DDF for this MO is given in Annex H):
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Node: /<X>

This interior node specifies the unique object id of a MBMS QoE metrics management object. The purpose of this interior node is to group together the parameters of a single object. 

-
Occurrence: ZeroOrOne

-
Format: node

-
Minimum Access Types: Get

The following interior nodes shall be contained if the MBMS client supports the “MBMS QoE metrics Management Object”. 

/<X>/Enabled

This leaf indicates if QoE reporting is requested by the provider.

-
Occurrence: One

-
Format: bool

-
Minimum Access Types: Get

/<X>/APN

This leaf contains the Access Point Name that should be used for establishing the PDP context on which the QoE metric reports will be transmitted. This may be used to ensure that no costs are charged for QoE metrics reporting. If this leaf is not defined then any QoE reporting is done over the access point according to sub-clause 11.2.1.1.

-
Occurrence: ZeroOrOne

-
Format: chr

-
Minimum Access Types: Get 

-
Values: the Access Point Name

/<X>/Format

This leaf specifies the format of the report and if compression (Gzip XML) [xx] is used.

-
Occurrence: ZeroOrOne

-
Format: chr

-
Minimum Access Types: Get

-
Values: “XML”, “GZIPXML”.

/<X>/Rules
This leaf provides in XML format the rules used to decide if and how the reports are sent to the QoE metrics report server. If OMA-DM is sent over unicast channel, this leaf specifies if the UE reports QoE metrics by ignoring the samplePercentage procedures as specified in clause 9.4.3.  The leaf also provides the URIs of one or more servers which shall be the receiver of the QoE metrics report. In case of multiple servers, the MBMS client randomly selects one of the servers from the list, with uniform distribution.
The XML scheme is described in sub-clause 9.5.1 and an example XML code is shown in sub-clause 9.5.2. Only the postReceptionReport part needs to be specified. Note that the reportType shall always be set to StaR, StaR-all, or StaR-only.
-
Occurrence: One

-
Format: chr

-
Minimum Access Types: Get 

-
Values: See clause Annex H
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