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FIRST CHANGE
Annex C (normative):
Descriptor Scheme Definitions

C.1 
Introduction

This annex defines descriptors that are defined in this specification. In particular the following descriptors are defined

 -
Role descriptor scheme in clause C.2.
- 
ViewPoint descriptor scheme in clause C.3
C.2 
Role Descriptor Scheme 

The URN "urn:mpeg:dash:role:2011" is defined to identify the role scheme defined in Table C.1. Note that Role@value shall be assigned to Adaptation Sets that contain a media component type to which this role is associated.

Table C.1 — Role@value attríbute for scheme with a value "urn:mpeg:dash:role:2011"
	Role@value
	Description

	caption
	captions (see note 3 below)

	subtitle
	subtitles (see note 3 below)

	main
	main media component(s) which is/are intended for presentation if no other information is provided

	alternate
	media content component(s) that is/are an alternative to (a) main media content component(s) of the same media component type (see note 2 below)

	supplementary
	media content component that is supplementary to a media content component of a different media component type (see Note 1 below)

	commentary
	media content component with commentary (e.g. director’s commentary) (typically audio) 

	dub
	media content component which is presented in a different language from the original (e.g. dubbed audio, translated captions) 

	NOTES 

1) A normal audio/video program labels both the primary audio and video as "main". However, when the two media component types are not equally important, for example (a) video providing a pleasant visual experience to accompany a music track that is the primary content or (b) ambient audio accompanying a video showing a live scene such as a sports event, that is the primary content, the accompanying media may be assigned a "supplementary" role. 
2) alternate media content components should carry other descriptors to indicate in what way it differs from the main media content components (e.g. a Viewpoint descriptor or a Role descriptor), especially when multiple alternate media content components including multiple supplementary media content components are available. 
3) open (“burned in”) captions or subtitles would be marked as media type component "video" only, but having a descriptor saying “caption” or “subtitle”; 


C.3 
ViewPoint Descriptor Scheme 
The @value attribute shall be present in the ViewPoint element and its value shall be unique among present ViewPoint elements in the scope of the current MPD.

C.3.1 
Stereoscopic 3D Video Information Description Scheme

This section specifies a stereoscopic 3D video information description scheme for 3GP-DASH. 

The stereoscopic 3D video information description scheme is signaled in the ViewPoint element. The URN to be used for the ViewPoint@schemeIdUri shall be "urn:3GPP:PSS:DASH:ViewPoint:Stereoscopic3DVideoInformation:Release11".
The semantics and XML syntax of the scheme information for stereoscopic 3D video information description scheme are specified in Table C.2 and Table C.3, respectively.

Table C.2: Semantics of stereoscopic 3D video information description scheme
	Element or Attribute Name
	Use
	Description

	
	mbmsAccessDescription
	
	

	
	@screenSize
	M
	Screen size in horizontal dimension which the stereoscopic 3D video is created for

	
	@viewingDistance
	M
	Viewing distance which the stereoscopic 3D video is created for

	Legend:

For attributes: M=Mandatory, O=Optional, OD=Optional with Default Value, CM=Conditionally Mandatory.

For elements: <minOccurs>…<maxOccurs> (N=unbounded)

Elements are bold; attributes are non-bold and preceded with an @


Table C.3: Syntax of stereoscopic 3D video information description scheme
	<?xml version="1.0" encoding="UTF-8"?>
<xs:schema targetNamespace=" urn:3GPP:PSS:DASH:ViewPoint: Stereoscopic3D VideoInformation:Release11"
    attributeFormDefault="unqualified" 
    elementFormDefault="qualified"
    xmlns:xs="http://www.w3.org/2001/XMLSchema" 
    xmlns:xlink="http://www.w3.org/1999/xlink"
    xmlns=" urn:3GPP:PSS:DASH:ViewPoint:Stereoscopic3DVideoInformation:Release11">
    
    <xs:annotation>
        <xs:appinfo>Stereoscopic 3D video information</xs:appinfo>
        <xs:documentation xml:lang="en">
            This Scheme defines stereoscopic 3D video information scheme for 3GP DASH.
        </xs:documentation>
    </xs:annotation>


<xs:complexType name="S3DVDescriptionType">
        <xs:attribute name="screenSize" type="xs:double" use="required"/>


<xs:attribute name="viewingDistance" type="xs:double" use="required"/>



<xs:anyAttribute namespace=="##other" processContents="lax"/>


</xs:complexType>
</xs:schema>
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