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-------------------------------------START OF MODIFIED CLAUSE--------------------------------
7.10
Delay

7.10.1
Delay in sending direction (Handset UE)

The handset terminal is setup as described in clause 5.1.1.

The delay shall include all entities in sending direction from MRP to the POI within the handset, but shall exclude the delays introduced by the test equipment. 
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Figure 17b1: Different entities contributing to the delay in sending direction

The delay in sending direction, measured from MRP to POI, is T s + TTES. 

All test equipment delays, for the used network type, codec type and bitrate according to clause 5, (including radio access, speech codec, A/D and D/A conversions etc.) are included in TTES. The values used for testing (typical value considering variations due to interleaving etc.) as declared by the test equipment manufacturers shall be reported along with the measurement results. 

1.
For the measurements, a Composite Source Signal (CSS) according to ITU-T Recommendation P.501 [12] is used. The pseudo random noise (pn)-part of the CSS has to be longer than the maximum expected delay. It is recommended to use a pn sequence of 32 k samples (with 48 kHz sampling rate). The test signal level is -4,7 dBPa at the MRP.

2
The reference signal is the original signal (test signal). The setup of the handset/headset terminal is in correspondence to clause 5.1.

3.
The delay is determined by cross-correlation analysis between the measured signal at the electrical access point and the original signal. The measurement is corrected by subtracting the test equipment delay TTES.

4.
The delay is measured in ms and the maximum of the cross-correlation function is used for the determination.

7.10.1a
Delay in sending direction (headset UE)

The delay shall include all entities in sending direction from MRP to the POI within the handset and a connected headset, but shall exclude the delays introduced by the test equipment.

Note1: 
The overall delay shall be measured (i.e. including the handset influence). 
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 Figure 17b2: Different entities contributing to the delay in sending direction with a headset connected via cable

Note2:
The test setup only applies to headsets connected by wire. Wireless headsets (e.g. connected by Bluetooth) are currently out of scope.
The test method is the same as for handset UE (subclause 7.10.1).

7.10.2
Delay in receiving direction (handset UE)

The handset terminal is setup as described in clause 5.

The delay shall include all entities in receiving direction from the POI to the DRP within the handset, but shall exclude the delays introduced by the test equipment.
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Figure 17b3: Different entities contributing to the delay in receiving direction

The delay in receiving direction, measured from POI to DRP, is T r + TTER. 

All test equipment delays, for the used network type, codec type and bitrate according to clause 5, (including radio access, speech codec, A/D and D/A conversions etc.) are included in TTER. The values used for testing (typical value considering variations due to interleaving etc.) as declared by the test equipment manufacturers shall be reported along with the measurement results.

1.
For the measurements a Composite Source Signal (CSS) according to ITU-T Recommendation P.501 [12] is used. The pseudo random noise (pn)-part of the CSS has to be longer than the maximum expected delay. It is recommended to use a pn sequence of 32 k samples (with 48 kHz sampling rate). The test signal level is -4,7 dBPa at the MRP.

2
The reference signal is the original signal (test signal). The setup of the handset/headset terminal is in correspondence to clause 5.1.

3.
The delay is determined by cross-correlation analysis between the measured signal at the electrical access point and the original signal. The measurement is corrected by subtracting the test equipment delay TTER.

4.
The delay is measured in ms and the maximum of the cross-correlation function is used for the determination.

7.10.2a
Delay in receiving direction (headset UE)

The delay shall include all entities in receiving direction from the POI to the DRP within the handset and a connected headset, but shall exclude the delays introduced by the test equipment.

Note1: 
The overall delay shall be measured (i.e. including the handset influence). 
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 Figure 17b4: Different entities contributing to the delay in receiving direction with a headset connected via cable

Note2:
The test setup only applies to headsets connected by wire. Wireless headsets (e.g. connected by Bluetooth) are currently out of scope.
The test method is the same as for handset UE (subclause 7.10.2).

-------------------------------------END OF MODIFIED CLAUSE--------------------------------
-------------------------------------START OF MODIFIED CLAUSE--------------------------------
8.10
Delay

8.10.1
Delay in sending direction (handset UE)

The handset terminal is setup as described in clause 5.1.1.

The delay shall include all entities in sending direction from MRP to the POI within the handset, but shall exclude the delays introduced by the test equipment. 
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Figure 19b1: Different entities contributing to the delay in sending direction

The delay in sending direction, measured from MRP to POI, is T s + TTES. 

All test equipment delays, for the used network type, codec type and bitrate according to clause 5, (including radio access, speech codec, A/D and D/A conversions etc.) are included in TTES. The values used for testing (typical value considering variations due to interleaving etc.) as declared by the test equipment manufacturers shall be reported along with the measurement results. 

1.
For the measurements, a Composite Source Signal (CSS) according to ITU-T Recommendation P.501 [12] is used. The pseudo random noise (pn)-part of the CSS has to be longer than the maximum expected delay. It is recommended to use a pn sequence of 32 k samples (with 48 kHz sampling rate). The test signal level is -4,7 dBPa at the MRP.

2
The reference signal is the original signal (test signal). The setup of the handset/headset terminal is in correspondence to clause 5.1.

3.
The delay is determined by cross-correlation analysis between the measured signal at the electrical access point and the original signal. The measurement is corrected by subtracting the test equipment delay TTES.

4.
The delay is measured in ms and the maximum of the cross-correlation function is used for the determination.

8.10.1a
Delay in sending direction (headset UE)

The delay shall include all entities in sending direction from MRP to the POI within the handset and a connected headset, but shall exclude the delays introduced by the test equipment.

Note1: 
The overall delay shall be measured (i.e. including the handset influence). 
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 Figure 19b2: Different entities contributing to the delay in sending direction with a headset connected via cable

Note2:
The test setup only applies to headsets connected by wire. Wireless headsets (e.g. connected by Bluetooth) are currently out of scope.
The test method is the same as for handset UE (subclause 8.10.1).

8.10.2
Delay in receiving direction (handset UE)

The handset terminal is setup as described in clause 5.

The delay shall include all entities in receiving direction from the POI to the DRP within the handset, but shall exclude the delays introduced by the test equipment.
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Figure 19b3: Different entities contributing to the delay in receiving direction

The delay in receiving direction, measured from POI to DRP, is T r + TTER. 

All test equipment delays, for the used network type, codec type and bitrate according to clause 5, (including radio access, speech codec, A/D and D/A conversions etc.) are included in TTER. The values used for testing (typical value considering variations due to interleaving etc.) as declared by the test equipment manufacturers shall be reported along with the measurement results.

1.
For the measurements, a Composite Source Signal (CSS) according to ITU-T Recommendation P.501 [12] is used. The pseudo random noise (pn)-part of the CSS has to be longer than the maximum expected delay. It is recommended to use a pn sequence of 32 k samples (with 48 kHz sampling rate). The test signal level is -4,7 dBPa at the MRP.

2
The reference signal is the original signal (test signal). The setup of the handset/headset terminal is in correspondence to clause 5.1.

3.
The delay is determined by cross-correlation analysis between the measured signal at the electrical access point and the original signal. The measurement is corrected by subtracting the test equipment delay TTER.

4.
The delay is measured in ms and the maximum of the cross-correlation function is used for the determination.

8.10.2a
Delay in receiving direction (headset UE)

The delay shall include all entities in receiving direction from the POI to the DRP within the handset and a connected headset, but shall exclude the delays introduced by the test equipment.

Note1: 
The overall delay shall be measured (i.e. including the handset influence). 
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 Figure 19b4: Different entities contributing to the delay in receiving direction with a headset connected via cable

Note2:
The test setup only applies to headsets connected by wire. Wireless headsets (e.g. connected by Bluetooth) are currently out of scope.
The test method is the same as for handset UE (subclause 8.10.2).

-------------------------------------END OF MODIFIED CLAUSE--------------------------------
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