Page 1



3GPP TSG-SA4 Meeting #72
(
 S4-130089
Valencia, Spain, 28 January - 1 February, 2013








  
	CR-Form-v10

	CHANGE REQUEST

	

	(

	26.132
	CR
	xxxx
	(

rev
	-
	(

Current version:
	11.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Draft CR 26.132 – Alignment of free-field definition with ISO 3745 and ITU-T Rec. P.340 (Release 11)

	
	

	Source to WG:
(

	Intel

	Source to TSG:
(

	S4

	
	

	Work item code:
(

	Ext_ATS
	
	Date: (

	2013-01-08

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	3GPP TS 26.132 sub-clause 6.1.1 defines the free-field conditions for test environments. The limits for this, as measured according to either ITU-T Rec. P.340 or ISO 3745, are ± 1 dB above 275 Hz. These “default” definitions (as opposed to the “alternative” ones in the same sub-clause) should be better aligned with the qualification references and, hence, other recommendations (e.g., ETSI TS 103 737, etc.).
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-------------------------------------START OF MODIFIED CLAUSE--------------------------------
6.1.1
Handset and headset terminals

For handset and headset measurements the test room shall be practically free-field down to a lowest frequency of 275 Hz; the handset or headset, including the HATS, shall be totally within this free-field volume. 
Qualification of the test room may be performed using the method and limits for deviation from ideal free-field conditions described in either ISO 3745 Annex A (Table A.2), or ITU-T P. 340 §5.4 (Table 1).  

Alternatively, a test room may be used which meets the following two criteria: 

1.
The relationship between the pressure at the mouth opening and that at 5,0 cm, 7,5 cm and 10 cm in front of the centre of the lip ring is within ± 0.5 dB of that which exists in a known acoustic free-field.

2.
The relationship between the pressure at the mouth opening and that at the Ear canal Entrance Point (EEP) at both the left and right ears of the HATS does not differ by more than ± 1 dB from that which exists in a known free-field.

The ambient noise level shall be less than -30 dBPa(A); for idle channel noise measurements the ambient noise level shall be less than –64dBPa(A).

Echo measurements shall be conducted in realistic rooms with an ambient noise level ≤ -64 dBPa(A).
-------------------------------------END OF MODIFIED CLAUSE--------------------------------
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