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FIRST CHANGE
5.2.3.3
Metadata Envelope and Metadata Fragment Association with FLUTE

The MBMS Download service announcement session FDT Instances provide URIs for each transported object. The metadata envelope instance metadataURI field shall use the same URI for the metadata fragment as is used in the FDT Instances for that metadata fragment file. Thus, the fragment can be mapped to its associated envelope in-band of a single MBMS download session.
In the referencing case, each metadata envelope and corresponding metadata fragment shall be grouped together by the FDT using the grouping mechanism described in sub-clause 7.2.6. This reduces the complexity of requesting both fragment and envelope for each pair, thus it is recommended that only the metadata fragment (fileURI) be requested from the download client (which will result in both fragment and envelope being received using the grouping mechanism).
END OF CHANGE
Second CHANGE
5.2.6
Metadata Fragment Encapsulation to aggregate Service Announcement Documents
The present document defines a number of metadata fragments to describe MBMS user services. A metadata fragment is a single uniquely identifiable block of metadata. Generally, more than one metadata fragment is necessary to provide all necessary parameters to initiate an MBMS User Service. Typically, metadata fragments are provided in separate documents. Each metadata fragment is labelled with its MIME type.
Multipart MIME may be used to encapsulate metadata fragments into an aggregate service announcement document. The aggregate document may contain metadata fragments of several MBMS user services. It is recommended, that any such aggregate service announcement document contains all the referenced metadata fragments of each MBMS user service description it contains (i.e. in the same multipart MIME structure).

An aggregate service announcement document shall encapsulate metadata fragments according to RFC 2557 [37]. The first encapsulated file of an aggregate service announcement document is the root resource. The root resource shall be either an MBMS user service description or a metadata envelope (as a referencing index). The service description metadata is defined in sub-clause 11.2. The metadata envelope is defined in sub-clause 11.1.3.

The type field of the multipart/related header shall be set to application/mbms-user-service-description-parameter in case the root resource is a user service description instance. The type field of the multipart/related header shall be set to application/mbms-envelope in case the root resource is a metadata envelope.
Third CHANGE
11.2.2
Example MBMS User Service Description Instances

All examples in this sub-clause are generated out of the network supporting the current release USD schema.

The following User Service Bundle Description instance is an example of a simple fragment. This fragment includes only the mandatory elements.

<?xml version="1.0" encoding="UTF-8"?>

<bundleDescription



xmlns="urn:3GPP:metadata:2005:MBMS:userServiceDescription"


xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"


xmlns:sv="urn:3gpp:metadata:2009:MBMS:schemaVersion"

xsi:schemaLocation="urn:3GPP:metadata:2005:MBMS:userServiceDescription

    




USD-schema-main.xsd">


<userServiceDescription serviceId="urn:3gpp:0010120123hotdog">



<deliveryMethod
sessionDescriptionURI="http://www.example.com/3gpp/mbms/session1.sdp">




<sv:delimiter>0</sv:delimiter>



</deliveryMethod>



<sv:delimiter>0</sv:delimiter>

</userServiceDescription>


<sv:schemaVersion>1</sv:schemaVersion>
</bundleDescription>

The following User Service Description instance is an example of a fuller fragment.

<?xml version="1.0" encoding="UTF-8"?>

<bundleDescription 


xmlns="urn:3GPP:metadata:2005:MBMS:userServiceDescription" 


xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" 


xmlns:sv="urn:3gpp:metadata:2009:MBMS:schemaVersion"

xsi:schemaLocation="urn:3GPP:metadata:2005:MBMS:userServiceDescription

    




USD-schema-main.xsd"

fecDescriptionURI="http://www.example.com/3gpp/mbms/session1-fec.sdp">


<userServiceDescription serviceId="urn:3gpp:1234567890coolcat">



<name lang="EN">Welcome</name>



<name lang="DE">Willkommen</name>



<name lang="FR">Bienvenue</name>



<name lang="FI">Tervetuloa</name>



<serviceLanguage>EN</serviceLanguage>



<serviceLanguage>DE</serviceLanguage>



<requiredCapabilities>




<feature>0"</feature>




</requiredCapabilities>



<deliveryMethod accessGroupId="1" 




sessionDescriptionURI="http://www.example.com/3gpp/mbms/session1.sdp">



<sv:delimiter>0</sv:delimiter>



</deliveryMethod>



<deliveryMethod sessionDescriptionURI="http://www.example.com/3gpp/mbms/session2.sdp" 




associatedProcedureDescriptionURI="http://www.example.com/3gpp/mbms/procedureX.xml">




<sv:delimiter>0</sv:delimiter>



</deliveryMethod>



<deliveryMethod sessionDescriptionURI="http://www.example.com/3gpp/mbms/session3.sdp" 




associatedProcedureDescriptionURI="http://www.example.com/3gpp/mbms/procedureY.xml">




<sv:delimiter>0</sv:delimiter>



</deliveryMethod>



<deliveryMethod accessGroupId="2" 




sessionDescriptionURI="http://www.example.com/3gpp/mbms/session4.sdp">




<sv:delimiter>0</sv:delimiter>



</deliveryMethod>



<accessGroup id="1">




<accessBearer>3GPP.R6.GERAN</accessBearer>




<accessBearer>3GPP.R6.UTRAN</accessBearer>



</accessGroup>



<accessGroup id="2">




<accessBearer>3GPP.R6.UTRAN</accessBearer>



</accessGroup>



<sv:delimiter>0</sv:delimiter>


</userServiceDescription>


<sv:schemaVersion>1</sv:schemaVersion>
</bundleDescription>


The following User Service Description instance is an example of a Release 7 fragment.

<?xml version="1.0" encoding="UTF-8"?>

<bundleDescription 


xmlns="urn:3GPP:metadata:2005:MBMS:userServiceDescription" 


xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance" 


xmlns:sv="urn:3gpp:metadata:2009:MBMS:schemaVersion"

xmlns:r7="urn:3GPP:metadata:2007:MBMS:userServiceDescription"

xsi:schemaLocation="urn:3GPP:metadata:2005:MBMS:userServiceDescription

    




USD-schema-main.xsd"

fecDescriptionURI="http://www.example.com/3gpp/mbms/session1-fec.sdp">


<userServiceDescription serviceId="urn:3gpp:1234567890coolcat">



<name lang="EN">Welcome</name>



<name lang="DE">Willkommen</name>



<name lang="FR">Bienvenue</name>



<name lang="FI">Tervetuloa</name>



<serviceLanguage>EN</serviceLanguage>



<serviceLanguage>DE</serviceLanguage>



<deliveryMethod accessGroupId="1" 




sessionDescriptionURI="http://www.example.com/3gpp/mbms/session1.sdp">




<sv:delimiter>0</sv:delimiter>



</deliveryMethod>



<deliveryMethod sessionDescriptionURI="http://www.example.com/3gpp/mbms/session2.sdp" 




associatedProcedureDescriptionURI="http://www.example.com/3gpp/mbms/procedureX.xml">



<sv:delimiter>0</sv:delimiter>



</deliveryMethod>



<deliveryMethod sessionDescriptionURI="http://www.example.com/3gpp/mbms/session3.sdp" 




associatedProcedureDescriptionURI="http://www.example.com/3gpp/mbms/procedureY.xml">




<sv:delimiter>0</sv:delimiter>



</deliveryMethod>



<deliveryMethod accessGroupId="2" 




sessionDescriptionURI="http://www.example.com/3gpp/mbms/session4.sdp">




<sv:delimiter>0</sv:delimiter>



</deliveryMethod>



<accessGroup id="1">




<accessBearer>3GPP.R6.GERAN</accessBearer>




<accessBearer>3GPP.R6.UTRAN</accessBearer>



</accessGroup>



<accessGroup id="2">




<accessBearer>3GPP.R6.UTRAN</accessBearer>



</accessGroup>

        <r7:serviceGroup groupID="http://www.example.com/mbms/serviceGroup1"/>



<r7:initiationRandomization initiationStartTime="3468452458" protectionPeriod="600" randomTimePeriod="300"/>



<r7:terminationRandomization protectionPeriod="300" randomTimePeriod="120"/>


<sv:delimiter>0</sv:delimiter>

</userServiceDescription>


<sv:schemaVersion>1</sv:schemaVersion>
</bundleDescription>

The following example User Service Description instance adds an RTSP URI for alternative access to the delivery method. 

<?xml version="1.0" encoding="UTF-8"?>

<bundleDescription 


xmlns="urn:3GPP:metadata:2005:MBMS:userServiceDescription" 


xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"


xmlns:sv="urn:3gpp:metadata:2009:MBMS:schemaVersion"

xmlns:r7="urn:3GPP:metadata:2007:MBMS:userServiceDescription"

xmlns:r8="urn:3GPP:metadata:2008:MBMS:userServiceDescription"


xsi:schemaLocation="urn:3GPP:metadata:2005:MBMS:userServiceDescription

    




USD-schema-main.xsd">


<userServiceDescription serviceId="urn:3gpp:1234567890MobileTVChannelBundleCh1"
    r7:serviceClass="urn:oma:bcast:ext_bsc_3gpp:example_service:1.0">



<deliveryMethod sessionDescriptionURI="http://www.example.com/3gpp/mbms/channel1.sdp">                       
<r8:alternativeAccessDelivery timeShiftingBuffer="3600">
<r8:unicastAccessURI>rtsp://www.example.com/3gpp/mbms/channel1_pss.sdp
</r8:unicastAccessURI>
</r8:alternativeAccessDelivery>



<sv:delimiter>0</sv:delimiter>


</deliveryMethod>


<sv:delimiter>0</sv:delimiter>

</userServiceDescription>


<sv:schemaVersion>1</sv:schemaVersion>
</bundleDescription>

The following example User Service Description instance indicates that a registration procedure is requested for 50% of the UEs before the consumption of the MBMS User Service.

<?xml version="1.0" encoding="UTF-8"?>

<bundleDescription 


xmlns="urn:3GPP:metadata:2005:MBMS:userServiceDescription" 


xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"


xmlns:sv="urn:3gpp:metadata:2009:MBMS:schemaVersion"

xmlns:r7="urn:3GPP:metadata:2007:MBMS:userServiceDescription"

xmlns:r8="urn:3GPP:metadata:2008:MBMS:userServiceDescription"

xsi:schemaLocation="urn:3GPP:metadata:2005:MBMS:userServiceDescription

    




USD-schema-main.xsd">


<userServiceDescription serviceId="urn:3gpp:1234567890MobileTVChannelBundleCh1"
    





r7:serviceClass="urn:oma:bcast:ext_bsc_3gpp:example_service:1.0">



<deliveryMethod sessionDescriptionURI="http://www.example.com/3gpp/mbms/channel1.sdp">




<sv:delimiter>0</sv:delimiter>



</deliveryMethod>



<r8:Registration registrationThreshold="50">



<registrationURI> http://www.example.com/3gpp/mbms/register.php</registrationURI>



</r8:Registration>



<sv:delimiter>0</sv:delimiter>


</userServiceDescription>


<sv:schemaVersion>1</sv:schemaVersion>

</bundleDescription>

END OF CHANGE
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