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*** Start change 1 ***
8.2.1
General

The Media Presentation Description (MPD) is a document that contains metadata required by a 3GP-DASH client to construct appropriate HTTP-URLs to access Segments and to provide the streaming service to the user.  
NOTE:
actual playback of the media streams included in the Representations is not controlled by the MPD information. Playback is controlled by the media engine operating on the media streams contained in the Representations in the usual way.
The format of URLs in the MPD and the process to generate HTTP GET and partial GET requests from URLs provided in the MPD is defined in 8.7.
The MPD is an XML-document that is formatted according to the XML schema provided in clause 8.2.2. 

The MIME type of the MPD shall be “application/dash+xml” as defined in Annex H.1.

MPDs may be updated as specified in clause 8.5. Updates may also be done using MPD delta files as defined in clause 8.5.2. The MIME type of an MPD delta file shall be “application/dashdelta” as defined in Annex H.2. 

The delivery of the MPD is not in scope of this specification. If the MPD is delivered over HTTP, then the MPD may be transfer encoded for transport, as described in [18] using the generic GZip algorithm RFC 1952 [18]. 3GP-DASH clients shall support GZip content decoding of the MPD when delivered over HTTP (GZIP RFC 1952 [18], clause 9).
*** End change 1 ***
*** Start change 2***
H.2.2
MIME Type and Subtype

The MIME Type and Subtype are defined as follows:

Media Type Name:

application

Subtype name:


Standards Tree - dashdelta
Required parameters:
none

Optional parameters:

none

Encoding considerations:
8-bit text
Security considerations:

A Media Presentation Description (MPD) Delta contains text changes to an MPD. An MPD Delta is used together with a first MPD to construct a second MPD. As such, any security considerations for an MPD may also be applicable to an MPD Delta. A MIME type handler would not launch a service with only an MPD Delta.
Further to this, as an MPD Delta performs editing operations on an MPD there are risks that deliberately malformed editing operations could cause security issues.
Interoperability considerations: 

Published specification:

3GPP TS 26.247
Applications which use this media type: 

various including but not limited to On-Demand Streaming over the
 Internet, Live Streaming over the Internet, Internet Video, Internet Radio

Additional information:

1. Magic number(s) : none

2. File extension(s) : mpdd

3. Macintosh file type code : none

4. Object Identifiers: none




Person to contact for further information:
1. Name : David Furbeck

2. Email : dfurbeck@blackberry.com

Intended usage : Common
Author/Change controller : 3GPP TSG SA WG4
*** End change 2 ***
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