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FIRST CHANGE

7.4.2
HTTP registration and deregistration procedure

The MBMS UE may register and deregister for unicast service delivery, if the MBMS User Service Description for this service includes at least one unicastAccessURI element in the deliveryMethod element.

The HTTP (RFC 2616 [18]) GET method is used for this purpose. If more than one unicastAccessURI is provided in the deliveryMethod element, the UE shall randomly select one.

In the following, we give the details of the syntax used for the above request method in ABNF [23].

· unicast_access_request_http_URL = unicast_access_URI "?" query
· unicast_access_URI = <unicastAccessURI from the User Service Description; URI-reference is as defined in [19].>
· query = action “&” serviceId "&" msisdn
· action = “action=” (“register” | “Register” | “deregister” | “Deregister”)
· serviceId = "serviceId=" <value of the serviceId attribute of the User Service Description>
· msisdn = “msisdn=” 1*DIGIT <format as defined in [77]
The BM-SC responds with an “200 OK” status code in case of successful registration or deregistration. With the response to a successful registration request, an associated delivery procedure fragment as defined in clause 9.5 shall be delivered to the MBMS UE. The MBMS UE uses the File Repair procedure as described in the received associated delivery procedure description fragment. The file repair procedure is defined in clause 9.3. Note, the file repair procedure allows also to fetch complete files.

An HTTP GET request with “action” value set to “register” or “Register” shall be sent to register the MBMS UE for unicast file delivery service. The request shall also include the serviceId and the MSISDN of the MBMS UE. The format for the MSISDN is defined in [77]. The following is an exmaple for a registration request:

GET
/unicasDelivery?action=Register&serviceId=urn:3gpp:0010120123hotdog&msisdn=436642012345 HTTP/1.1
       Host: bmsc.example.com

An HTTP GET  request with “action” value set to “deregister” or “Deregister”  shall be sent to deregister the MBMS UE from the unicast file delivery service. The request also includes the service ID and the MSISDN number of the MBMS UE as shown in the following example:

GET
/unicasDelivery?action=Deregister&serviceId=urn:3gpp:0010120123hotdog&msisdn=436642012345 HTTP/1.1
       Host: bmsc.example.com

