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----------------------------------- START OF MODIFIED CLAUSES ------------------------------

5.12
Delay
For UMTS and LTE access, the UE delays in the send and receive directions are defined as:

· The UE delay in the send (uplink) direction is the delay between the first acoustic event at the MRP to the last bit of the corresponding speech frame at the UE antenna

· The UE delay in the receive (downlink) direction is the delay between the first bit of a speech frame at the UE antenna and the first acoustic event at the DRP corresponding to that speech frame
NOTE: 
In order to harmonize UMTS and LTE delay definitions, the reference points for UMTS UE delay have been changed in Rel-12. Prior to Rel-12,the UE reference points for UMTS were implicitly defined by the compensation factors declared by system simulator vendors, i.e. half of the air interface delay was attributed to the UE, and the last acoustic event at DRP was used for the receive measurement instead of the first. 
Considering 10ms for half of the transmission time in each direction of a UMTS call, a speech frame size of 20ms, a codec look-ahead of 5ms, and a difference between the first and the last acoustic event of 20 ms, the previous reference points took into account a UE implementation independent delay of  2x10ms + 25 ms + 20 ms = 65 ms. The same UE delay remains in the new definition above, which attributes the full air interface delay to the UE but uses the first acoustic event at the DRP, instead of the last (2x20ms + 25 ms + 0 ms = 65 ms). Hence, the UMTS requirements with these new reference points remain the same.


----------------------------------- END OF MODIFIED CLAUSES ------------------------------
