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1. Overall Description:
SA4 thanks RAN2 for the LS (R2-142938= S4-140794) on “RAN counting for MooD” and would like to inform RAN2 that SA4 is expected to finalize its work on MI-MooD in November 2014. MI-MooD has adopted application layer MBMS user service consumption reporting. The UE is configured via USD (more specifically through the Associated Delivery Procedure Description (ADPD) ) to report the consumption of MBMS user service to the network periodically, and at start and end of MBMS service consumption. The consumption report is delivered to the network using regular HTTP transaction procedure. The MBMS user service consumption reporting does not distinguish whether the UE is in RRC_IDLE or RRC_CONNECTED.  This application layer consumption reporting mechanism employs the same network control of subset of reporting UEs and time back-off procedures of reporting as defined for MBMS reception reporting, towards addressing resource utilization and loading issues on the Radio Access Network.  In addition, start and stop of MooD-bases service access are likely to occur at independent times among UEs, further randomizing the usage of unicast network resources for consumption reporting.
The solution details can be found in the attachment (S4-140950).
2. Actions
SA4 kindly ask RAN2 to review the solution in the attached file and inform SA4 if you have any concern on the SA4 adopted solution

.
3. Date of Next TSG SA WG4 Meetings:

3GPP SA WG4 Meeting #81
Nov 3 - 7, 2014

Tenerife - Santa Cruz, ES
3GPP SA WG4 Meeting #82
Jan 26 – 30, 2015
Dubrovnik, HR
