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*** Start change  ***
C.6 
Highlight Descriptor Scheme 
The Supplemental Property  Descriptor  may be used  at the MPD Level, Period Level,  and/or Adaptation Set Level to express that an event of interest or “highlight” was captured by an offered view with SupplementalProperty@schemeIdUri ="urn:3GPP:ns:PSS:DASH:highlights:2014".  SupplementalProperty@value has the form of a comma separated list, of which the first element in the list is an HTTP-URL where a 3GP-DASH client could retrieve a list of highlights and each succeeding element in the list is an unsigned integer highlight identifier or range of highlight identifiers separated by  a dash (‘-‘).
The list of highlights is a text file where each line of the text file corresponds to a highlight. Each line is a comma separated list of 2 or 3 elements. The first element of each line is an unsigned integer highlight identifier. The second element of the line is a text description of the highlight (not containing any commas), and the third optional element of the line is a presentation time in the format HH:MM:SS

For example, The first few lines of the file might look like:
0,  Seattle scores first touchdown of the game, 00:03:52
1, San Francisco Player Jones makes a great defensive play at time X in the first quarter, 00:10:15
2,  San Francisco scores on 90 yard kickoff return at time Y in the 2nd quarter, 00:33:42

.


.


.

15, Seattle scores on a Hail Mary pass to win in triple overtime, 03:30:23
Examples of XML code for a Descriptor that indicates that a particular Adaptation Set contains a view of Seattle scoring on a Hail Mary to win in triple overtime might look like:
<SupplementalProperty  schemeIdUri = "urn:3GPP:ns:PSS:DASH:highlights:2014" value="http://www.example.com/highlights.txt ,15" / >
Examples of other valid descriptors are :
<SupplementalProperty  schemeIdUri = "urn:3GPP:ns:PSS:DASH:highlights:2014" value="http://www.example.com/highlights.txt ,2-5" / >

<SupplementalProperty  schemeIdUri = "urn:3GPP:ns:PSS:DASH:highlights:2014" value="http://www.example.com/highlights.txt ,2-5, 8, 15" / >
*** End change  ***
