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FIRST CHANGE
C.1
Introduction

This annex defines descriptors that are defined in this specification. In particular the following descriptors are defined

-
Role descriptor scheme in clause C.2.

-
Frame packing descriptor scheme in clause C.3.

-
3D Video disparity range descriptor scheme in clause C.4.

- 
3D Video display information descriptor scheme in clause C.5.
-    mosaic service information descriptor scheme in clause C.x
END OF FIRST CHANGE
SECOND CHANGE
C.5 
3D Video Display Information Scheme 

The 3D Video Display Information description scheme may only be signalled in SupplementalProperty element with SupplementalProperty@schemeIdUri urn:3GPP:dash:3dVideoDisplayInformation:2013. When present the 3D Video Display Information description scheme shall be present on the Adaptation Set level. The SupplementalProperty@value of 3D Video Display Information description scheme shall be present and is defined below using ABNF [40]:

@value="displayInformation"
displayInformation = displayWidth [viewingDistance]

displayWidth = 1*5DIGIT

viewingDistance = 1*5DIGIT

displayWidth and viewingDistance provide actual values for which the stereoscopic 3D video content is optimized and are expressed in millimeters. The displayWidth defines the width of the part of the screen actually used for displaying the 3D video content. 

NOTE: 
The DASH client can choose the Adaptation Set which contains the 3D Video Display Information Scheme with displayWidth closest to the actual display size used by the DASH client to display the content.
C.x 
Mosaic Service Information Scheme
The URN "urn:3GPP:dash:MosaicServiceInformation:2014" is defined to identify the mosaic service information scheme defined in Table C.2. Note that mosaic service information descriptor may be used  at the MPD Level and/or Period Level,  
	Element or Attribute Name
	Type (Attribute or Element)
	Cardinality
	Optionality
	Description

	   Mosaic
	       E
	  0,1
	…..
	specifies information on mosaic service 

	      cellNum
	       A
	  0,1
	   O/C
	Specifies the number of logic cells

	      helementaryCells
	       A
	  0,1
	   O/C
	Specifies the number of horizontal elementary cells

	      velementaryCells
	       A
	  0,1
	   O/C
	Specifies the number of vertical elementary cells 

	      logicalCell
	       E
	  0,N
	   O/C
	Specifies information of logical cells 

	         id
	       A
	  0,1
	   O/C
	Specifies the identification of logical cell

	         elemtaryCells
	       A
	  0,N
	   O/C
	Specifies the location information of logical cell, indicated with one or more elementary cells covered by the logical cell. 

	         PresentationInfo
	       A
	0,1
	   M
	Specifies the type of presentation for the logical cell 

	         videoRep
	       A
	  0,1
	   O/C
	Specifies the presentation for the logical cell. AdaptationSet.representation@id can be used to indicate the thumbnail representation to be presented on the logical cell.

	         voiceLink
	       A
	  0,1
	   O/C
	Specifies the associated audio presentation for the logical cell. AdaptationSet.representation@id can be used to indicate the associated audio representation. 

	         originalService
	       A
	  0,1
	   O/C
	Specifies the associated original service for the logical cell. URI of the MPD for the associated original service can be used to indicate the associated original service. 


END OF SECOND CHANGE
