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	First Change


7.6.2.1
Broadcast Representation Specific Metadata

As a new child element of deliveryMethod, each instance of r12:broadcastAppService denotes a single broadcast Representation, in multiplexed or non-multiplexed form for media content components,  of the DASH-over-MBMS user service, across all Periods of the affiliated Media Presentation.  Each entry of basePattern under r12:broadcastAppService is for use by the MBMS client to match against a portion of the entire Segment URL used by the DASH client to request Media Segments of a parent Representation under its containing Period . A match implies that the corresponding requested Media Segment is carried over an MBMS bearer.  For example, should the URL associated with a Segment request contain the BaseURL “http://example.com/per-3/rep-512”, and the same BaseURL value were to appear in an instance of r12:broadcastAppService.basePattern, it means that the Representation with Representation@id = ‘512’ is available over broadcast.  The basePattern value may, but is not required to, be identical to that of the Representation.BaseURL if present in the MPD.  
In addition, each r12:broadcastAppService element may contain one or more serviceArea child elements which specify the service area(s) in which the associated broadcast Representation (as identified by basePattern) is delivered/accessible.  The semantics of serviceArea complies to the MBMS Service Area Identity as defined in [77], [104].  A given broadcast Representation may be available in a set of service area(s) in common with, or different from, the service area(s) of any other broadcast Representation.  Absence of the serviceArea element implies that the availability of the broadcast Representation is not restricted by service area. The serviceArea element(s) that may be present in one instance of r12:broadcastAppService element must be a subset of the MBMS Service Area Identities included in the userServiceDescription.availabilityInfo.infoBinding.serviceArea elements for the same serviceId. When one or more serviceArea element(s) are included under one or more r12:broadcastAppService, the union of all the MBMS Service Area Identities identified by the serviceArea elements under all the r12:broadcastAppService must match the list of MBMS Service Area Identities included in the userServiceDescription.availabilityInfo.infoBinding.serviceArea elements for the same serviceId .
	Next Change


11.2.1.2
Extensions to the User Service Bundle Description
The MBMS User Service Bundle Description schema defined in this clause extends the MBMS Release 6 schema of clause 11.2.1.1. An MBMS User Service Bundle Description schema of the current release shall comply with MBMS User Service Bundle Description schema definition of Release 6 and the subsequent releases up to the current release. 

<text not shown for brevity>
If the mimeType attribute within the r12:appService element , itself a child of the userServiceDescription element, indicates a UE supported value, then 

· The presence of the r12:broadcastAppService element under a given instance of the deliveryMethod method shall declare the one or more application service content items delivered over the FLUTE session associated with that deliveryMethod instance.   
· The presence of the r12:unicastAppService element under a given instance of the deliveryMethod method declares the one or more application service content items delivered over unicast bearer(s) in support of unicast fallback delivery.   
· Each instance of r12:broadcastAppService or r12:unicastAppService denotes a single application service content items delivered over broadcast or unicast, respectively.  Each broadcast content item may be designated as being available in specific MBMS service area(s) as given by the serviceArea element(s).  If present, the serviceArea elements shall be a subset of the MBMS service area(s) present for the current serviceId under userServiceDescription.availabilityInfo.infoBinding.serviceArea elements. When one or more serviceArea element(s) are included under one or more r12:broadcastAppService, the union of all the MBMS Service Area Identities identified by the serviceArea elements under all the r12:broadcastAppService shall match the list of MBMS Service Area Identities included in the userServiceDescription.availabilityInfo.infoBinding.serviceArea elements for the same serviceId. Each broadcast content item under its containing Period is identified by its basePattern value whose format and usage are described in clauses 7.6.2.1 and 7.6.2.3.   Each unicast content item under its containing Period is identified by its basePattern value whose format and usage are described in clauses 7.6.2.2 and  7.6.2.3.

If the mimeType attribute within the r12:appService element, itself a child of the userServiceDescription element, indicates a UE unsupported value, then a UE compliant with this specification shall ignore r12:broadcastAppService and the r12:unicastAppService elements in the deliveryMethod element. 
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