
3GPP TSG SA WG4 Meeting #84
S4-150769





Rennes, France, 6-10 July 2015













	CR-Form-v11.1

	PSEUDO CHANGE REQUEST

	

	
	26.916
	CR
	
	rev
	
	Current version:
	0.0.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	SRVCC Reference Procedure

	
	

	Source to WG:
	Ericsson LM

	Source to TSG:
	S4

	
	

	Work item code:
	FS_SETA_S4
	
	Date:
	

	
	
	
	
	

	Category:
	
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	SRVCC Reference Procedure is still missing

	
	

	Summary of change:
	SRVCC Reference Procedure added

	
	

	Consequences if not approved:
	SRVCC Reference Procedure not in TR

	
	

	Clauses affected:
	5

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


	1rst Change


5
SRVCC Reference Procedure

Figure 5-1 is a direct reprint of 3GPP TS 23.216 Figure 6.2.2.1-1, showing the essential SRVCC for the simplest case of an active voice call, without a parallel data session, from LTE to GERAN.
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Figure 5-1 (3GPP TS 23.261 Figure 6.2.2.1-1): SRVCC from E-UTRAN to GERAN without DTM support

Figure 5-2 is a substantially simplified version of 3GPP TS 23.216 Figure 6.2.2.1-1, focusing on the purpose of this Technical Report, referring to the simplified Reference Architecture and the introduced terms.
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Figure 6-2: Simplified Description of SRVCC from LTE to GERAN

In this simplified version the 13th message “PS to CS Response” is sent by the Target MSC before it got confirmation from the ATCF by message 11b “SIP Response”. This is Stage 2 behaviour. The idea behind this timing sequence is to synchronize the Handover in the ATGW as close as possible with the handover on air.

This Reference Procedure, shown in Figure 6-2, will be used as basis in this Technical Report.
	End of Changes
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