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1 Introduction
During SA4#82 the MEPRO work item in S4-150157 was agreed and afterwards approved in by SA plenary in SP-150099.
This document focusses on TRAPO.
2 Considerations for TRAPO

· The APIs as discussed in S4-150945 may be implemented also as a URL form. This permits that the application can communicate with the MBMS client in a formalized manner, similarly as applications communicate with underlying HTTP stack. 

· The URL needs sufficient information to register with the MBMS client, generally the following information is considered sufficient in the URL:

· ServiceID

· Service Type

· Files that are delivered within a service, or an application content

· No changes on the protocol on the wire are expected to be necessary for the operations, only the URL form and the methods between the application and the DASH client are expected to be defined.
· The USD can provide a list of services and the BMSC and the MBMS client can serve as a resolution function/name server.

· Notifications from the application to the MBMS client include:

· Provide accessible service list

· Access service with a certain ID

· Start streaming service

· Starting file download service
· Notifications from the MBMS client to the application include:
· Receiving MPD updated notification

· Receiving file available notification

· Receiving service update notification 

· Receiving broadcast coverage notification

· Receiving stalled notification 

· Receiving service start/stop notifications
3 Proposal
It is proposed to take into account the information in section 2 for the MEPRO area TRAPO and add the information to the TR that guides the work item.
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