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1 Introduction

The update of work item of MCPTT (refer to SP-150164) is approved at SP#67. This proposal presents the consideration of QoE report for MCPTT support.
2 QoE for MCPTT over MBMS discussion
2.1 QoE for both MNO and MCPTT service provider

In TS26.346 [1], the MBMS reception reporting server is configured by the BM-SC, the UE reports the QoE result to the MBMS reception reporting server. The QoE report is used by MNO to evaluate the MBMS user service and MBMS transport network performance.

The MCPTT server may be located outside of MNO network; it will benefit MNO if the current QoE reception report mechanism is kept to allow MNO evaluating the eMBMS transport layer performance. Besides the benefit to MNO, it is foreseen that the QoE result also helps MCPTT service provider evaluating the MCPTT service QoE via MBMS bearer. 
It is proposed that:
· The MBMS client reports QoE to the network to benefit MNO for MBMS transport network performance evaluation. 
· The MCPTT UE reports QoE to the MCPTT provider for MCPTT service quality evaluation with maximum re-use of existing MBMS QoE support. 


3 Proposal

It is proposed to include section 2 in TR 26.879.
4 References

[1] 3GPP TR 26.346: "Multimedia Broadcast/Multicast Service (MBMS); Protocols and codecs (Release 13)".
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