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1. Overall Description:

The EVS Codec (3GPP TS 26.441 to 26.451) has been standardized in 3GPP Rel-12 together with the corresponding RTP payload format (3GPP TS 26.445 Annex A), media handling in MTSI (3GPP TS 26.114) and preliminary acoustic requirements for SWB/FB (3GPP TS 26.131/26.132). The support of EVS in UTRAN networks is being defined with the EVSoCS WI targeted in 3GPP Rel-13. 
SA4 is aware that the EVS codec has been included in GSMA IR.92 V9.0 for VoLTE and other GSMA PRD refer to this specification.

The EVS codec offers a wide flexibility in terms of bit rates and audio bandwidth usage (e.g. bandwidth range or single audio bandwidth), therefore it would be beneficial to defined common configurations among different networks supporting this codec to maximize the number of Transcoder Free (TrFO) calls.

2. Actions:

To GSMA NG
ACTION: 
SA4 asks GSMA NG to consider defining common configurations to maximize the TrFO usage of the EVS codec. Feedback is also welcomed on the detailed settings to be used at SDP level.
3. Date of Next TSG-SA4 Meetings:

TSG-SA4 Meeting #87 
25–29 Jan. 2016
Sophia Antipolis, France.

TSG-SA4 Meeting #88
18–22 April 2016
tbd, US
