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3
Definitions and abbreviations

Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.





3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

Abbreviation format (EW)

<ACRONYM>
<Explanation>
AMR-WB
Adaptive Multi-Rate - WideBand

CMR
Codec Mode Request (for AMR and AMR-WB)
CS

Circuit Switched
EVS

Enhanced Voice Services
EVS-CMR
CMR for EVS

EVS-SID

SID for EVS
FQC
Frame quality Classification
IO

Inter Operable (in EVS AMR-WB IO)
MSB
Most Significant Bit
RTP

Real Time Protocol
SID

Silence Insertion Descriptor (for AMR and AMR-WB)
ToC

Table of Contents
WB-CMR

CMR for AMR-WB

WB-SID

SID for AMR-WB (and for EVS AMR-WB IO)
End of Changes
