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Abstract
The work item ATeMPO_SPINE is close to completion. Performance objectives were suggested by Knowles in [1], based measurements on a collection of products. To provide an additional view, the results from the round-robin test [2] were presented in [3].
Proposal

Based on the available information, performance objectives are suggested as presented below. With these values, half of the devices
 from the round-robin test would reach the performance objectives. The S-MOS and N-MOS scores are averaged over a variety of noise scenarios. In addition, the Office case (Callcenter2 recording) is has a separate objective for S-MOS to ensure basic operation in low-noise scenarios (the more typical use case).
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DUT1 PASS PASS PASS PASS PASS PASS

DUT2 PASS PASS PASS PASS PASS PASS

DUT3 FAIL PASS PASS PASS PASS PASS

DUT4 PASS PASS PASS PASS PASS PASS

DUT5 PASS FAIL PASS FAIL PASS PASS

DUT6 PASS FAIL PASS FAIL PASS PASS

Average Office SMOS


Figure 1 Illustration of pass/fail status from [2] and [3] for suggested performance objectives
Changes w.r.t. drafted CR for TS 26.131:

----------Start of Modified Clause-------------
5.11.3
Connections with Handheld hands-free UE

It is recommended that the UE meets the following performance objectives:

S-MOS-LQOn

· The average of S-MOS-LQOn scores across all test conditions should be[image: image3.png]§ — MOS — LQOw



 QUOTE  
 ≥ 3.3
· The S-MOS-LQOn score for the Callcenter 2 test condition should be  ≥ 3.6
N-MOS-LQOn

· The average of N-MOS-LQOn scores across all test conditions should be[image: image5.png]§ — MOS — LQOw



 QUOTE  
 ≥ 2.2
· 
G-MOS-LQOn

· No performance objective.

Compliance shall be checked by the relevant tests described in 3GPP TS 26.132.
----------End of Modified Clause-------------
----------Start of Modified Clause-------------
6.10.3
Connections with Handheld hands-free UE

It is recommended that the UE meets the following performance objectives:

S-MOS-LQOw

· The average of S-MOS-LQOw scores across all test conditions should be[image: image7.png]§ — MOS — LQOw



 QUOTE  
 ≥ 3.4
· The S-MOS-LQOn score for the Callcenter 2 test condition should be  ≥ 3.7
N-MOS-LQOn

· The average of N-MOS-LQOw scores across all test conditions should be[image: image9.png]§ — MOS — LQOw



 QUOTE  
 ≥ 2.3
· 
G-MOS-LQOw

· No performance objective.

Compliance shall be checked by the relevant tests described in 3GPP TS 26.132.
----------End of Modified Clause-------------
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