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Start of Change
5.1
MCPTT UE

5.1.1 Codec
Based on the considerations detailed in Subclause 5.1.7 of TR 26.879, and in particular the limited availability of terminals with the EVS codec as of January 2016, the following codec requirements have been determined for the MCPTT service. 
MCPTT UEs shall support the AMR-WB codec (3GPP TS 26.171 ‎‎[xxx], 3GPP TS 26.190 ‎[xxx], 3GPP TS 26.173 ‎[xxx] and 3GPP TS 26.204 [xxx]) including all 9 modes and source controlled rate operation ‎3GPP TS 26.193 [xxx]. The MTSI client in terminal shall be capable of operating with any subset of these 9 codec modes. 
MCPTT UEs should support the EVS speech codec (3GPP TS 26.441 [xxx], 3GPP TS 26.445 [xxx], 3GPP TS 26.442 [xxx], 3GPP TS 26.446 [xxx] and 3GPP TS 26.443 [xxx]) including functions for discontinuous transmission (3GPP TS 26.450 [xxx]). 
MCPTT UEs offering super-wideband or fullband speech communication shall support the EVS speech codec (3GPP TS 26.441 [xxx], 3GPP TS 26.445 [xxx], 3GPP TS 26.442 [xxx], 3GPP TS 26.446 [xxx] and 3GPP TS 26.443 [xxx]) including functions for discontinuous transmission (3GPP TS 26.450 [xxx]). 
5.1.2 User Plane Protocol

An MCPTT UE shall understand all the payload format options that are defined in RFC 4867 [28], and should understand all the payload formats options that are defined in 3GPP TS 26.445 [xxx].
End of Change
