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	Reason for change:
	The HTTP consumption reporting procedure requires UEs to indicate the start and stop of service consumption. The UE is also required to send frequent keep alive messages. This procedure is designed in such a way that the consumption reporting server can keep track of a session independently from the current UE location. Clause 9.4A.5 requires the usage of a persistent TCP connection for consumption reporting, when the UE reports to the same server. 
The conceptual design of the HTTP consumption reporting procedure enables the consumption reporting server to have detailed and correct information of the number of UEs in each Service Area. However, the current version of the specification is ambigious, since it allow a UE to re-select a consumption reporting server at any point in time.

	
	

	Summary of change:
	Clarification that UE shall use the same selected consumption reporting server during the entire session, unless redirected by the consumption reporting server. Addition of normative description of the possibility that a previously selected consumption report server by the UE is no longer shown as being available, and corresponding UE behavior in performing subsequent consumption reporting. 
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***** First change ****
9.4A.3
Consumption Report Server Selection

One or more consumption report servers are implemented in the BM-SC, and the selection of which consumption report to use by the UE is performed similar to the procedure described for file repair server selection in sub-clause 9.1.  If more than one serviceURI elements are present under consumptionReporting, the UE shall randomly select one of them, with uniform distribution as the destination of the consumption report message.   Use of the selected consumption report server by the UE shall be maintained for the entire duration span of UE submissions of the "start", "ongoing" (one or more), and "stop" consumption reports, unless the consumption report server redirects the UE to another consumption report server using an HTTP 3xx status code in the response message.
When a UE obtains an updated APD fragment for the MBMS User Service of interest, and the serviceURI under the consumptionReporting element that the UE had selected is no longer listed in the updated APD, the UE shall randomly select a new serviceURI element currently present under consumptionReporting, with uniform distribution as the destination of the consumption report request message. The UE shall send consumption reports to the newly selected destination at the next scheduled “ongoing” consumption report opportunity, as well as for consumption report submission resulting from a “location change”, a “stop”, or a “start” condition. 

***** End of change ****

