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START OF CHANGE: Modifications to clause 9.5.4
9.5.4
XML Syntax for a Consumption Report Request

Below is the formal XML syntax of the consumption report request message. The schema filename of consumption report request is consumptionreport.xsd.
In this version of the the specification, the UE shall set the schemaVersion element, defined as a child of r12:consumptionReport element, to 1. 

The schema version attribute (part of the schema instruction) shall be included in the UE schema.

NOTE: 
The value of the schemaVersion element and version attribute is intended to be increased by 1 in every future releases where new element(s) or attribute(s) are added.

When the network receives an instantiation of a consumption report request message compliant to this schema, it shall determine the schema version required to parse the instantiation as follows:

· If the network supports one or more versions of the consumption report request message schema with the schema version attribute, then it shall use the schema that has the highest schema version attribute value that is equal to or less than the value in the received schemaVersion element.

The XML schema "schema-version.xsd” is specified in Annex J.
<?xml version="1.0" encoding="UTF-8"?>

<xs:schema xmlns="urn:3gpp:metadata:2014:MBMS:consumptionreport" xmlns:xs="http://www.w3.org/2001/XMLSchema" 

xmlns:sv="urn:3gpp:metadata:2009:MBMS:schemaVersion" 
targetNamespace="urn:3gpp:metadata:2014:MBMS:consumptionreport" elementFormDefault="qualified" attributeFormDefault="unqualified" version="1">

<xs:import namespace="urn:3gpp:metadata:2009:MBMS:schemaVersion" schemaLocation="schema-version.xsd"/>

<xs:element name="consumptionReport" type="consumptionReportType"/>


<xs:complexType name="consumptionReportType">



<xs:sequence>




<xs:choice>





<xs:element name="locationCGI" type="xs:string"/>





<xs:element name="locationECGI" type="xs:string"/>





<xs:element name="locationSAI" type="locationSAIType"/>




</xs:choice>



<xs:element ref="sv:schemaVersion"/>



<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>


</xs:sequence>


<xs:attribute name="serviceId" type="xs:string" use="required"/>



<xs:attribute name="consumptionType" type="xs:unsignedByte" use="required">




<xs:annotation>





<xs:documentation>
1 - start of consumption of the MBMS User Service on the MBMS bearer; 
2 - transition of UE consumption of the Service from unicast to MBMS bearer; 
3 - stop of consumption of the MBMS User Service on the MBMS bearer; 
4 - transition of UE consumption of the MBMS User Service from MBMS bearer to unicast; 
5 - ongoing consumption of the MBMS User Service on the MBMS bearer upon the expiration of the 'report interval' timer;
6 - location change while consuming the MBMS User Service on the MBMS bearer; 
7 - start of consumption of the MBMS User Service on the unicast; 
8 - stop of consumption of the MBMS User Service on the unicast; 
9 - ongoing consumption of the MBMS User Service on the unicast, upon the expiration of the 'report interval' timer;

10 - location change while consuming the MBMS User Service on the unicast






</xs:documentation>




</xs:annotation>



</xs:attribute>



<xs:attribute name="reportTime" type="xs:dateTime"/>



<xs:attribute name="clientId" type="xs:string">




<xs:annotation>





<xs:documentation>presence depends on the value of the 'reportClientId' attribute of the 'r12:consumptionReport' element in Associated Delivery Procedures Description </xs:documentation>




</xs:annotation>



</xs:attribute>



<xs:anyAttribute processContents="skip"/>


</xs:complexType>

<xs:complexType name="locationSAIType">



<xs:sequence>




<xs:element name="intraFreq-SAI" type="MBMS-SAI-List" minOccurs="0"/>




<xs:element name="interFreq-SAI" type="MBMS-SAI-List" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="MBMS-SAI-List">



<xs:sequence>




<xs:element name="MBMS-SAI" type="xs:unsignedInt" maxOccurs="64"/>



</xs:sequence>

</xs:complexType>

</xs:schema>

END OF CHANGE
