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	Reason for change:
	It is unclear if the number of thumbnails has to map exactly to the number of participants in the conference, and if not, how this is handled.

	
	

	Summary of change:
	Added clarification on how to use video thumbnail "m=" lines and video streams with multiple conference participants.

	
	

	Consequences if not approved:
	Incorrect assumptions that number of negotiated video streams has to be exactly the same as number of participants, ambiguity in interpretation, potentially causing interoperability failure.
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	Other comments:
	Point to S.6.3 RTP Stream Selective Forwarding


*** Start changes ***

S.5.3
Thumbnail video

Each thumbnail video that the MSMTSI client supports shall be negotiated as a separate SDP video "m="-line, different from the main video "m="-line ("a=content:main") and any screenshare video "m="-line ("a=content:slides"). 

An MSMTSI client in the terminal shall use receive-only direction for all thumbnail videos in the SDP. An MSMTSI MRF shall use send-only direction for all thumbnail videos in the SDP that are sent towards an MSMTSI client in the terminal. As a specific case of the general SDP "m="-line handling specified by S.5, an MSMTSI client that receives an SDP offer with more thumbnail video "m="-lines than it can support, shall disable the "m="-lines it cannot support (by setting port to 0) in the SDP answer. Which thumbnail "m="-lines to keep and which to reject, in case all cannot be supported, is left for MSMTSI client implementation preference.
A thumbnail "m="-line is generally not dedicated to a certain conference participant and the number of "m="-lines for thumbnails therefore need not match the number of conference participants. If RTP stream selective forwarding (see clause S.6) is used for thumbnails by the MSMTSI MRF, a single thumbnail "m="-line can one at a time map to RTP streams from any number of participants. The number of thumbnail "m="-lines actually used between an individual MSMTSI client in terminal and an MSMTSI MRF is thus decided by the minimum number of thumbnail "m="-lines in any of their SDP, irrespective of MSMTSI client in terminal or MSMTSI MRF being the part supporting the fewest thumbnail "m="-lines.
An MSMTSI client in terminal that receives an SDP offer using thumbnails from a remote party that is not a conference focus (indicated by the SIP isFocus tag not being present in SIP headers), should disable thumbnail "m="-lines in the corresponding SDP answer.

*** End changes ***

