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Introduction

The present document specifies test methods to allow the minimum performance requirements for the acoustic characteristics of GSM, 3G, LTE and WLAN terminals when used to provide narrowband, wideband, super-wideband or fullband telephony to be assessed.

The objective for narrowband services is to reach a quality as close as possible to ITU-T standards for PSTN circuits. However, due to technical and economic factors, there cannot be full compliance with the general characteristics of international telephone connections and circuits recommended by the ITU-T.

The performance requirements are specified in TS 26.131; the test methods and considerations are specified in the main body of the text.

1
Scope

The present document is applicable to any terminal capable of supporting narrowband, wideband, super-wideband or fullband telephony, either as a stand-alone service or as the telephony component of a multimedia service. The present document specifies test methods to allow the minimum performance requirements for the acoustic characteristics of GSM, 3G, LTE and WLAN terminals when used to provide narrowband, wideband, super-wideband or fullband telephony to be assessed.

NOTE
For 3G, LTE and WLAN, acoustic requirements are specified in TS 26.131, test methods are specified in TS 26.132. For GSM, most acoustic requirements are specified in TS 43.050, test methods are specified in TS 51.010. These specifications are in many cases harmonized with or even refer to TS 26.131 and TS 26.132. See TS 43.050 and TS 51.010 for details. The reason for including GSM, UMTS, LTE and WLAN terminals within the scope of the present specification is to avoid, whenever possible, duplication of test method descriptions for terminals supporting multiple access technologies.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
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-
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-
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[27]
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ITU-T Recommendation P.380 (11/2003): "Electro-acoustic measurements on headsets".
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ETSI TS 103 106(2013-03) V1.2.1: "Speech Quality performance in the presence of background noise: Background noise transmission of mobile terminals-Objective test methods".
[35]
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[36]
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[38]
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[39]
3GPP TS 26.114: "IP Multimedia Subsystem (IMS); Multimedia Telephony; Media handling and interaction".

[40]
3GPP TS 43.050: "Transmission planning aspects of the speech service in the GSM Public Land Mobile Network (PLMN) system".
[41]
3GPP TS 51.010: "Mobile Station (MS) conformance specification; Part 1: Conformance specification".
[42]
3GPP TS 23.203: "Policy and charging control architecture".

[43]
ETSI TS 103 224 (2015-08): V1.2.1 "A sound field reproduction method for terminal testing including a background noise database".

[44]
ITU-T Recommendation P.863 (09/2014): "Perceptual objective listening quality assessment".

[45]
ITU-T Recommendation P.863.1 (09/2014): "Application guide for Recommendation ITU-T P.863". 

[46]
3GPP TS 36.521-1: "User Equipment (UE) comformance specification Radio transmission and reception; Part 1: Conformance Testing".

[47]
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3GPP TS 24.302: "Access to the 3GPP Evolved Packet Core (EPC) via non-3GPP access networks; Stage 3".
3.1
Definitions

For the purposes of the present document the terms narrowband, wideband, super-wideband and fullband refer to signals associated with the corresponding operating modes of the speech codecs specified in 5.2.

For the purposes of the present document, the terms dB, dBr, dBm0, dBm0p and dBA, shall be interpreted as defined in ITU-T Recommendation G.100 [42]; the term dBPa shall be interpreted as the sound pressure level relative to 1 pascal expressed in dB (0 dBPa is equivalent to 94 dB SPL).

A 3GPP softphone is a telephony system running on a general purpose computer or PDA complying with the 3GPP terminal acoustic requirements (TS 26.131 and 26.132).
For the purposes of the present document the term clock skew is defined as the difference in frequencies of two clocks.
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [47] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [47].

ADC
Analogue to Digital Converter

AMR
Adaptive Multi Rate
CSS
Composite Source Signal

DAC
Digital to Analogue Converter

DRP
Eardrum Reference Point

DTX
Discontinuous Transmission

EEC
Electrical Echo Control

EEP
Ear Entrance Point

EL
Echo Loss

ERP
Ear Reference Point

EVS
Enhanced Voice Services
FFT
Fast Fourier Transform

HATS
Head and Torso Simulator

IMS
IP Multimedia Subsystem
LSTR
Listener Sidetone Rating

LTE
Long Term Evolution
MRP
Mouth Reference Point

MS
Mobile Station

MTSI
Multimedia Telephony Service for IMS
OLR
Overall Loudness Rating

PCM
Pulse Code Modulation

PDA
Personal Digital Assistant

POI
Point of Interconnection (with PSTN)

PSTN
Public Switched Telephone Network

RLR
Receive Loudness Rating

RMC
Reference Measurement Channel

RMS
Root Mean Squared

SLR
Send Loudness Rating

SS
System Simulator

STMR
Sidetone Masking Rating

SS
System Simulator

TX
Transmission

UE
User Equipment

UMTS
Universal Mobile Telecommunications System
WLAN
Wireless Local Area Network
4
Interfaces

The interfaces required to define terminal acoustic characteristics are the acoustic interfaces, the air interface and the point of interconnect (POI), see Figure 1.

The Air Interfaces for GSM, 3G and LTE are specified by GSM 05, 3GPP 45, 3GPP 25 and 3GPP 36 series specifications, and the Air Interface for WLAN access to EPC is specified by WLAN access to EPC as defined in 3GPP TS 23.402 [48] and TS 24.302 [49]. MTSI speech aspects are specified by TS 26.114 [17].

Measurements can be made using a system simulator (SS) comprising the appropriate radio terminal equipment and speech transcoder. The losses and gains introduced by the test equipment shall be accounted for. 
The POI with the public switched telephone network (PSTN) is considered to have a relative level of 0 dBr. 

Five classes of acoustic interface are considered in this specification:

-
Handset UE including softphone UE used as a handset;

-
Headset UE including softphone UE used with headset;

-
Vehicle Mounted Hands-free UE including softphone UE mounted in a vehicle;
-
Desktop-mounted hands-free UE including softphone UE with external loudspeaker(s) used in hands-free mode;

-
Hand-held hands-free UE including softphone UE with internal loudspeaker(s) used in hands-free mode.

(See definition of softphone in Clause 3.1)

NOTE:
The test setup for a softphone UE shall be derived according to the following rules:

-
When using a softphone UE as a handset: the test setup shall correspond to handset mode. 

-
When using a softphone UE with headset: the test setup shall correspond to headset mode.

-
When a softphone UE is mounted in a vehicle: the test setup shall correspond to vehicle-mounted hands-free mode.

-
When using a softphone UE in hands-free mode:

-
When using internal loudspeaker(s), the test setup shall correspond to hand-held hands-free.

-
When using external loudspeaker(s), the test setup shall correspond to desktop-mounted hands-free.

5.1
Setup for terminals

The general access to terminals is described in figure 1. The preferred acoustic access to GSM, 3G, LTE and WLAN terminals is the most realistic simulation of the “average” subscriber. This can be made by using HATS (head and torso simulator), with appropriate ear simulation and appropriate mountings of handset terminals to the HATS in a realistic but reproducible way. Hands-free terminals shall use the HATS or free field microphone techniques in a realistic but reproducible way.

HATS is described in ITU-T Recommendation P.58 [15], appropriate ears are described in ITU-T Recommendation P.57 [14] (Type 3.3), proper positioning of handsets in realistic conditions is found in ITU-T Recommendation P.64, and the test setups for various types of hands-free terminals can be found in ITU-T Recommendation P.581.

Unless stated otherwise, if a volume control is provided, the setting is chosen such that the nominal RLR is met as close as possible.

The preferred way of testing is the connection of a terminal to the system simulator with exact defined settings and access points. The test sequences are fed in either electrically using a reference codec, using the direct signal processing approach, or acoustically using ITU-T specified devices.

The system simulator shall simulate the access network and core network including the speech encoding/decoding specified for the test (e.g. AMR-NB or AMR-WB) but excluding further transcoding beyond linear PCM, see Figure 1. 

Unless specified otherwise for the respective test, the radio conditions on the air interface shall have a block error rate of 0% and the jitter in the IP transport for MTSI-based speech shall be ≤ 1 ms. 
NOTE 1: For WLAN connections, an RF shielded room may be one way to achieve these requirements on block error rate and jitter. Otherwise, care should be taken with potential sources of radio interference and their impact.
In case of MTSI-based speech, the reference client shall allow to synchronize to the clock of the device under test and include a de-jitter buffer to equalize possible jitter in the signal received from the UE.
When operating with synchronized clock, the de-jitter buffer shall be a static de-jitter buffer and the jitter buffer management shall not compensate for clock skew. The reference client shall not lose or discard packets, shall not trigger retransmission, and shall not use error concealment or time-warping. The initial jitter buffer size (filling level) shall be higher than the maximum expected network jitter and the maximum jitter buffer size shall be at least twice the initial size. During jitter buffer reset, the de-jitter buffer shall be emptied/filled to the initial buffer size. In case of buffer over- or underruns, the reference client shall give a warning and it shall be reported.

NOTE 2: A static de-jitter buffer is a first-in-first-out (FIFO) buffer which at the beginning buffers packets until a given initial buffer size is reached. Due to changing network delays the filling level of the de-jitter buffer can change, but the sum of network delay and jitter buffer delay is constant (as opposed to an adaptive jitter buffer management). The filling level of the de-jitter buffer represents the de-jitter buffer delay.
For measurements with unsynchronized clock e.g. the measurement of clock skew, jitter buffer over- and underruns cannot be avoided due to the unsynchronized clocks. Under the assumption of jitter-free condition the initial jitter buffer size (filling level) shall be chosen such that the maximum clock skew can be compensated without any loss of packets for a given time. For the measurement of clock skews the jitter buffer size should be chosen such that for clock skew of up to 100ppm no loss of packets due to buffer over- or under-run shall occur for a sequence of 160s.

For LTE connections, the system simulator shall be configured for FDD operation, with a default or dedicated bearer and reference measurement channel scheduling that provides enough resource block allocation for transmitting a full speech packet within a transmission time interval of 1ms. No HARQ re-transmissions shall occur. TDD operation, TTI bundling, connected DRX and other forms of scheduling (e.g. SPS) are for further study.
The test setup has to ensure proper clock synchronization of the test equipment to the UE. Clock skew shall be negligible and packet loss shall not occur during the test.

NOTE 3: Any clock skew may result in improper delay calculation or in wrong positioning of the analysis window.
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NOTE :
Connection to PSTN should include electrical echo control (EEC).

Figure 1: Interfaces (MRP, ERP/DRP…, Air interface and Point of interconnect) for specification of terminal acoustic characteristics
5.1.1
Setup for handset terminals

When using a handset UE, the handset is placed on HATS as described in ITU-T Recommendation P.64 Annex E [18]. A suitable position shall be defined for each handset UE and documented in the test report. The artificial mouth shall conform to ITU-T Recommendation P.58 [15]. The artificial ear shall conform to ITU-T Recommendation P.57 [14]. Type 3.3 ear shall be used and positioned on HATS according to ITU-T Recommendation P.58 [15].

Position and calibration of HATS
The sending and receiving characteristics shall be tested with the HATS. It shall be indicated what application force was used. If not stated otherwise in TS 26.131, an application force of 8 ± 2 N shall be used.

The horizontal positioning of the HATS reference plane shall be guaranteed within ± 2º.

5.1.2
Setup for headset terminals

Recommendations for the setup and positioning of headsets are given in ITU-T Recommendation P.380. If not stated otherwise, headsets shall be placed in their recommended wearing position. Some insert earphones might not fit properly in Type 3.3 ear simulators. For such insert type headsets, an ITU-T Recommendation P.57 [14] Type 2 ear simulator may be used in conjunction with the HATS mouth simulator. The HATS should be equipped with two artificial ears as specified in ITU-T Recommendation P.57 [14]. For binaural headsets two artificial ears are required.

5.1.3
Setup for hands-free terminals

5.1.3.1
Vehicle-mounted hands-free

If not stated otherwise, the artificial head (HATS – head and torso simulator, according to ITU‑T Recommendation P.58 [15]) is positioned in the driver's seat for the measurement as shown in figure 3a. The position has to be in line with the average users’ position; therefore, all positions and sizes of users have to be taken into account. Typically, all except the tallest 5% and the shortest 5% of the driving population have to be considered. The size of these persons can be derived, e.g., from the 'anthropometric data set' for the corresponding year (e.g., based on data used by car manufacturers). The position of the HATS (mouth/ears) within the positioning arrangement is given individually by each car manufacturer. The position used has to be reported in detail in the test report. If no requirements for positioning are given the distance from the microphone to the MRP is defined by the test lab.

By using suitable measures (e.g., marks in the car, relative position to A-pillar, B-pillar, height from the floor, etc.) an exact reproduction of the artificial head position must be possible at any later time.
NOTE –
Different positions of the artificial head may greatly influence the test results. Depending on the application, different positions of the artificial head may be chosen for the tests. It is recommended to check the worst-case position, e.g., those positions where the SNR and/or the speech quality in send may be worst.

Figure 2: void

Figure 3: void
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Figure 3a: Test Configuration for vehicle mounted hands-free, using HATS

5.1.3.2
Desktop hands-free

For HATS test equipment, the definition of hands-free terminals and setup for desktop hands-free terminals can be found in ITU-T Recommendation P.581. Measurement setup using a free-field microphone and a discrete P.51 [13] artificial mouth for desktop hands-free terminals can be found in ITU-T Recommendation P.340.The positioning for different types of desktop hands-free terminals is given in ETSI TS 103 738 and ETSI TS 103 740.

5.1.3.3
Hand-held hands-free

Either HATS or a free-field microphone with a discrete P.51 [13] artificial mouth may be used to measure a hand-held hands-free type UE.

If HATS measurement equipment is used, it shall be configured to the hand-held hands-free UE according to figure 4. The HATS should be positioned so that the HATS Reference Point is at a distance dHF from the centre point of the visual display of the Mobile Station. The distance dHF is specified by the manufacturer. A vertical angle HF may be specified by the manufacturer. Where it is not specified, the nominal distance dHF shall be 42 cm and HF shall be 0º.

NOTE:
The nominal distance of 42 cm corresponds to the distance between the HATS reference point and lip-plane (12 cm) with an additional 30 cm giving a realistic figure as a reference usage of hand-held terminals.
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Figure 4: Configuration of hand-held hands-free UE relative to the HATS

If a free-field microphone and a discrete P.51 [13] mouth are used, they shall be configured to the hand-held hands-free UE according to figure 5 for receiving measurements and figure 6 for sending measurements.  The microphone should be located at a distance dHF from the centre of the visual display of the UE. The mouth simulator should be located at a distance dHF-12 cm from the centre of the visual display of the UE. The distance dHF is specified by the manufacturer. Where it is not specified the nominal distance dHF shall be 42 cm.
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Figure 5: Configuration of hand-held hands-free UE; free-field microphone for receiving measurements
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Figure 6: Configuration of hand-held hands-free UE; discrete P.51 artificial mouth for sending measurements

5.1.3.4
Softphone including speakers and microphone
This test setup is applicable to laptop computers or similar devices as seen in figure 7 through figure 11.

Where the manufacturer gives conditions of use, these will apply for testing. If the manufacturer gives no other requirement, the softphone will be positioned according the following conditions:
Measurement with artificial ear and microphone:


Artificial mouth (for sending tests)
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Figure 7: Configuration of a softphone relative to the artificial mouth side view


Free field microphone (for receiving):
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Figure 8: Configuration of a softphone relative to the free field microphone side view


Position of a softphone on the table:
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Figure 9: Configuration of a softphone relative to the free-field microphone or artificial mouth viewed from above

Measurement with HATS:
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Figure 10: Configuration of a softphone relative to the HATS side view
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Figure 11: Configuration of a softphone relative to the HATS viewed from above
5.1.3.5
Softphone with separate speakers

This test setup is applicable to laptop computers or similar devices as seen in figure 12 through figure 15.

Where the manufacturer gives conditions of use, these will apply for testing. If the manufacturer gives no other requirement, the softphone will be positioned according to the following conditions:
Where separate loudspeakers are used, the system will be positioned as in figure 12 or figure 13.
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Figure 12: Configuration of a softphone using external speakers relative to microphone or artificial mouth viewed from above
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Figure 13: Configuration of a softphone using external speakers relative to the HATS viewed from above
Where an external microphone and speakers are used, the system will be positioned as in figure 14 or figure 15.
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Figure 14: Configuration of a softphone using
external speakers and a microphone relative to microphone or artificial mouth viewed from above
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Figure 15: Configuration of a softphone using
external speakers and a microphone relative to the HATS viewed from above

5.1.4
Position and calibration of HATS

The horizontal positioning of the HATS reference plane shall be guaranteed within  2( for testing hands-free equipment.

The HATS shall be equipped with a Type 3.3 Artificial Ear. For hands-free measurements the HATS shall be equipped with two artificial ears. The pinnae are specified in Recommendation P.57 [14] for Type 3.3 artificial ears. The pinnae shall be positioned on HATS according to ITU-T Recommendation P.58 [15].

The exact calibration and equalization procedures as well as how to combine the two ear signals for the purpose of measurements can be found in ITU-T Recommendation P.581. 
If not stated otherwise, the HATS shall be diffuse-field equalized using values from ITU-T Recommendation P.58 [15]. For 1/3-octave band measurements, the inverse of the nominal diffuse field curve in P.58 table 3 shall be used. For 1/12-octave band measurements, the inverse of the nominal diffuse field curve in P.58 Annex A shall be used. For measurements requiring diffuse-field correction values for frequencies other than those used in the P.58 tables, linear interpolation on a log frequency scale from the P.58 Annex A values shall be used.
For hand-held hands-free UE, the setup corresponding to 'portable hands-free' in ITU-T Recommendation P.581 should be used.

5.1.5
Test setup for quality in the presence of ambient noise measurements
5.1.5.1
Handset
The setup for simulating realistic ambient noises and the positioning of the HATS in a lab-type environment is described in ETSI ES 202 396-1 [35].

ETSI ES 202 396-1 [35] contains a description of the recording arrangement for realistic ambient noises, a description of the setup for a loudspeaker arrangement suitable to simulate an ambient noise field in a lab-type environment and a database of realistic ambient noises, part of which is used for testing the terminal performance with a variety of conditions.

The equalization and calibration procedure for the test setup are given in detail in ETSI ES 202 396-1 [35].
5.1.5.2
Hand-held hands-free
For hand-held hands-free UE, the test setup for simulating realistic ambient noises and the position of the HATS in a lab-type environment is described in ETSI TS 103 224 [43]. The setup in ETSI ES 202 396-1 [35] may also be used as described below. 

ETSI TS 103 224 [43] contains a description of the recording arrangement for realistic ambient noises, a description of the setup for loudspeaker arrangement suitable to simulate an ambient noise field in a lab type environment, and a database of realistic ambient noises, part of which is used for testing the hands-free UE performance.  Note that TS 103 224 [43] provides improved reproduction accuracy in terms of frequency and spatial characteristics, and so is recommended for testing hands-free UE. The equalization setup and the test setup is shown in Figs. 15a1 – 15a5.
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Figure 15a1: Equalization using the TS 103 224 method, the circle indicates the microphone array used for the equalization
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Figure 15a2: Measurements using the TS 103 224 method
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Figure 15a3: Detailed positioning of the hands-free UE
The setup in ETSI ES 202 396-1 [35] may be used for testing hands-free UE, provided that after the equalization and calibration procedure for handset UE are completed, the HATS is removed from the calibration location in the test room, and the hands-free UE under test is placed at the calibration location.   The HATS is then placed in a location with respect to the hands-free UE under test, as described in Clause 5.1.3.2 and 5.1.3.3. The equalization setup and the test setup is shown in Figs. 15a4 and 15a5. Each ambient noise in the database of ETSI TS 103 224 [43] is available in a version compatible with reproduction using ETSI ES 202 396-1 [35].  
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Figure 15a4: Equalization using the ES 202 396-1 method
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Figure 15a5: Measurements using the ES 202 396-1 method
5.2.1
Codec approach and specification

In this approach, a codec is used to convert the digital input/output bit-stream of the system simulator to the equivalent analogue values. With this approach a system simulator simulating the radio link to the terminal under controlled and error-free conditions is required, unless otherwise specified for the respective test. The system simulator has to be equipped with a high-quality codec with characteristics as close as possible to ideal.

Definition of 0 dBr point:

D/A converter -
a Digital Test Sequence (DTS) representing the codec equivalent of an analogue sinusoidal signal with an RMS value of 3,14 dB below the maximum full‑load capacity of the codec shall generate 0 dBm across a 600 ohm load; 

A/D converter -
a 0 dBm signal generated from a 600 ohm source shall give the digital test sequence (DTS) representing the codec equivalent of an analogue sinusoidal signal with an RMS value of 3,14 dB below the maximum full‑load capacity of the codec.

Narrowband telephony testing

For testing of a GSM, 3G, LTE or WLAN terminal supporting narrowband telephony, the system simulator shall use the AMR speech codec as defined in the 3GPP TS 26 series of specifications, at the source coding bit-rate of 12,2 kbit/s. 

Wideband telephony testing

For testing of a GSM, 3G, LTE or WLAN terminal supporting wideband telephony, the system simulator shall use the AMR-WB speech codec as defined in 3GPP TS 26 series of specifications, at the source coding bit-rate of 12,65 kbit/s.

Super-wideband telephony testing

For testing of a LTE or WLAN terminal supporting super-wideband telephony, the system simulator shall use the EVS speech codec as defined in 3GPP TS 26 series of specifications at 32 kHz sampling rate, mono, at the source coding bit-rate of 24,4 kbit/s unless specified otherwise for the respective test case. The system simulator should support all operation modes of EVS speech codec, the complete EVS RTP payload format, and all SDP attributes as specified in TS 26.445 Annex A; it should be possible to control all the SDP attributes declared and negotiated by the system simulator.

Fullband telephony testing

For testing of a LTE or WLAN terminal supporting fullband telephony, the system simulator shall use the EVS speech codec as defined in 3GPP TS 26 series of specifications at 48 kHz sampling rate, mono, at the source coding bit-rate of 24,4 kbit/s.

5.2.2
Direct digital processing approach

In this approach, the digital input/output bit-stream of the terminal connected through the radio link to the system simulator is operated upon directly.

Narrowband telephony testing
For testing of a GSM, 3G, LTE or WLAN terminal supporting narrowband telephony, the system simulator shall use the AMR speech codec as defined in the 3GPP TS 26 series of specifications, at the source coding bit-rate of 12,2 kbit/s.

Wideband telephony testing

For testing of a GSM, 3G,  LTE or WLAN terminal supporting wideband telephony, the system simulator shall use the AMR-WB speech codec as defined in the 3GPP TS 26 series of specifications, at the source coding bit rate of 12,65 kbit/s. 
Super-wideband telephony testing

For testing of a LTE or WLAN terminal supporting super-wideband telephony, the system simulator shall use the EVS speech codec as defined in 3GPP TS 26 series of specifications in super-wideband mode, at 32 kHz sampling rate, mono, at the source coding bit-rate of 24,4 kbit/s. The system simulator should support all operation modes of EVS speech codec, the complete EVS RTP payload format, and all SDP attributes as specified in TS 26.445 Annex A; it should be possible to control all the SDP attributes declared and negotiated by the system simulator.

Fullband telephony testing

For testing of a LTE or WLAN terminal supporting fullband telephony, the system simulator shall use the EVS speech codec as defined in 3GPP TS 26 series of specifications in fullband mode, at 48 kHz sampling rate, mono, at the source coding bit-rate of 24,4 kbit/s.

5.3
Accuracy of test equipment

Unless specified otherwise, the accuracy of measurements made by test equipment shall exceed the requirements defined in table 1a.

Table 1a: Test equipment measurement accuracy

	Item
	Accuracy

	Electrical Signal Power
	± 0,2 dB for levels  -50 dBm

	
	± 0,4 dB for levels < -50 dBm

	Sound pressure
	± 0,7 dB

	Time
	± 5%

	Frequency
	± 0,2%

	Clock (only for clock accuracy measurement)
	< tbd PPM


Unless specified otherwise, the accuracy of the signals generated by the test equipment shall exceed the requirements defined in table 1b.

Table 1b: Test equipment signal generation accuracy

	Quantity
	Accuracy

	Sound pressure level at MRP[, in 1/3rd octave bands]
	± 3 dB for 100 Hz to 200 Hz

	
	± 1 dB for 200 Hz to 8 kHz

	
	± 3 dB for 8 kHz to 20 kHz (see note 3)

	Mouth simulator equalization
	The flatness of the mouth simulator transfer characteristics after equalization, measured in 1/3rd octave bands with the signal used for equalization, shall be within ± 1 dB from 100 Hz to 200 Hz and shall be within ±0.5 dB above 200 Hz (see note 3).

	Electrical excitation levels
	± 0,4 dB (see note 1)

	Frequency generation
	± 2% (see note 2)

	NOTE 1:
Across the whole frequency range.

NOTE 2:
When measuring sampled systems, it is advisable to avoid measuring at sub-multiples of the sampling frequency. There is a tolerance of ± 2% on the generated frequencies, which may be used to avoid this problem, except for 4 kHz where only the -2% tolerance may be used.

NOTE 3:
Not all mouth simulators can be successfully equalized up to 20 kHz; in this case the upper frequency shall be reported. The validity of the equalization, especially with respect to super-wideband and fullband, shall be checked.


The measurements’ results shall be corrected for the measured deviations from the nominal level.

The sound level measurement equipment shall conform to IEC 60651 Type 1.
5.4
Test signals

Unless stated otherwise, appropriate test signals for GSM/3G/LTE/WLAN acoustic tests are generally described and defined in ITU-T Recommendation P.501 [22]. 

More information can be found in the test procedures described below.

For testing the narrowband telephony service provided by the UE, the test signal used shall be band limited between 100 Hz and 4 kHz with a bandpass filter providing a minimum of 24 dB/oct. filter roll-off, when feeding into the receiving direction.

For testing the wideband telephony service provided by the UE, the test signal used shall be band limited between 100 Hz and 8 kHz with a bandpass filter providing a minimum of 24 dB/oct. filter roll-off, when feeding into the receiving direction.

For testing the super-wideband telephony service provided by the UE, the test signal used shall be band limited between 50 Hz and 16 kHz with a bandpass filter providing a minimum of 24 dB/oct. filter roll-off, when feeding into the receiving direction.

For testing the fullband telephony service provided by the UE, the test signal used shall be band limited between 20 Hz and 20 kHz with a bandpass filter providing a minimum of 24 dB/oct. filter roll-off, when feeding into the receiving direction.

The test signal levels are referred to the average level of the (band limited in receiving direction) test signal, averaged over the complete test sequence, unless specified otherwise. For real speech, the test signal levels are referred to the ITU-T P.56 [37] active speech level of the (band limited in receiving direction) test signal, calculated over the complete test sequence.

6.2
System simulator conditions

Unless otherwise specified for the respective test, the system simulator should provide an error-free radio connection to the UE under test. The speech codec and bitrate shall be as defined in clause 5. Discontinuous Transmission (DTX) silence suppression shall be disabled in uplink and downlink for the purposes of GSM acoustic testing by appropriate configuration of the system simulator. For 3G, LTE and WLAN, DTX shall be disabled for the downlink path by appropriate configuration of the system simulator, unless otherwise stated for the respective test.

NOTE:
For 3G, LTE and WLAN, the UE DTX for the uplink path cannot be controlled from the system simulator.
Editor's note: the note above is not 100% correct for EVS
7.2.1
General

The SLR and RLR values for GSM, 3G, LTE or WLAN networks apply up to the POI. However, the main determining factors are the characteristics of the UE, including the analogue to digital conversion (ADC) and digital to analogue conversion (DAC). In practice, it is convenient to specify loudness ratings to the Air Interface. For the normal case, where the GSM, 3G, LTE or WLAN network introduce no additional loss between the Air Interface and the POI, the loudness ratings to the PSTN boundary (POI) will be the same as the loudness ratings measured at the Air Interface.

7.10.0
UE Delay Measurement Methodologies

For UMTS circuit-switched operation and MTSI-based speech with LTE or WLAN access in error and jitter free conditions, the sum of the UE delays in the sending and receiving directions (TS+TR) shall be measured according to the methods described in clauses 7.10.1 and 7.10.2. In the event that the delays of the test equipment in send and/or receive directions are not stable between calls or cannot be accurately determined, the alternative method described in clause 7.10.3 may be used to obtain (TS+TR) and the measured instability or inaccuracy observed when the methods described in 7.10.1 and 7.10.2 were performed shall be recorded in the test report. The test method(s) used and all results obtained shall also be recorded in the test report.

For MTSI-based speech with LTE or WLAN access in conditions with simulated packet arrival time variations, the sum of the UE delays in the sending and receiving directions (TS+TR-jitter) and the objective speech quality in the receive direction shall be measured according to the method described in clause 7.10.4.
For MTSI-based speech with LTE or WLAN access, prior to the actual measurements, the clock skew between UE and reference client shall be compensated by adjusting the clock of the reference client to match the clock of the UE (as stated in clause 5). The inaccuracy of the clock skew adjustment shall be less than 1ppm measured according to the procedure in Annex D.

It shall be ensured that the packet generation by the reference client and the packet treatment of the test equipment are free of jitter.
7.10.1
Delay in sending direction (Handset UE)

The handset terminal is setup as described in clause 5.1.1.

The UE delay in the sending direction is obtained by measuring the delay between MRP and the electrical access point of the test equipment and subtracting the delays introduced by the test equipment from the measured value.
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Figure 17b1: Different entities when measuring the delay in sending direction

The delay measured from MRP to the electrical access point of the test equipment is TS + TTES. 

TTES: The delay between the last bit of a speech frame at the system simulator antenna and the first electrical event at the electrical access point of the test equipment.
1.
For the measurements, a Composite Source Signal (CSS) according to ITU-T Recommendation P.501 [22] is used. The pseudo random noise (pn)-part of the CSS has to be longer than the maximum expected delay. It is recommended to use a pn sequence of 32 k samples (with 48 kHz sampling rate). The test signal level is -4,7 dBPa at the MRP.

2
The reference signal is the original signal (test signal). The setup of the handset/headset terminal is made corresponding to clause 5.1.

3.
The delay is determined by cross-correlation analysis between the measured signal at the electrical access point and the original signal. The measurement is corrected by subtracting the test equipment delay TTES.

4.
The delay is measured in ms and the maximum of the cross-correlation envelope is used for the determination.
For MTSI-based speech with LTE or WLAN access, a variability of up to 20ms may be expected between different calls due to the synchronization between the speech frame processing in the sending UE and the bits of the speech frames at the UE antenna. This synchronization is attributed to the UE sending delay according to the definition of the UE delay reference points. Hence, the maximum value of the UE sending delay obtained from at least 5 individual calls shall be reported as the UE delay in the sending direction. All values shall be reported in the test report.

A further variability of up to 20ms may be expected between different calls due to the synchronization between the speech frames at the UE antenna and the speech frame processing in the receiving reference client of the test system. In an end-to-end call this synchronization of the frames will only take place at the receiver, and this variability of the measurement shall be deduced from the UE sending delay. Hence, if the reference client of the test equipment does not adjust for the effect of the speech frame synchronization (as specified by the manufacturer of the reference client), this maximum uncertainty shall be subtracted from measured maximum value reported as the UE sending delay in order to compensate for the uncertainty of the test equipment. This correction value (i.e. maximum uncertainty) shall be reported in the test report.
7.10.2
Delay in receiving direction (handset UE)

The handset terminal is setup as described in clause 5.

The UE delay in the receiving direction is obtained by measuring the delay between the electrical access point of the test equipment and the DRP and subtracting the delays introduced by the test equipment from the measured value.
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Figure 17b3: Different entities when measuaring the delay in receiving direction

The delay measured from the electrical access point of the test equipment to DRP is TR + TTER.

TTER: The delay between the first electrical event at the electrical access point of the test equipment and the first bit of the corresponding speech frame at the system simulator antenna.

Before the actual test for MTSI-based speech with LTE or WLAN access a conditioning sequence consisting of the British-English single talk sequence described in ITU-T Recommendation P.501 [22] is applied for convergence of the jitter buffer management of the UE. The conditioning sequence level shall be -16 dBm0 in order to not overload the codec.
1.
For the measurements a Composite Source Signal (CSS) according to ITU-T Recommendation P.501 [22] is used. The pseudo random noise (pn)-part of the CSS has to be longer than the maximum expected delay. It is recommended to use a pn sequence of 32 k samples (with 48 kHz sampling rate).The test signal level is -16 dBm0 measured at the digital reference point or the equivalent analogue point.

2
The reference signal is the original signal (test signal). The setup of the handset/headset terminal is in correspondence to clause 5.1.

3.
The delay is determined by cross-correlation analysis between the measured signal at the electrical access point and the original signal. The measurement is corrected by subtracting the test equipment delay TTER.

4.
The delay is measured in ms and the maximum of the cross-correlation envelope is used for the determination.
For MTSI-based speech with LTE or WLAN access, a variability of up to 20ms may be expected between different calls due to the synchronization between the bits of the speech frames at the UE antenna and the speech frame processing in the receiving UE. This synchronization is attributed to the UE receiving delay according to the definition of the UE delay reference points. Hence, the maximum value of the UE receiving delay obtained from at least 5 individual calls shall be reported as the UE delay in the receiving direction. All values shall be reported in the test report.
7.10.3
Delay in sending + receiving direction using “echo” method (handset UE)

The UE delay is obtained by measuring the delay between the MRP and the DRP and subtracting the delays introduced by the test equipment from the measured value.
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Figure 17b4bis: Different entities when measuring the delay in sending + receiving direction
The delay measured from MRP to DRP is (TS + TR + TSS).
TSS: The delay between the last bit of a speech frame at the system simulator antenna and the first bit of the looped back speech frame at the system simulator antenna.

Before the actual test for MTSI-based speech with LTE or WLAN access a conditioning sequence consisting of the British-English single talk sequence described in ITU-T Recommendation P.501 [22] is applied for convergence of the jitter buffer management of the UE. The conditioning sequence level shall be -16 dBm0 in order to not overload the codec.
1.
For the measurements a Composite Source Signal (CSS) according to ITU-T Recommendation P.501 [22] is used. It is recommended to use a pn sequence of 32 k samples (with 48 kHz sampling rate). The test signal level is -4.7 dBPa at the MRP.
2.
The system simulator is configured for “loopback” or “echo” operation with the additional loopback delay as specified below when applicable. In “loopback” or “echo” operation, the packets in the sending direction are routed to the receiving direction by the system simulator.

3.
The reference signal is the original signal (test signal). The setup of the mobile station is in correspondence to clause 5.1.
4.
The mouth-to-ear delay is determined by cross-correlation analysis between the measured signal at DRP and the original signal. The analysis window for the cross-correlation shall start at an instant T > 50ms in order to discard the cross-correlation peaks corresponding to the direct acoustic path from mouth to ear and possible delayed sidetone signal. The measurement is corrected by subtracting the system simulator delay TSS to obtain the TS + TR delay.

5.
The delay is measured in ms and the maximum of the cross-correlation envelope is used for the determination.
For MTSI-based speech with LTE or WLAN access, a variability of the UE delay with up to 20ms in the respective sending and receiving direction may be expected due to the synchronization of the speech frame processing in the UE to the bits of the speech frame on the UE antenna. This synchronization is attributed to the UE delay according to the definition of the UE delay reference points. Hence, the UE delay shall be reported as the maximum value from at least 5 separate calls each with a different loopback delay TSS in at least 5 steps of 4ms in the full range from 0 to 16ms. All values shall be reported in the test report.
7.10.5
UE send clock accuracy

The UE clock accuracy in send direction shall be measured according to Annex D.
NOTE1:
For this specific measurement, care should be taken about the clock accuracy of the test equipment. See Table 1a.

NOTE2:
As required in clause 5, prior to the actual measurements for MTSI-based speech with LTE or WLAN access, the clocks of the reference client and the UE have to be synchronized. This measurement of UE send clock accurary does not need to be repeated and can be obtained from this setup procedure.
7.10.6
UE receiving with clock skew
For further study.
7.13
Jitter buffer management performance
tbd
8.2.1
General

The SLR and RLR values for GSM, 3G, LTE or WLAN networks apply up to the POI. However, the main determining factors are the characteristics of the UE, including the analogue to digital conversion (ADC) and digital to analogue conversion (DAC). In practice, it is convenient to specify loudness ratings to the Air Interface. For the normal case, where the GSM, 3G, LTE or WLAN network introduce no additional loss between the Air Interface and the POI, the loudness ratings to the PSTN boundary (POI) will be the same as the loudness ratings measured at the Air Interface.

8.7.1
General

The echo loss (EL) presented by the GSM, 3G, LTE or WLAN networks at the POI should be at least 46 dB during single talk. This value takes into account the fact that UE is likely to be used in a wide range of noise environments.

8.10.0
UE Delay Measurement Methodologies
For UMTS circuit-switched operation and MTSI-based speech with LTE or WLAN access in error and jitter free conditions, the sum of the UE delays in the sending and receiving directions (TS+TR) shall be measured according to the methods described in clauses 8.10.1 and 8.10.2. In the event that the delays of the test equipment in send and/or receive directions are not stable between calls or cannot be accurately determined, the alternative method described in clause 8.10.3 may be used to obtain (TS+TR) and the measured instability or inaccuracy observed when the methods described in 8.10.1 and 8.10.2 were performed shall be recorded in the test report. The test method(s) used and all results obtained shall also be recorded in the test report.
For MTSI-based speech with LTE or WLAN access in conditions with simulated packet arrival time variations, the sum of the UE delays in the sending and receiving directions (TS+TR-jitter) and the objective speech quality in the receive direction shall be measured according to the method described in clause 8.10.4.
For MTSI-based speech with LTE or WLAN access, prior to the actual measurements, the clock skew between UE and reference client shall be compensated by adjusting the clock of the reference client to match the clock of the UE (as stated in clause 5). The inaccuracy of the clock skew adjustment shall be less than 1ppm measured according to the procedure in Annex D.

It shall be ensured that the packet generation by the reference client and the packet treatment of the test equipment are free of jitter.
8.10.1
Delay in sending direction (handset UE)

The handset terminal is setup as described in clause 5.1.1.

The UE delay in the sending direction is obtained by measuring the delay between MRP and the electrical access point of the test equipment and subtracting the delays introduced by the test equipment from the measured value.
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Figure 19b1: Different entities when measuring the delay in sending direction

The delay measured from MRP to the electrical access point of the test equipment is TS + TTES.

TTES: The delay between the last bit of a speech frame at the system simulator antenna and the first electrical event at the electrical access point of the test equipment.
1.
For the measurements, a Composite Source Signal (CSS) according to ITU-T Recommendation P.501 [22] is used. The pseudo random noise (pn)-part of the CSS has to be longer than the maximum expected delay. It is recommended to use a pn sequence of 32 k samples (with 48 kHz sampling rate). The test signal level is -4,7 dBPa at the MRP.

2
The reference signal is the original signal (test signal). The setup of the handset/headset terminal is made corresponding to clause 5.1.

3.
The delay is determined by cross-correlation analysis between the measured signal at the electrical access point and the original signal. The measurement is corrected by subtracting the test equipment delay TTES.

4.
The delay is measured in ms and the maximum of the cross-correlation function is used for the determination.

For MTSI-based speech with LTE or WLAN access, a variability of up to 20ms may be expected between different calls due to the synchronization between the speech frame processing in the sending UE and the bits of the speech frames at the UE antenna. This synchronization is attributed to the UE sending delay according to the definition of the UE delay reference points. Hence, the maximum value of the UE sending delay obtained from at least 5 individual calls shall be reported as the UE delay in the sending direction. All values shall be reported in the test report.

A further variability of up to 20ms may be expected between different calls due to the synchronization between the speech frames at the UE antenna and the speech frame processing in the receiving reference client of the test system. In an end-to-end call this synchronization of the frames will only take place at the receiver, and this variability of the measurement shall be deduced from the UE sending delay. Hence, if the reference client of the test equipment does not adjust for the effect of the speech frame synchronization (as specified by the manufacturer of the reference client), this maximum uncertainty shall be subtracted from measured maximum value reported as the UE sending delay in order to compensate for the uncertainty of the test equipment. This correction value (i.e. maximum uncertainty) shall be reported in the test report.
8.10.2
Delay in receiving direction (handset UE)

The handset terminal is setup as described in clause 5.

The UE delay in the receiving direction  is obtained by measuring the delay between the electrical access point of the test equipment and the DRP and subtracting the delays introduced by the test equipment from the measured value.
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Figure 19b3: Different entities when measuring the delay in receiving direction

The delay measured from the electrical access point of the test equipment to DRP is TR + TTER. 

TTER: The delay between the first electrical event at the electrical access point of the test equipment and the first bit of the corresponding speech frame at the system simulator antenna.

Before the actual test for MTSI-based speech with LTE or WLAN access a conditioning sequence consisting of the British-English single talk sequence described in ITU-T Recommendation P.501 [22] is applied for convergence of the jitter buffer management of the UE. The conditioning sequence level shall be -16 dBm0 in order to not overload the codec.
1.
For the measurements, a Composite Source Signal (CSS) according to ITU-T Recommendation P.501 [22] is used. The pseudo random noise (pn)-part of the CSS has to be longer than the maximum expected delay. It is recommended to use a pn sequence of 32 k samples (with 48 kHz sampling rate).The test signal level is -16 dBm0 measured at the digital reference point or the equivalent analogue point.

2
The reference signal is the original signal (test signal). The setup of the handset/headset terminal is in correspondence to clause 5.1.

3.
The delay is determined by cross-correlation analysis between the measured signal at the electrical access point and the original signal. The measurement is corrected by subtracting the test equipment delay TTER.

4.
The delay is measured in ms and the maximum of the cross-correlation function is used for the determination.

For MTSI-based speech with LTE or WLAN access, a variability of up to 20ms may be expected between different calls due to the synchronization between the bits of the speech frames at the UE antenna and the speech frame processing in the receiving UE. This synchronization is attributed to the UE receiving delay according to the definition of the UE delay reference points. Hence, the maximum value of the UE receiving delay obtained from at least 5 individual calls shall be reported as the UE delay in the receiving direction. All values shall be reported in the test report.
8.10.3
Delay in sending + receiving direction using “echo” method (handset UE)

The UE delay is obtained by measuring the delay between the MRP and the DRP and subtracting the delays introduced by the test equipment  from the measured value. 
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Figure 19b4bis: Different entities when measuring the delay in sending + receiving direction
The delay measured from MRP to DRP is (TS + TR+ TSS).
TSS: The delay between the last bit of a speech frame at the system simulator antenna and the first bit of the looped back speech frame at the system simulator antenna.

Before the actual test for MTSI-based speech with LTE or WLAN access a conditioning sequence consisting of the British-English single talk sequence described in ITU-T Recommendation P.501 [22] is applied for convergence of  the jitter buffer management of the UE. The conditioning sequence level shall be -16 dBm0 in order to not overload the codec.
1.
For the measurements a Composite Source Signal (CSS) according to ITU-T Recommendation P.501 [22] is used. It is recommended to use a pn sequence of 32 k samples (with 48 kHz sampling rate). The test signal level is -4.7 dBPa at the MRP.
2.
The system simulator is configured for “loopback” or “echo” operation with the additional loopback delay as specified below when applicable. In “loopback” or “echo” operation, the packets in the sending direction are routed to the receiving direction by the system simulator.

3.
The reference signal is the original signal (test signal). The setup of the mobile station is in correspondence to clause 5.1.
4.
The mouth-to-ear delay is determined by cross-correlation analysis between the measured signal at DRP and the original signal. The analysis window for the cross-correlation shall start at an instant T > 50ms in order to discard the cross-correlation peaks corresponding to the direct acoustic path from mouth to ear and possible delayed sidetone signal. The measurement is corrected by subtracting the system simulator delay TSS to obtain the TS + TR delay.
5.
The delay is measured in ms and the maximum of the cross-correlation envelope is used for the determination.
For MTSI-based speech with LTE or WLAN access, a variability of the UE delay with up to 20ms in the respective sending and receiving direction may be expected due to the synchronization of the speech frame processing in the UE to the bits of the speech frame on the UE antenna. This synchronization is attributed to the UE delay according to the definition of the UE delay reference points. Hence, the UE delay shall be reported as the maximum value from at least 5 separate calls each with a different loopback delay TSS in at least 5 steps of 4ms in the full range from 0 to 16ms. All values shall be reported in the test report.
8.10.5
UE send clock accuracy

 The UE clock accuracy in send direction shall be measured according to Annex D.

NOTE1:
For this specific measurement, care should be taken about the clock accuracy of the test equipment. See Table 1a.

NOTE2:
As required in clause 5, prior to the actual measurements for MTSI-based speech with LTE or WLAN access, the clocks of the reference client and the UE have to be synchronized. This measurement of UE send clock accurary does not need to be repeated and can be obtained from this setup procedure.
8.10.6
UE receiving with clock skew
For further study.
8.13
Jitter buffer management performance
tbd
9.2.1
General

The SLR and RLR values for GSM, 3G, LTE or WLAN networks apply up to the POI. However, the main determining factors are the characteristics of the UE, including the analogue to digital conversion (ADC) and digital to analogue conversion (DAC). In practice, it is convenient to specify loudness ratings to the Air Interface. For the normal case, where the GSM, 3G, LTE or WLAN network introduce no additional loss between the Air Interface and the POI, the loudness ratings to the PSTN boundary (POI) will be the same as the loudness ratings measured at the Air Interface.

9.7.1
General

The echo loss (EL) presented by the GSM, 3G, LTE or WLAN networks at the POI should be at least 46 dB during single talk. This value takes into account the fact that UE is likely to be used in a wide range of noise environments.

NOTE:
A test method fully adapted to super-wideband acoustic echo control is for further study

9.10.5
UE send clock accuracy

 The UE clock accuracy in send direction shall be measured according to Annex D.

NOTE1:
For this specific measurement, care should be taken about the clock accuracy of the test equipment. See Table 1a.

NOTE2:
As required in clause 5, prior to the actual measurements for MTSI-based speech with LTE or WLAN access, the clocks of the reference client and the UE have to be synchronized. This measurement of UE send clock accurary does not need to be repeated and can be obtained from this setup procedure.
9.10.6
UE receiving with clock skew
For further study.
9.13
Jitter buffer management performance
tbd
10.10.5
UE send clock accuracy

 The UE clock accuracy in send direction shall be measured according to Annex D.

NOTE1:
For this specific measurement, care should be taken about the clock accuracy of the test equipment. See Table 1a.

NOTE2:
As required in clause 5, prior to the actual measurements for MTSI-based speech with LTE or WLAN access, the clocks of the reference client and the UE have to be synchronized. This measurement of UE send clock accurary does not need to be repeated and can be obtained from this setup procedure.
10.10.6
UE receiving with clock skew
For further study.
10.13
Jitter buffer management performance
tbd
Annex D (normative):
Clock skew measurement

This Annex describes a method to measure the clock skew between the reference client and the device under test.

D.1
Test procedure

As speech test signal, the second sentence of the first female speaker (female1.wav) of the English test sentences according to ITU-T P.501 is used. . When measuring in receiving direction the signal is pre-filtered according to the used bandwith and normalized to an active speech level of -16dBm0. When measuring in sending direction the signal is normalized to an active speech level of -4.7 dBPa. The sequence is centered within a 4.0s time window and repeated 40 times, resulting in a test file of 160.0s length. Alternatively CSS signals may be used with the corresponding adaptation of the step size to 333ms. The test signal used shall be reported.
NOTE–
Care should be taken to apply the test procedure to the receive direction, since the measurement could lead to biased results due to jitter buffer adaptation of the DUT during the test.
The clock skew is determined as follows: 

· The variable delay per time step is calculated as the time shift of the maximum of the cross correlation between measured and source signal for each time step.

· The step size of the calculation of the variable delay is 4.0s for the above test signal, which corresponds to one single sentence of the source signal.

· This analysis provides the output signal Y(tn) consisting of one single delay value for each time step, i.e., for each sentence of the above source signal.

· A median filter of length 3 is applied to the delay vs. time series Y(tn) yielding the time series Ŷ(tn). This smoothes small spikes without soften the delay jumps.
· Delay jumps due to jitter buffer over- or underrun are detected as the time steps where the absolute delay difference abs(Ŷ(tn+1) - Ŷ(tn)) is larger than a threshold ΔYmax, which is appropriate to detect a maximum clock skew of 500 PPM.
· A “continuous” delay vs. time series is generated where the delay jumps are eliminated, e.g., by cutting out the delay jumps and “stitching” together the jump-free segments.
· The clock skew is estimated as the regression coefficient β of the “continuous” delay vs. time series in parts per million (PPM):
[image: image26.png]



In case of clock skews higher than 50 PPM the accuracy of the cross-correlation calculation decreases. In such event it is recommended to take a two-step approach. In the first step a coarse skew compensation is performed and the clock of the reference client is adjusted to the PPM derived in the first step. A fine compensation is performed in the second step by applying the same procedure. The final clock skew in PPM is the sum of both clock skews.
D.2
Clock skew estimation algorithm
function Skew = EstimatePPM(DelayVsTime, StepSize, DiffMaxPPM=500)

  % Difference threshold from which on a difference is assumed to be a packet

  % loss or insertion.  With larger step sizes, the normal clock skew
  % results in higher differences between steps and therefore requires a

  % larger threshold.

  DelayDiffThreshold = min( max( DiffMaxPPM*1e-6*StepSize, 1e-3 ), 4e-3 );

  % Calculate median filter of length 3 to smooth away small spikes without

  % soften the steps.

  DelayMedian = DelayVsTime(:);

  for i = 2:numel(DelayVsTime)-1

    DelayMedian(i) = median(DelayVsTime(i-1:i+1));

  end

  % Calculate delay difference per time step.

  DelayDiff = diff( DelayMedian );

  % Exclude all indices with high delay differences as well as some

  % transition range before and after.

  Mask = true(size(DelayDiff));

  Jumps = find( abs(DelayDiff) > DelayDiffThreshold );

  for i = 1:length(Jumps)

    Mask(Jumps(i)-1:Jumps(i)+1) = false;

  end

  % Generate "continuous" delay vs. time series

  Delay = [ 0; cumsum( DelayDiff(Mask) ) ];

  Time = ( 0:numel(Delay)-1)';

  % Estimate clock skew in PPM as slope of linear regression line

  P = polyfit( Time, Delay, 1 );

  Skew = P(1) / StepSize * 1e6;

Annex F (normative):
Packet delay and loss profiles for jitter buffer management performance evaluation
Editor's note: this is a placeholder, inputs are invited. 
_1399173307.doc

[image: image1]

Test equipment







RF Transmission�&�Speech coder







UE Signal Processing Entities







UE Microphone







Artificial �Mouth







MRP







Ts







TTES












_1399173309.doc

[image: image1]

Test equipment







RF Reception �&�Speech Decoder







UE Signal Processing Entities







UE Loudspeaker







Artificial �Ear







DRP







Tr







TTER












_1431364302.doc

[image: image1]

 







 







 







 







 







System 







 







Simulator







 







 







 







RF Reception







 







 







 







RF 







 







Transmission







 







 







 







&







 







 







 







Speech 







 







coder







 







 







 







Mobile Station 







 







SND Signal 







 







Processing 







 







Entities







 







 







 







Mobile Station 







 







Microphone







 







 







 







Artificial 







 







 







Mouth







 







 







 







MRP







 







 







 







System 







 







Simulator







 







 







 







RF Transmission







 







 







 







RF Re







ception 







 







 







 







&







 







 







 







Speech 







 







Decoder







 







 







 







Mobile Station 







 







RCV Signal 







 







Processing 







 







Entities







 







 







 







Mobile Station 







 







Loudspeaker







 







 







 







DRP







 







 







 







Artificial 







 







 







 







Ear







 







 







 







T







 







R







 







CV







 







 







 







T







 







SS







 







 







 







T







 







S







 







 







 












_1358066765.doc


























HFT











Measure-ment�System











System Simulator







(HF)
















