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1. Discussion
In Rel-14 the possibility of adding streaming source filtering was added to the QoE concept in TS 26.247. The filter was added in "Annex F (normative): OMA DM QoE Management Object": 
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‘This leaf controls the Media Presentations for which QoE metrics are collected and reported. The filter is definedas a
URL pattern. Each URL pattern is represented bya POSIX regular expressionas specified by IEEE Std 1003.1-2008

[52]

If the MPD URL of a Media Presentation does not match any of the regular expressions as provided by the URL
patterns in the StreamingSourceFilter values, then reporting is disabled and the DASH client shall not report the
requested QoE metrics for that Media Presentation. If no StreamingSourceFilter leafis present, then reportingis
enabled for any Media Presentation.

Occurrence: ZeroOrMore
Format: chr

Minimum Access Types: Get

Values: a POSIX regular expression providing the URL pattern.





For MPD-configured QoE reporting it is obviously no need for a streaming source filter, as the filter would refer back to the MPD URL. But when QoE reporting is configured via the control plane over RRC, the use of a streaming source filter could be relevant.

However, the control plane QoE configuration, specified in "Annex L (normative): QoE Measurement Collection Functionalities", re-uses the MPD XML format defined in clause 10.4. This means that it is currently not possible to use a streaming source filter for QoE reporting configured over the control plane.

[image: image2.png]‘QoE Configuration: The QoE configuration will be delivered viaRRC to the UE as a container according to
"Non-Access Stratum container for configuration”, with the container type set to "QoE Measurement Collection
for streaming services" (see [53]). The container information is XML-formatted according to clause 10.4in the
current specification, and shall be forwarded to the DASH client.




2. Proposal
We propose that the streaming source filter is added to the MPD QoE configuration, but with a comment that it is only intended to be used for control-plane configured QoE reporting (a draft CR has been prepared).
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