Page 1



3GPP TSG-SA4 Meeting #93 
S4-170424
Busan, Korea, 24-28 April 2017

	CR-Form-v11.1

	CHANGE REQUEST

	

	
	26.114
	CR
	0407
	rev
	-
	Current version:
	13.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	x


	

	Title:

	Correction of IPv6 header size

	
	

	Source to WG:
	Samsung Electronics Co., Ltd.

	Source to TSG:
	S4

	
	

	Work item code:
	EVS_codec
	
	Date:
	2017-04-24

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The size of IPv6 header is inaccurately specified as 160 bits.

	
	

	Summary of change:
	The size of IPv6 header is corrected to 320 bits.

	
	

	Consequences if not approved:
	The procedures of compute QoS values are inaccurate.

	
	

	Clauses affected:
	Q.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ...

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


*** Start changes ***

Table Q.2: Computation of b=AS for EVS Primary mode (IPv6, ptime=20)
	Mode
	7.2
	8
	9.6
	13.2
	16.4
	24.4
	32
	48
	64
	96
	128
	SID

	Bits per speech frame
	144
	160
	192
	264
	328
	488
	640
	960
	1280
	1920
	2560
	48

	Speech frame size (bytes)
	19
	20
	24
	33
	41
	61
	80
	120
	160
	240
	320
	6

	CMR and ToC (bits)
	16
	16
	16
	16
	16
	16
	16
	16
	16
	16
	16
	16

	RTP payload (bits)
	168
	176
	208
	280
	344
	504
	656
	976
	1296
	1936
	2576
	64

	RTP header (bits)
	96
	96
	96
	96
	96
	96
	96
	96
	96
	96
	96
	96

	UDP header (bits)
	64
	64
	64
	64
	64
	64
	64
	64
	64
	64
	64
	64

	IPv6 header (bits)
	320
	320
	320
	320
	320
	320
	320
	320
	320
	320
	320
	320

	Total bits per 20 ms
	648
	656
	688
	760
	824
	984
	1136
	1456
	1776
	2416
	3056
	544

	Total bit-rate (kbps)
	32.4
	32.8
	34.4
	38
	41.2
	49.2
	56.8
	72.8
	88.8
	120.8
	152.8
	27.2

	AS (kbps)
	33
	33
	35
	38
	42
	50
	57
	73
	89
	121
	153
	N/A
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