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Executive Summary

An MTSI SWG teleconference on FLUS was held on 16 March, 2018. One contribution was reviewed and noted.

1.
Opening of the conference call

	Mar-2018 (Submission deadline: March 14, 23:59 CET)
	MTSI SWG teleconference on FS_eVoLP

March 16 15:00-17:00 CET, Host: Qualcomm
	-       Update TR 26.959 with recommendations and conclusions.

 


The SA4 MTSI SWG chairman, Nikolai Leung (Qualcomm), opened the conference call at about 15:05 hours CET on March 16, 2018.

Atti volunteered to take minutes and prepare a brief report of the conference call. Nikolai also requested the participants to add their names to the attendance list at the end of the on-line minutes located here: 

https://docs.google.com/document/d/1HTxJ5nRU4yovOQd_uPRT9utgNz8RGnWy0FN66_ighPg/edit?usp=sharing
2.
Approval of the agenda and registration of documents

	S4-AHM394
	Proposed agenda for SA4 MTSI SWG AH on FS_eVoLP conf. call on 16 March 2018
	MTSI SWG Chair

(Nikolai Leung)
	2


The MTSI SWG chairman Nikolai Leung (Qualcomm) presented the agenda.
S4-AHM394 was agreed.

3.
Reports and liaisons

None were received.

4.   
Study on enhanced VoLTE performance (FS_eVoLP-S4)
	S4-AHM398
	pCR 26.959: Proposed Conclusions
	Intel
	4


Ozgur presented S4-AHM398.

[Ozgur] The motivation is to bring the sub-clause conclusions and finalize the conclusions clause at the Kista meeting.

[Atti] Question: In 8.3 Conclusions Clause, last paragraph, second sentence,  Is the “based on the signalling from the PCRF” related to the first part of the sentence or the second part.

[Ozgur] the second part; the idea is to the indicate that the SVRCC thresholds are adjusted after the initial setting based on the PCRF signaling.

[Bo] Is the setting of thresholds in eNB based on the signaling from PCRF and UE different?

[Ozgur] No, PCRF signaling to eNB for SRVCC threshold selection may be based on SDP signaling and the one from UE could be based on the local UE RAN conditions.

Discussion on how to clearly indicate that further work on signalling is needed to be carried out at RAN2, and other workgroups

[Atti] Editor’s notes in the sub-conclusion Clauses will be helpful that helps other workgroups to become aware of the missing pieces as we develop the eVoLP feature.

Layering of the various aspects of the feature, e.g., static eVoLP at the center, and PCRF based signaling to adjust the threshold (via SDP signalling), and local UE network coverage based solution (via RRC signalling). The idea is to bring such clarification to the Kista meeting.

Online edits on Change 1:

Add after initial setting of the DL PLR and UL PLR thresholds at the eNB based on the signalling from the PCRF.

Editor’s Note: SDP-based signalling of max_e2e_PLR, DL/UL PLR (or PLR ratio) requires CT1/3/4 and SA2 support.

Editor’s Note: RTP/RTCP-based indication of recommended DL/UL PLR (or PLR ratio) values requires RAN2 support.

With these changes the First Change was agreed.

Second Change was discussed.
S4-AHM398 was noted

5.    
Review of the future work plan

	April-2018
	SA4#98 (9-13 April 2018)

Kista, Sweden

 
	-       Update TR 26.959 with inputs from telco on March 13

-       Finalize recommendations

-       Agree on sending TR 26.959 to SA#80 for approval



	June-2018
	SA#80 (13-15 June 2018)

La Jolla, CA, U.S.A.

 
	-       Receive TR 26.959 for approval


6.
Any Other Business

7.
Close of the conference call
The MTSI SWG Chairman, Nikolai Leung (Qualcomm), closed the call at 16:32 CET and reminded participants to add their names to the attendance list at the end of the on-line minutes. He then thanked all the participants and then closed the conference call. 
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Source:                 
SA4 MTSI SWG Chairman[1]

Title:                      
Proposed agenda for SA4 MTSI SWG AH on FS_eVoLP conf. call on 16 March 2018

Document for:    
Approval

Agenda Item:       
2

1.   
Opening of the conference call

	Mar-2018 (Submission deadline: March 14, 23:59 CET)
	MTSI SWG teleconference on FS_eVoLP

March 16 15:00-17:00 CET, Host: Qualcomm
	-       Update TR 26.959 with recommendations and conclusions.

 


2.   
Approval of the agenda and registration of documents

	S4-AHM394
	Proposed agenda for SA4 MTSI SWG AH on FS_eVoLP conf. call on 16 March 2018
	MTSI SWG Chair

(Nikolai Leung)
	2


      
 Agenda is agreed.

3.   
Reports and liaisons

None. Awaiting LS responses from SA2 and RAN2 on the Liaison Statement sent in SA4#97 Fukuoka meeting. There was an LS response expected from GSMA. MTSI Chair to follow-up with Paolo on this.

4.   
Study on enhanced VoLTE performance (FS_eVoLP-S4)

	S4-AHM398
	pCR 26.959: Proposed Conclusions
	Intel
	4


Ozgur presented S4-AHM398.

 [Ozgur] The motivation is to bring the sub-clause conclusions and finalize the conclusions clause at the Kista meeting.

[Atti] Question: In 8.3 Conclusions Clause, last paragraph, second sentence,  Is the “based on the signalling from the PCRF” related to the first part of the sentence or the second part.

[Ozgur] the second part; the idea is to the indicate that the SVRCC thresholds are adjusted after the initial setting based on the PCRF signaling.

[Bo] Is the setting of thresholds in eNB based on the signaling from PCRF and UE different?

[Ozgur] No, PCRF signaling to eNB for SRVCC threshold selection may be based on SDP signaling and the one from UE could be based on the local UE RAN conditions.

Discussion on how to clearly indicate that further work on signalling is needed to be carried out at RAN2, and other workgroups

[Atti] Editor’s notes in the sub-conclusion Clauses will be helpful that helps other workgroups to become aware of the missing pieces as we develop the eVoLP feature.

Layering of the various aspects of the feature, e.g., static eVoLP at the center, and PCRF based signaling to adjust the threshold (via SDP signalling), and local UE network coverage based solution (via RRC signalling). The idea is to bring such clarification to the Kista meeting.

Online edits on Change 1: 

Add after initial setting of the DL PLR and UL PLR thresholds at the eNB based on the signalling from the PCRF. 
Editor’s Note: SDP-based signalling of max_e2e_PLR, DL/UL PLR (or PLR ratio) requires CT1/3/4 and SA2 support.

Editor’s Note: RTP/RTCP-based indication of recommended DL/UL PLR (or PLR ratio) values requires RAN2 support.

With these changes the First Change was agreed.

Second Change was discussed.

Document was noted.

5.   
Review of the future work plan                              


	April-2018
	SA4#98 (9-13 April 2018)

Kista, Sweden

 
	-       Update TR 26.959 with inputs from telco on March 13

-       Finalize recommendations

-       Agree on sending TR 26.959 to SA#80 for approval



	June-2018
	SA#80 (13-15 June 2018)

La Jolla, CA, U.S.A.

 
	-       Receive TR 26.959 for approval


6.   
Any Other Business                                                         


7.   
Close of the conference call

Note: The deadline for document submission is 14 March, 23:59 CET.  Please ask the MTSI SWG Chair for Tdoc# assignments.

____________________

Tdoc “colour code”:   black = submitted for the meeting

                                  
blue = postponed from an earlier SA4 meeting

                                  
red  =  covered during this meeting

                                  
grey =  late submission

                                  
strikethrough = withdrawn

Conclusion codes: 
a = agreed

                                  
app = approved

                                  
n = noted

                                  
u = updated

                                  
np = not pursued

                                  
pp = postponed

Note: These conclusion codes appearing in the agenda are only informative. Please refer always to the main body of the meeting report for precise and complete explanation of decisions for each document.

Other notations:     
* = allocated under more than one agenda item

-> = replaced by, [or] action follows

"Noted":    A document is "noted" to indicate that its content was made available to the meeting, but that the document itself was not agreed or endorsed by the meeting. Any agreements or actions resulting from discussion of the document are explicitly indicated in the meeting report.



[1]  Nikolai Leung

Annex 2: List of documents

	Tdoc
	Title
	Source
	Agenda Item
	Conclusion

	S4-AHM394
	Proposed agenda for SA4 MTSI SWG AH on FS_eVoLP conf. call on 16 March 2018
	MTSI SWG Chair

(Nikolai Leung)
	2
	Agreed

	S4-AHM398
	pCR 26.959: Proposed Conclusions
	Intel
	4
	Noted (with partial agreement of text)
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