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--------------------------------START OF CHANGE------------------------------
5.2.2a
Connections with handset UE in the presence of background noise
In the presence of background noise, the RLR at maximum volume control shall not be ≤ (equal or louder than) ‑13 dB.

Compliance shall be checked by the relevant tests described in TS 26.132.

--------------------------------END OF CHANGE------------------------------

--------------------------------START OF CHANGE------------------------------
5.2.5a
Connections with headset UE in the presence of background noise
In the presence of background noise, the RLR at maximum volume control shall not be ≤ (equal or louder than) ‑13 dB.

Compliance shall be checked by the relevant tests described in TS 26.132.
--------------------------------END OF CHANGE------------------------------

--------------------------------START OF CHANGE------------------------------
6.2.2a
Connections with handset UE in the presence of background noise
In the presence of background noise, the RLR at maximum volume control shall not be ≤ (equal or louder than) ‑13 dB.

Compliance shall be checked by the relevant tests described in TS 26.132.

--------------------------------END OF CHANGE------------------------------

--------------------------------START OF CHANGE------------------------------
6.2.5a
Connections with headset UE in the presence of background noise
In the presence of background noise, the RLR at maximum volume control shall not be ≤ (equal or louder than) ‑13 dB.

Compliance shall be checked by the relevant tests described in TS 26.132.
--------------------------------END OF CHANGE------------------------------

--------------------------------START OF CHANGE------------------------------
7.2.2a
Connections with handset UE in the presence of background noise
In the presence of background noise, the RLR at maximum volume control shall not be ≤ (equal or louder than) ‑13 dB.

Compliance shall be checked by the relevant tests described in TS 26.132.

--------------------------------END OF CHANGE------------------------------

--------------------------------START OF CHANGE------------------------------

7.2.5a
Connections with headset UE in the presence of background noise
In the presence of background noise, the RLR at maximum volume control shall not be ≤ (equal or louder than) ‑13 dB.

Compliance shall be checked by the relevant tests described in TS 26.132.
--------------------------------END OF CHANGE------------------------------

--------------------------------START OF CHANGE------------------------------
8.2.2a
Connections with handset UE in the presence of background noise
See requirements for super-wideband.
Compliance shall be checked by the relevant tests described in TS 26.132.
--------------------------------END OF CHANGE------------------------------

--------------------------------START OF CHANGE------------------------------
8.2.5a
Connections with headset UE in the presence of background noise
See requirements for super-wideband.
Compliance shall be checked by the relevant tests described in TS 26.132.
--------------------------------END OF CHANGE------------------------------

