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1
Decision/action requested

This contribution proposes to add a new requirement for Configuration Management
2
References

[1]
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ETSI GS NFV-MAN 001
3
Rationale
This contribution is to add the requirement of EM for Configuration Management.
4
Detailed proposal

	1st Modified Section


6.1
Requirements for management of virtualized network

REQ-NFVM_VN-CON-1 The following management functions should be supported: 

· The trace collection mechanism for virtualized nodes shall follow the same trace collection for non-virtualized nodes as defined in TS 32.422

· The performance management for virtualized nodes shall follow the same performance management as defined in TS 32.41x /TS 32.406/ TS 32.407/ TS 32.409.

-  FFS.
REQ-NFVM_VN-CON-A EM should support the following CM functionalities through itf-N: 

· The configuration management in term of IRPs should re-use as much as possible the same configuration management capabilities as defined in TS 32.61x/TS 32.62x/TS 32.63x/ TS 32.66x/ TS 32.67x.
· The configuration management for VNF application involving NRMshould re-use as much as possible the same configuration management capabilities as defined in TS 28.70x.

· Support the enhanced configuration management of VNF related to VNF lifecyle, including,
· Inform NM the VNF lifecycle change notification, such as the changes of VNF instance and virtualized resources of the VNF.
· Inform NM the VNF configuration result.
· 
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