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5
Concepts & Requirements
1
Decision/action requested

The group is asked to discuss and agree on the proposed text change.
2
References

[1]
TR 32.842 Telecommunication management; Study on network management of Virtualized Networks
3
Rationale

This contribution is to add business level requirements for NFV network mamangement.
4
Detailed proposal

	1st proposed change


6
Potential requirements
6.1
Requirements for management of VNF only network
Note: The requirements defined in section 6.1 also apply to management of mixed network.
REQ-NFVM_VN-CON-1 Operator should be able to manage the mobile networks that composed by VNF instances only.
REQ-NFVM_VN-CON-2 NM should be able to initiate the instantiation of VNF instance.
REQ-NFVM_VN-CON-3 NM should be able to initiate the termination of VNF  instance.
REQ-NFVM_VN-CON-4 NM should be able to initiate the econtraction of VNF instance.
REQ-NFVM_VN-CON-5 NM should be able to initiate the expansion of VNF instance.
REQ-NFVM_VN-CON-6 NM should be able to get the correlation information of the VNF fault and related NFVI fault.
6.2
Requirements for management of mixed network
Note: The requirements defined in section 6.1 also apply to management of mixed network.
REQ-NFVM_MN-CON-1 It shall be able to manage the application and correlated alarm information of mixed network in one management system.

REQ-NFVM_MN-CON-2 It shall be able to manage the application performance information of mixed network in one management system.

REQ-NFVM_MN-CON-3 It shall be able to configure the application parameters of mixed network in one management system.
REQ-NFVM_MN-CON-4 It shall be able to manage the trace functions and collect trace data of mixed network in one management system.
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