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1
Decision/action requested

2
References
3GPP TS 23.008.
3
Rationale
3GPP TS 23.008 defines what information has to be stored for CS, PS, EPS and IMS in the HLR/HSS. 
Within this pCR we propose a solution how we can organize these data to achieve that if a certain information element is applicable to different serviceProfiles then the data is represented only once.
4
Detailed proposal
	1st Modified Section


5.2
Class Diagram

5.2.1
Attributes and relationships
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Figure 1 Inheritance
	2nd Modified Section


5.3.1
ServiceProfile

5.3.1.1 
Definition

This object class represents the data characterizing a service assigned to an EndUser. It includes service preferences and settings chosen for an EndUser.

5.3.x
Trace
5.3.x.1

Definition

This object class represents the data that is about subscriber and equipment trace.
5.3.x.2

Attributes
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	IP address of Trace Collection Entity
	M
	C
	C

	List of interfaces to trace
	M
	C
	C

	List of NE types to trace
	M
	C
	C

	Trace depth
	M
	C
	C

	Trace Reference 2
	M
	C
	C

	Triggering events
	M
	C
	C


5.3.x.3
Attribute constraints
All attributes read and write qualifier is determined based on the application that accesses the data.
5.3.x
Roaming1
5.3.x.1

Definition

This object class represents the data that is related to roaming and is common for CS_ServiceProfile, PS_ServiceProfile and EPS_ServiceProfile.
5.3.x.2

Attributes
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	rSZIList
	C
	C
	C

	accessRestrictionData
	C
	C
	C


5.3.x.3
Attribute constraints
All attributes read and write qualifier is determined based on the application that accesses the data.
5.3.x
Roaming2

5.3.x.1

Definition

This object class represents the data that is related to roaming and is common for CS_ServiceProfile, PS_ServiceProfile.

5.3.x.2

Attributes
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	vLRnumber
	
	C
	C

	lSAIdentity
	
	C
	C

	lSAPriority
	
	C
	C

	lSAPreferentialAccessIndicator
	
	C
	C

	lSAActiveModeSupportIndicator
	
	C
	C

	lSAOnlyAccessIndicator
	
	C
	C

	lSAActiveModeIndicator
	
	C
	C

	vPLMNIdentifier
	
	C
	C

	iP-SM-GWnumber
	
	C
	C

	closedSubscriberGroupInformation
	
	C
	C


5.3.x.3
Attribute constraints
All attributes read and write qualifier is determined based on the application that accesses the data.
5.3.x
Roaming3

5.3.x.1

Definition

This object class represents the data that is related to roaming and is common for PS_ServiceProfile and EPS_ServiceProfile.

5.3.x.2

Attributes
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	sGSNAreaRestrictedFlag
	
	
	


5.3.x.3
Attribute constraints
All attributes read and write qualifier is determined based on the application that accesses the data.
5.3.x
BasicService

5.3.x.1

Definition

This object class represents the data that is about basic services and common for CS_ServiceProfile and PS_ServiceProfile .

5.3.x.2

Attributes
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	provisionOfTeleservice
	M
	C
	C


5.3.x.3
Attribute constraints
All attributes read and write qualifier is determined based on the application that accesses the data.
5.3.x
ODB1

5.3.x.1

Definition

This object class represents the data that is about Operator Determined Barring and common for CS_ServiceProfile, PS_ServiceProfile and EPS_ServiceProfile. 

5.3.x.2

Attributes
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	subscriberStatus
	
	C
	C

	operatorDeterminedBarringPLMN-specificData
	
	C
	C


5.3.x.3
Attribute constraints
All attributes read and write qualifier is determined based on the application that accesses the data.
5.3.x
ODB2

5.3.x.1

Definition

This object class represents the data that is about Operator Determined Barring and common for CS_ServiceProfile and PS_ServiceProfile.

5.3.x.2

Attributes
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	barringOfOutgoingCalls
	
	C
	C

	barringOfRoaming
	
	C
	C

	notificationToCSEFlag
	
	C
	C

	gsmSCFAddressList
	
	C
	C


5.3.x.3
Attribute constraints
All attributes read and write qualifier is determined based on the application that accesses the data.
5.3.x
ODB3

5.3.x.1

Definition

This object class represents the data that is about Operator Determined Barring and common for PS_ServiceProfile and EPS_ServiceProfile.

5.3.x.2

Attributes
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	barringOfPacketOrientedServices
	
	C
	C


5.3.x.3
Attribute constraints
All attributes read and write qualifier is determined based on the application that accesses the data.
5.3.x
CS_ServiceProfile

5.3.x.1

Definition

This object class represents the data that is specific to PS services.

5.3.x.2

Attributes
	Attribute name
	Support Qualifier
	Read Qualifier
	Write Qualifier

	mSCNumber
	
	
	

	subscriptionRestriction
	
	
	

	mSCAreaRestrictedFlag
	
	
	

	oDB-InducedBarringData
	
	
	

	roamingRestrictionDueToUnsupportedFeature
	
	
	

	selectedCNOperatorID
	
	
	

	PagingArea
	
	
	

	provisionOfBearerservice
	
	
	

	bearerCapabilityAllocation
	
	
	

	checkSSIndicator
	
	
	

	mSPurgedForNon-GPRSFlag
	
	
	

	MobileStationNotReachableViaMSCReason(MNRR-MSC)
	
	
	

	barringOfIncomingCalls
	
	
	

	barringOfPremiumRateCalls
	
	
	

	barringOfSupplementaryServicesManagement
	
	
	

	barringOfRegistrationOfCallForwarding
	
	
	

	barringOfInvocationOfCallTransfer
	
	
	


	End of modifications


