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Intellectual Property Rights

Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project, Technical Specification Group RAN.

The contents of this TS may be subject to continuing work within the 3GPP and may change following formal TSG approval. Should the TSG modify the contents of this TS, it will be re-released with an identifying change of release date and an increase in version number as follows:

Version m.t.e

where:

m
indicates [major version number]

x
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

y
the third digit is incremented when editorial only changes have been incorporated into the specification.

1. Scope

The present document specifies the standards allowed to implement Layer 1 on the Iub interface.

The specification of transmission delay requirements and O&M requirements is not in the scope of this document.

In the following ‘Layer 1’ and ‘Physical Layer’ are assumed to be synonymous.

2. References

[1] 3GPP TS 25.411, UTRAN Iu interface Layer 1

3. Definitions, symbols and abbreviations

Same as in [1].

4. Iub Layer 1
4.1 Introduction

Same as in [1].

4.2 Layer 1 Description

Same as in [1]. In addition, the following text applies to the Iub interface:

It shall be possible to use inverse multiplexing, IMA, with a number (2-8) of all the physical ports on the ET. Ref. ATM Forum AF-PHY-0086.000.

Fractional use of the physical medium to terminate a multiple of n time slots (n=1-30) shall not be prevented, in order to allow coexistence of Iub interface with correspondent interfaces defined in existing standards (e.g. with GSM A interface).

4.3 Requirements from higher layer

4.4 Services Provided by Layer 1

Same as in [1].

4.5 Interface to Management Plane

Same text as in [1].

In addition, Layer 1 shall be able to include the O&M channel for “Implementation specific O&M for Node B”.
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